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SIGN. ' 

To all whom it may concern: ' 
Be it known that. LGnonon F.-HARDING, 

acitizen of the United States, residing at 
Wurtsboro, in the county of Sullivan and 
State of New York, have invented certain 
new and useful Improvements in Signs; and 
I do hereby declare the following to be a 
full, clear, and exact description of the in 
vention, such as will enable others skilled 
in the art to which it appertains to make and 
use ‘the same. . 

This invention relates to new and useful 
improvements in signs, and more particu 
larly to that class adapted to display any 
desired printed matter in front ~of stores, 
disclosing information which might require 
a change from time to time. _ ‘ 
An object of this invention is the ‘provi— 

sion of a sign support comprising a number 
of detachable sections, each having remov 
ably suspended therefrom a card, upon 
which is displayed any desired printed 
matter. _ 

Another object of this invention is the 
provision of a device of this ‘character, com 
prising comparatively few parts, each of 

' which can be manufactured at the minimum 
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cost. 
With the above and other objects in‘ view, 

this invention resides in the novel features 
of construction, formations, combinations 
and arrangements of parts to be hereinafter 
more fully described, claimed and illus 
trated in the accompanying drawings, in 
which-— > ' 

Figure 1' is a perspective view of my in 
vention; and Fig. 2 is a detail view illus 
Eating a modi?ed form of supporting mem 
er. , . 

Referring to the drawings by characters 
of reference, my sign,_eomprises a support 
ing member 2, to the opposite ends of which 
are secured sectional depending side mem 
bers 3 and 4. The supporting member 2 
is formed from resilient wire, or other like 
material, the same being bent at its inter 
mediate portion and provided with a loop. 
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5, from which the device/‘may be suspended, 
and at its opposite‘en‘ds to produce a pair 
of loops 6, for a purpose to be hereafter dis 
closed, and depending forwardly extending 
hooks 7, for the reception of the sectional 
side members 3 and 4, each comprising links 
provided with inwardly and forwardly ex 

9 and 10, the said forwardly 
extending hooks adapted to engage the in 
wardly extending hooks of the links, both‘ 
as clearly illustrated in the drawings. The 
hooks 7 and 10 are so constructed and held 
in placed relation to each other as to readily 
pass through apertures 11, formed at op 
posite ends of a 
any desired printed matter is displayed. 
A chain 13, provided at its opposite ends 
with hooks 14, engaging the loops 6, pro 
vides a means whereby- the device can be 
further suspended when desired. 
From the foregoing it will be manifest 

that a sign is provided for which will ful?l 
ail the necessary requirements of such-a de 
vice. , 

Having th 5 fully describedthis inven 

tion, what I cure by Letters Patent is: i . 
A sign comprising a supporting member 

having forwardly directed hooks at its ex 
tremities‘, a, series of links dependirig from 
each of said. hooks, each link having ya for 
wardly directed hook at its lower end and 
an inwardly directed hook at its upper end 
engaged with the forwardly directed hook 
of the member above it, and a series of sep 
arate perforated sign boards suspended on 
the forwardly directed hooks of the sup 
porting‘ member-4 and the links, said boards 
serving to hold the opposite pair oflinks 
in spaced relation, substantially as de 
scribed. , , ' 

In testimony whereof I aiiix my signa 
ture in presence of two witnesses. 

> GEORGEF. HARDING. 

lVitnesses: _ ' 

,GLOVER CLAPHAM, 
GEORGE S. MILLIGAN. 
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