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To all whom it may concern: 
Be it known that I, J OHN SOLOMON, a citi 

zen of the United States, residing at Oak 
land, in the county of Alameda and State of 
California, have invented certain new and 
useful Improvements in Beds, of which the 
following is a speci?cation. 
This invention relates to beds 'for children 

and has special reference to beds for young 
children adapted to be located by the side of 
a bedstead. 
The invention has for its object to provide 

a device which is mounted on a bed frame 
above the bed and which is adapted to be 
swung away from the side of the bed or 
over the same. ' 

The invention further has for its object 
to provide a swinging support adapted to 
be hinged to the head of a bed and to either 
serve as a bed for a child or to contain a 
child’s bed and to permit of the bed con— 
taining a child to be located either away 
from the side of the bed ‘or over the bed. 
Referring to the accompanying draw 

ingsz-Figure 1 is a View in perspective of 
a portion of a metallic bedstead having se 
cured thereto a device serving as a child’s 
bed constructed in accordance with this in 
vention. Fig. 2 is a detail plan view in hor 
izontal section of a portion of the device 
shown in Fig. 1, illustrating the manner of 
clamping the same to a bedstead. 
In carrying out the invention a frame is 

provided consisting of a rectangular metal 
lic strip 1 and depending transverse curved 
metallic strips 2 secured at their ends to the 
rectangular strip 1 and midway between 
their ends to a longitudinal metallic strip 3 
bent at one end to form the verticalv pro 
jection 4 secured to one end of the rectangu 
lar metallic frame 1. The other end of said 
metallic frame 1 is secured to a vertical 
angular metallic strip 5 of an L-shape and 
having its lower end bent as at 6 and secured 
to the longitudinal metallic strip 3 at a little 
distance from the outer end of said strip. 
The upper end of the angular metallic strip 
5 and the outer end of the metallic strip 3 
are each pivoted to one end of a U-shaped 
metallic strip 7 which is clamped to one of 
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the uprights 8 of a metallic bed 9 by suitable 
clamps, as, for example, the curved metallic 
strips 10 and 11, the. strip 10 being riveted 
to the U-shaped metallic strip 7 ‘and the 
curved strip 11 being hinged to the curved 
strip 10, each of said strips 10 and 11 hav 
ing a lip 12 through which projects a bolt 
13 on which is mounted a nut 14 whereby 
on tightening the nut the lips 12 are brought 
together and the curved strips 10 and 11 are 
clamped ?rmly against the upright 8. It 
will be seen that by means of this construc 
tion the entire device may be readily se-' 
cured to and detached. from one of the up 
rights of a bedstead. The frame hereto 
fore described, which is hinged to the U 
shaped metallic strip 7 may be swung away 
from the side of the bed and, as shown, is 
located above the bed and may be swung in_ 
ward from the bed. The frame maybe 
covered with a suitable fabric to receive 
bedding and may serve itself as a child’s bed 
or a basket or other receptacle well known 
as used for a young child’s bed may be lo 
cated in said frame. 
What I claim is 2 
A device for supporting a child’s bed con 

sisting of a bracket formed of a U-shaped 
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metallic strip having clamps for detachably - 
securing it‘ to one of the uprights of a bed 
stead, and a frame formed of an upper rec 
tangular strip of metal, transverse depend 
ing curved strips secured to said rectangular 
strip, and a longitudinal metallic strip hav 
ing a vertical projecting portion at one end 
secured to said rectangular strip and its 
other end extending beyond said rectangu 
lar frame and pivoted to one of the arms of 
said bracket, and a vertical L~shaped de— 
pending strip secured at one end to said 
longitudinal strip and at its upper port-ion 
to said rectangular frame and having its ex 
tended portion pivoted to one of the arms 
of said bracket. 
In testimony whereof I a?ix my signature 

in presence of two witnesses. 
J OHN‘ SOLOMON. 

Witnesses: 
H. O. SoHRonnER, 
F. P. SOHROEDER. 

Copies of this patent may be obtained for ?ve cents each, by addressing the “Commissioner of Patents, 
Washington, D. G.” 
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