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To all whom it may concern: 
Be it known that I, JAMES J. MCNAMARA, 

a citizen of the United States, and a resi 
dent‘ of Baltimore, in the State of Maryland, 
have invented certain new and useful Im 
provements in Garbage-Cans, of which the 

. following is a speci?cation, reference be 

15 

20 

25 

30 

35 

40 

45 

50 

55 

ing had to the accompanymg drawings. 
This invention relates to certain novel im— 

provements in garbage cans. 
The primary object of my invention is to 

improve the construction and operation of 
that class of receptacles known as garbage 
cans. 

To this end my invention consists in an 
outer protective housing which is arranged 
to removably receive a garbage holding re 
ceptacle to the end that a sanitary garbage 
can is provided. “ 
Another object ‘is to provide a garbage 

can which may be secured upon the inside 
of a fence in a manner permitting the gar 
bage being placed int-o the receptacle from 
the inside of the inclosure, while the gar 
bage receptacle may be removed from the 
supporting casing upon the outside or op 
posite side of the fence. 
Another object is to provide a garbage 

can within which the garbage will not be 
likely to freeze in cold weather. . 
A still further object is to provide a gar 

bage can including an obliquely held open 
ended container arranged to receive a re 
ceptacle which may be removedor intro 
duced through the lower end of said con 
tainer. I 

With these and other objects in view, the 
present invention consists in the combina~ 
tion and arrangement of parts, as will be 
hereinafter more fully described and par 
ticularly pointed out in the appended 
claims, it being understood that changes in 
the speci?c structure shown and described 
may be made within the scope of the claims 
without departing from the spirit of the in 
vention. 
In the drawings forming a part of this 

speci?cation, and in which like numerals 
of reference indicate similar parts in the 
several views :—Figure 1, shows a side ele 
vational view of a garbage can constructed 
according to my invention. Fig. 2, is a cen 
tral sectional view through the securing can, 
and Fig. 3, shows a rear elevational view 
of the container. . 
In my present invention I aim to provide 
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a light, neat, strongly constructed can serv 
lng as a housing arranged to be secured to a 
fence or other vertical support having an 
opening, the can being obliquely secured in 
a manner permitting the removal of the gar 
bage holding receptacle from the can proper 
which forms a protective housing for the 
garbage holding receptacle. 
In the drawings the letter A refers to a 

fence or other vertical support which is 
provided with a suitable semi- circular 
opening B, shown in Fig. 2. Extending 
from this opening B, is the housing form 
lng open ended container 1, which may 
be round, oval, or of any other suitable 
shape in cross section. In the drawings the 
container is shown as made cylindrical. The 
upper edge a, and the lower edge 6, of the 
container it will be noticed lie in planes ob 
lique to the axis of the container. The edges 
a and Z), however, preferably lie in planes at 
right angles to one another. 
The upper edge of the container is re 

curved, as shown at 3, and holds a suitable 
wire bail 5, as shown. At a suitable point 
4, a portion of the edge 3, is cut away to 
expose the bail 5, around which an ear 7, is 
looped which ear is soldered or otherwise 
secured to the lid 9, having the catch 10, 
arranged to clasp over the upper edge of the 
container. As disclosed in the drawings the 
lower inner end of the container is provided 
with a semi-circular ledge 12, which slopes 
downward slightly while the remaining 
lower outer end of the container is provided 
with the suitable ?ange 13, having suitable 
openings 14, to receive securing nails or 
screws. As shown in Fig. 3, the opening a), 
forming the lower end of the container, is 
semi~oval. 

Secured to the ledge 12, is the ?ange 15, 
by means of which the container is secured 
to the fence 1, suitable nails being driven 
through the openings 14:, within the lower 
securing ?ange 15. As disclosed in Fig. 2, 
the ?ange 15, is secured to one side of the 
fence board A, and the ?ange 13, to the op 
posite side of the fence board. Near the 
lower end and a suitable distance above the 
ledge 12, the container is provided with an 
aperture 16, while the ledge 12, has secured 
to it two supporting ribs 17 , preferably 
made of sheet metal as shown in Fig. 2. 

Secured by any suitable means to the con 
tainer 1, is a U-shaped bracket, comprising 
a member 6, having the apertured ears 6’, 
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these ears being held to the fence to ob 
liquely hold the container as shown more 
clearly in Fig. 1. 

Secured to the outside of the fence board 
A, to cover the opening B, is a door 20, 
which is of a size to fully cover the open 
ing B, this door being held by means of the, 
hinges 22, and operated by means of the 
knob 23. Secured to the upper end of the 
container is the stop ?ange 25, as clearly 
disclosed in Fig. 2. This flange is held with 
in the container and forms a stop at the up 
per end to the garbage receptacle 27 . The 
upper edge of this receptacle is re-curved 
and strengthened by means of the bail or 
hoop 28. The inner diameter of this recep 
tacle 27, is'a1:)proximately that of the open 
ing within the circular ?ange 25. 
At suitable points the receptacle 27, which 

is of a shape preferably corresponding in 
cross section to that of the container, is 
provided with the supporting loops 30. 
These loops are secured near the upper and 
lower ends of the receptacle as will be under 
stood in referring to Fig. 2. Near the lower 
end the receptacle 27, is provided with the 
loop 31, which isformed into a projecting 
car 32, this ear being arranged to extend 
through the opening or aperture 16. The 
receptacle 27, has a semicircular bottom 33, 
which when in the working position of the 
can is in a horizontal plane, while the end 
34, of the can proper is semi-oval and pro 
vided with the operating handle 35. The 
stub bottom 33, of the receptacle 27, is ar 
ranged to rest upon the ribs 17 , as shown in 
Fig. 2. In this position of the receptacle 
the loops 30 and 31 hold the garbage recep~ 
tacle 27 concentric to the outer member 1. 
If desired a pin can be introduced into the 
car 16, so that the receptacle 27, is locked 
within the housing. 
As shown in the drawings the ledge 12, 

inclines downward from the opening B, so 
that the receptacle 27, after being placed 
within the container will ?rmly. seat upon 
these ribs 17. i 
The operation of my device is very simple. 
In raising the lid 9, the garbage can be 

easily emptied into the receptacle 27. The 
receptacle in turn can readily be removed 
from the container in grasping the handle 
35, and carrying the container upward a 
distance su?icient so that the bottom 33, 
will escape over the ribs 17. The space be 
tween the container and receptacle is su?i 
cient so that the bottom 33, as well as the 
car 16, will ride over the ribs permitting 
the ready removal of the receptacle 27. This 
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receptacle not being closed at its upper end 
is then easily emptied and can be as readily 
slid back into the container. 

It is of course understood that these gar 
bage cans can be made of various sizes and 
of any suitable material. They are sani 
tary, simple and inexpensive in construc 
tion and both durable and eliicient in op 
eration and the garbage receiver may be in 
troduced or removed with ease accuracy and 
despatch. 
Having thus described my said invention, 

what I claim as new and desire to secure by 
United States Letters Patent is :— 

1. In a device ofthe character described, 
the combination with an open ended con 
tainer arranged to be obliquely secured, the 
lower end of which extends oblique to the 
axis of said container which has an in 
wardly directed supporting ledge and an 
outwardly directed securing ?ange at its 
lower end, of a supporting bracket secured 
near the upper end of the container, a lid 
hingedly connected to the upper end of said 
container, a lid to close the lower end of 
said container, and a garbage receptacle 
held within said container of a diameter less 
than said container having a stub bottom 
portion oblique to the axis of said receptacle 
arranged for co-action with said ledge, Said 
receptacle being removable through the bot- 
tom of said container. 

2. In a device of the character described, 
the combination with an open ended con 
tainer arranged to be obliquely secured the 
lower end of which extends oblique to the 
axis of said container which has an inwardly 
directed supporting ledge and an outwardly 
directed securing ?ange at its lower end, of 
a supporting bracket secured near the up 
per end of the container, a lid hingedly con 
nected to the upper end of said container, a 
lid to close the lower end of said container, a 
garbage receptacle held within said con 
tainer of a diameter less than said container 
having a stub bottom portion oblique to the 
axis of said receptacle arranged for co 
action with said ledge, said receptacle being 
removable through the bottom of said hous 
ing, and spacing members secured to said 
receptacle to-hold said receptacle in spaced 
relation to said container. 
In testimony whereof I af?x my signature, 

in presence of two witnesses. 

JAMES J. MoNAMARA. 

‘Vitnesses: 
G. E. STErFnNs, 
SADIE E. BAKER. 

Copies of this patent may be obtained for ?ve cents each, by addressing the “ Commissioner of Patents, 
Washington, D. G.” 
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