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To all whom it may concern: 
Be it known that I, CHARLES E. BARTLEY, 

a citizen of the United States, residing at 
Pittsburgh, in the county of Allegheny and 
State of Pennsylvania, have invented cer 
tain new and useful Improvements in Lamp 
Brackets, of which the following is a speci 
?cation. 
My invention consists of an improvement 

in lamp-supporting brackets for miners‘ 
lamps, and particularly a storage battery 
lamp. 
The object of the invention is'to securely 

support the lamp upon the cap of the 
wearer and to provide a supporting holder 
adapted to receive and hold the lamp, to 
permit of adjustment of it to various angles 
for directing the ray of light, the construc— 
tion by which the lamp is completely insu 
lated, and various other features of con 
struction as shall be more fully hereinafter 
described. 
In the drawings: Figure l is a perspective 

view of the apparatus in position and pro 
vided with a battery lamp. Fig. 2 is a ver 
tical sectional view through the central por 
tion of the bracket, indicated by‘ the line 
II. II. of Fig. 3. Fig. 3 is a plan View of 
the device. Fig. 4 is a view in front 
elevation. 

Ordinarily the usual wick lamp com 
monly used by miners is merely supported 
on a forwardly projecting bracket of sheet 
metal by means of a retaining hook. 

In carrying out my invention, I secure 
upon the cap 2 a bracket 3 extending out 
wardly from the front of the cap, as shown 
in Fig. 2, and ‘secured thereon by securing 
rivets 4, 4, at the top and lower portion re 
spectively and extensions 5 and 13, to the 
cap and its vizor, in the same manner as is 
customary with brackets for wick lamps. 
My improved bracket 3, however, is prefer 
ably made entirely of insulating material, 
as stiff ?ber board. The object of such con~ 
struction is to avoid the possibility of short 
circuiting or of injury to the miner by mak 
ing contact by any of the metallic portions 
of the bracket or lamp with current conduct 
ing wires in the roof of the mine, etc. 
Fixedly secured to the lower forwardly eX 

tending base 5 of the bracket 3, by a lower 
tongue 6 and rivets 7, is the battery holder 
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8. Said holder is of box-like form having 
parallel sides terminating at the front in 
inwardly directed retaining ?anges 9, a back 
10, and a lower retaining or supporting lip 
or ?ange 11, preferably of thin sheet metal. 
The back 10 is secured to the lower tongue 
extension 6 by rivets or in any other suitable 
manner, and is also provided at its upper 
back portion with a rearwardly extending 
securing lip 01' tongue 12.‘ Said tongue is 
provided with a longitudinal slot 13 by 
which the bracket is adjustably secured to 
the top horizontal portion of the bracket 3, 
by means of a bolt 14, and terminal thumb 
nut 15. The connecting rivets are provided 
with insulating washers and bushed with 
insulating material wherever used, effec 
tually preventing any possibility of passage 
of current due to contact with the rivets. 
The lower supporting tongue 6 is rounded, 
as at 16, and is su?iciently ?exible so that 
the upper portion of the bracket may be 
adjusted forwardly or backwardly at any 
desired angle and there secured by the bolt 
and nut 14;, 15. As stated, the bracket 3 be 
ing of insulating material, there is no me 
tallic connection between the lamp support 
ing case and the bracket 3 at any point so 
that transmission of any current is thus pre 
vented. The inner front portion of the back 
10 of the lamp holder 8 is provided with a 
cleat 17 extending outwardly from the main 
back and partly severed therefrom by slots' 
18, by which means lamp A is positively re 
tained in position by means of a resilient 
tongue or clip 19 (indicated in dotted lines 
in Fig. 2). 
The lamp A, which is of the storage bat 

tery type and of any suitable construction, 
is of convenient size and shape to be in 
serted within the holder 8, resting upon 
the lip 11, and is retained by the front 
flanges 9 and the clip 19 inserted behind 
cleat 17, as will be readily understood. By 
this construction the lamp is ?rmly secured 
in position and may be readily carried upon 
the cap of the wearer. The tilting adjust 
ment permits of any desired range of the 
ray of light to suit the position or height of 
the user and to adapt the device to the work 
in view. 
The entire apparatus is comparatively 

simple and cheap in construction, light and 
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durable, and not liable to get out of order 
and in practice has given very satisfactory 
results. 
Having described my invention, What I 

claim is: 
’ 1. In a lamp holder, the combination with 
a cap, of an insulating bracket secured to 
the cap, and a lamp supporting holder and 
easing mounted on the bracket and elec 
trically insulated from the cap. 

2. In a lamp holder, the combination with 
a cap, of an insulating bracket secured to 
the cap, and a lamp supporting holder and 
easing mounted on the bracket and adjust 
ably secured thereto, and electrically insul 
lated from thecap by said bracket. 

8. As an article of manufacture, a bracket 
for a storage battery lamp comprising a 
base portion of insulating material shaped 
to conform and adapted to be secured to a 
cap, and a lamp supporting holder adapted 
to carry a storage battery lamp mounted on 
said base portion and insulated thereby, sub 
stantially as set forth. 

4. As an article of manufacture, a bracket 
for a storage battery lamp comprising a 
base portion of insulating material shaped 
to conform and adapted to be secured to a 
cap, and a lamp supporting holder adapted 
to carry a storage battery lamp mounted on 
said base portion and insulated thereby, and 
having means for adjustably securing it 
thereto, substantially as set forth. 

5. A lamp holder for storage battery 
lamps consisting of a bracket ?xedly se 
cured to a cap, and a lamp holder having a 
receiving case, a lower ?exible securing 
tongue attached to the base of said bracket 
and an upper rearwardly extending tongue 
adjust-ably secured to the upper portion of 
said bracket, substantially as set forth. 

6. Alamp holder for storage battery lamps 
consisting of a bracket ?xedly secured to a 
cap, and a lamp holder having a receiving 

1,016,730 

case, a lower ?exible securing tongue attached 
to the base of said bracket, an upper rear 
wardly extending tongue having a longi 
tudinal slot, and a securing device for 
?xedly attaching it to the upper portion of 
said bracket, substantially as set forth. 

7. In a lamp holder, the combination with 
a bracket of insulating material adapted to 
be mounted on a cap, of a receiving casing 
for the lamp having a retaining device, a 
lower securing tongue attached to the base 
of the bracket, and an upper rearwardly ex 
tending slotted tongue adjustably secured to 
the upper portion of the bracket, substan 
tially as set forth. 

8. In a lamp holder, the combination 
with a bracket of insulating material adapt 
ed to be mounted on a cap, of a receiving 
casing for the lamp having a retaining de 
vice, a retaining cleat in the inner back por 
tion of the holder, a lower securing tongue 
attached to the base of the bracket, and an 
upper rearwardly extending slotted tongue 
adjustably secured to the upper portion of 
the bracket, substantially as set forth. 

9. The combination with a supporting 
bracket having a lower forwardly project 
ing portion and an upper rearwardly pro 
jecting portion for attachment to a cap, of 
a casing of sheet metal having a down 
wardly extending ?exible tongue secured to 
said bracket, a forwardly and rearwardly 
extending slotted tongue, a securing bolt, 
and a casing carried by said tongues having 
a back provided with a securing cleat, sides 
having front terminal ?anges, and a lower 
supporting lip, substantially as set forth. 
In testimony whereof I hereunto a?ix my 

signature in the presence of two witnesses. 

CHARLES B. BARTLEY. 

lVitnesses : _ 

C. M. CLARKE, 
FREDK. STAUB. 

Copies of this patent may be obtained for ?ve cents each, by addressing the “Commissioner of Patents. 
Washington, D. C.” 

45 

50 

60 

70 

75 

80 


