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To all whom it may concern: 
Be it known that I, MAURICE IsAAo J mom, 

a citizen of the United States, and resident 
of Brooklyn, in the county of Kings and 
State of New York, have invented a certain 
new and useful Greenhouse-Gutter, of which 
the following is a speci?cation. 
This invention relates to gutters and more 

specially to gutters for use in the con 
struction of greenhouses. 
The object is to provide an improved de 

vice comprising a gutter member which can 
be secured in position without the necessity 
of drilling holes therein; an arrangement 
which can be employed in connection with 
a roof in which glass cut to any proper size 
can be used; a gutter which will not easily 
become clogged or obstructed; one so con 
structed so that the glass cannot slide from 
its proper position; a gutter which may be 
employed in connection with any type of 
wall and one which can be employed in con 
nection with either stationary sash or venti 
lating sash. 
In the accompanying drawings: Figure l 

is a perspective view of a portion of the 
roof of a greenhouse with the gutter prop 
erly located. Fig. 2 is a perspective view 
of a detail showing means for connecting 
one of the roof members with the conduct 
ing member at the side of the gutter. 
In carrying out my invention I employ a 

gutter member proper, designated 0;, which 
is preferably of plain channel shape and 
which is supported by means of brackets 5, 
including lower central portion 5, upstand 
ing ?anges or side members 6 connected 
therewith and outer inclined ?anges 7. 
Brackets b are supported at suitable inter 
vals upon posts 10 and the outwardly ex 

» tending ?anges 7 support conducting mem 
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bers which are of trough-like formation and 
are designated 15. The members 15 have 
overhanging ?anges a designed to engage 
the upper edges of ?anges 6 of the gutter 
proper a. A rib d is arranged along the up 
per edges of trough members 15 and serves 
to prevent the glass when placed in position 
between the roof members 20 from sliding 
downwardly into the gutter. The lower 
?anges of members 15 carry a member 17 
received in a corresponding recess 18 in 
brackets 72. This construction insures the 
retention of member 15 in its proper posi 
tion. 

‘ Referring to Fig. 2 it will be observed 
that clips m are shown as being secured to 
the lower sides of certain of the roof mem 
bers 20 for the purpose of engaging the 
lower rib 17 of the trough member 15. Suit-l 
able clips 21 are employed for securing the 
ends of two sections of the drip conducting 
member 15, and making a water-tight joint. 
It will be observed that member 15 has a 
beveled portion 16 at its upper edge, the 
roof members 20 being cut at their ends to 
correspond therewith. ‘ 
What I claim is: > 
1. In a device of the class described, a 

channel member, a bracket for supporting 
the same, ?anges extending upwardly from 
the bracket and engaging the sides of the 
channel, additional ?anges projecting out-j 
wardly, a drip conducting member located 
between the ?anges, said’ member having one 
edge turned over the side of the channel, a 
bead projecting from said edge, and roof 
members having their ends supported by 
the conducting member. 

2. In a device of the class‘ described, a 
channel member, a bracket for supporting 
the same, a drip conductor connected with 
the side of the channel member, said con 
ductor being of trough-like formation, a 
rib projecting from one portion thereof, roof 
members supported by the conductor, clips 
connected therewith and \engaging the rib, 
and a bead on another portion of the con 
ductor and designed to be engaged by the 
glass of the roof. 

3. In a device of the class described, a 
channel member, a bracket for supporting 
said member, a drip conductor formed in 
sections and connected with the side of the 
channel member, means for connecting ad 
jacent sections, a rib formed on the con 
ductor and engaged by a portion of the 
bracket, roof members supported by the con- ' 
ductor, and means connected with certain 
of the roof members for engaging the rib. 
Signed at Brooklyn, in the county of 

Kings and State of New York, this 28th 
day of February, A. D. 1911. 

MAURICE ISAAC JACOBS. 

Witnesses: _ 

HARRY J ACOBS, 
HENRY GELLIs. 

copies of this patent may be obtained for ?ve cents each, by addressing the “ Gommissioner of Patents, 
Washington, D. O.” 
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