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To all whom it may concern: 
Be it known that I, Jon Noea, a citizen 

of the United States of America,'residing at 
Pittsburgh, in the county of Allegheny and 
State of Pennsylvania, have invented cer 
tain new and useful Improvements in Cus 
pidors, of which the following is a specifi 
cation, reference being had therein to the 
accompanying drawing. 
This invention relates to cuspidors, and 

the primary object of my invention is to 
provide a cuspidor with positive and re 
liable means, in a manner as will be herein 
after set forth, for closing the outlet of the 
cuspidor, when the same is accidentally 
tilted or upset, thereby preventing the con 
tents of the cuspidor from injuring or ruin 
ing the carpet, floor or other surface. 
A further object of this invention is to 

accomplish the above results by a mechani~ 
cal construction that is simple, durable and 
highly efficient for the purposes for which 
it is intended. 
With the above and other objects in view 

theinvention resides in the novel construc 
tion, combination and arrangement of parts 
to be hereinafter speci?cally described and 
then claimed. ‘ 

Reference will now be had to the draw 
ing, wherein :— 
Figure l is a vertical sectional view of 

the euspidor showing the same in an open 
position, and Fig. 2 is a similar view show 
ing the cuspiclor closed. _ _ 
A cuspidor in accordance with this inven 

tion comprises a receptacle 1 having a ?at 
bottom 2, a ‘flat top 3 and a funnel-shaped 
mouth piece 4 that is formed integral with 
the ?at top 3 and is in communication with 
the receptacle 1. 
The ?at bottom 2 is provided with a ver~ 

tical barrel 5 having a rod or plunger 6. 
Pivotally connected to the inner end of the 
rod 6, as at 7 are arms 8 and pivotally con 
nected to the upper ends of the arms 8 art 
apertured lugs 9, carried by the inner sides 
of horizontal shutters 10. The confront 
ing edges of the shutters 10 are provided 
with yieldable contact pieces 11 to prevent 
the confronting edges of the shutters from 
being injured when said shutters are closed, 
and also to provide a non-leakable connec 

tion between the confronting edges of the 
shutters. The outer edges of the shutters 
are provided with yieldable sealing strips 
12 and these strips and the contact pieces 
11 engage‘ the inner side of the top plate 3. 
Connecting the confronting sides of the 

arms 8, adjacent to the lower pivoted ends 
thereof, is a normally V-shaped spring 13 
having one end secured to one of the arms 
8, as at 14 and the opposite end loosely con 
nected, as at 15 to the other arm 8, whereby 
the arms 8 can be opened or spread apart, 
as shown in Fig. 1. The spring 13, through 
the medium of the arms 8, retains the shut 
ters 1O normally in proximity to the top 
plate 3 and with the contact pieces 11 and 
scaling strips 12 in engagement with said 
top plate. I 
The rod 6 has the inner end thereof pro 

vided with a washer or head 16 to which 
is connected the upper convolution of a 
coiled spring 17 adapted to cushion a move 
ment of the rod 6 when said rod is released 
to close the shutters 10. 
The lower end of the rod 6 normally rests 

upon the floor, this position of the rod re 
taining the shutters in an open position, as 
shown in Fig. 1. When the cuspidor is 
tilted or upset the rod 6 is released and the 
spring 13 assumes its normal shape, causing 
the arms 8 to close the shutters 10. The 
contents of the cuspidor cannot pass through 
the funnel-shaped mouth piece 11 and when 
it is desired to clean the cuspidor, it is 
necessary that the rod 6 be held in a closed 
position until the contents of the cuspidor 
can be removed and the interior thereof 
cleaned. 
‘What I claim is :— 
In a cuspidor, the combination with a 

receptacle having a ?at bottom, a flat top, 
and a funnel-shaped mouth piece carried 
by said flat top and in communication with 
said receptacle, of a vertical rod arranged 
in the ?at bottom of said receptacle, arms 
pivotally connected to the inner end of said 
rod, horizontal shutters pivotally connected 
to the upper ends of said arms, contact 
pieces carried by the confronting edges of 
said shutters, sealing strips carried by the 
outer edges of said shutters, a normally 
V-shaped spring having one end thereof 
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connected to one arm and the opposite end In testimony whereof I a?ix my signature 
loosely connected to the other arm and in the presence of two Witnesses, 
adapted to shift said arms and the, shutters 
thereof When said rod is released, and a JOE NOGA' 
cushioning spring carried by said rod for WVitnesses: 
cushioning an opening movement of said CHRISTINA T. HOOD, 
rod. MAX I-I. SROLOVITZ. 

Copies of this patent may be obtained for ?ve ‘cents each, by addressing the “Commissioner of Patents. 
Washington, D. G.” 


