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To all whom it may concern: 
Be it known that I, ALLAN A. MCDONALD, 

a citizen of the United States, residing at 
Potlat'ch, in the county of Latah and State 
of Idaho, have invented ‘certain new and 
useful Improvements in-tSTzlf-Locking Pa 
per-Files; and I do declare the following to 
‘be a full, clear, and exact description of the 
invention, such as will enable othersskilled 
in the art to which it appertains to malge and 
use the same. _ ' - 

This invention relates to paper ?les and 
binders, and more especially to that class in 
eluding pins which areguarded; and the ob 
jeet of the same‘ is to produce a ?le of this 
character upon which a’ paper may be 1n-I. 
stanta-neously passed or impaled and‘ from 
which it will not be accidentally lost, al 
though when desired the papers strung upon 
the pin may be easily removed by the oper 
ator. ‘ ' 

This and other objects are accomplished 
the construction- her zinafter more fully 

described and claimed, and as shown in the 
drawings wherein— ‘ ~ 

Figure lie-a general perspective view of 
- this 1n'iproved__‘w paper j?le secured to an up 
right and in positionv ready- to receive a 

. sheet of paper upon its pin, the papers al 
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ready there being heldjn place'by the guard. 
Fig. 2 is a central vertical section through 
this device with the guard thrown up over 
the upper arm and out of the 'way so as to 
show the position the parts may assume 
when the operator desires to inspect or re 
move the papers on the pin. Fig. 3 is a plan 
view of the blank from which the guard is 
made, the dot-ted lines therein showing the 
lines on. which the same is folded in the act 
of making the complete guard. 
In the drawings the letter;v U deslo'nates an 

v""upright member such as a-plece of lurniture 
to which this improved ?le holder is at 
tached or the same may be a strip forming 
part ot a cabinet or ?le box-within which the 
papers when mounted on the holder are to 
be stored-4t being only essential that this 
piece be upright as illustrated in Fig. 1. 
The letters Pconventionallydesignate pieces 
of paper which it is desired to mount upon 
the holder. . . ’ 

Coming now more particularly to the ‘de 
tails of construction, the ?le itself is made of 
a single piece of rather stilt wire bent into 
substantially U-shape in side elevation, the 
lower arm of the U forming the pin for 

puncturing or impaling the sheets of paper 
and the upper arm formingthe support for ' 
the guard. Said lower arm is formed into a 
spear head 1 at its front end, from which the 
arm extends straight to the rear and. prefer 
ably a little downward‘ as seen at 2, then it is 
bent upward in substantially a right angle 
at 3 and formed into an eye 4 at one side of 
the upright,.thenit is continued vertically 
upward in a stretch 5, and formed into-an 

. other eye 6 preferably disposed at the cppo~~ 
site side of said upright from the ?rst eye, 
andfrom the second eye the wire iscontinued 
vertically upward and outward. in substan 
tially a right angle 34 into the arm 8' which 
carries the guard. For the latter purpose 
the front end of said arm is formed into a tri- I 
angle 9whose cross barlO stands at the front 
and about over the head of the lower arm as 
shown. The guard is by preference vmade 
from the blank shown in Fig. 3, and may be 
of tin or other light sheet metal, and after 
being stamped out in this shape its edges are 
bent up'into two ?anges and its upper end is 
bent over intoan-eye.v rue ?nished product 
them comprises a ?at body 11 having side 
?anges 11’ which with the body make up a 
card or label holder'assecn. a V-shaped 
notch 12 in its lower end, and its upper end 
turned over into a rather long eye 13 which 
engages the cross bar of the triangular loop 
at the front end of the upper arm. ' 
In assembling the parts of this improved 

‘paper ?le as above described. the wire 
member is attached to any. suitable upright 
U by means of two screws S passed through 
‘its eyes as shown, and when in‘place thereon. 
the pin will project forward from the up 
right and preferably slightly upward and 
the arm will also project forward and pos 
sibly upward to some ~extent, while the 
‘guard will hang from the front end of the 
triangular loop of the arm, its body inclin 
ing slightly backward as shown. in Fig. 1, 
and its notch standing astride the pin just 
in rear of the head 1 as illustrated. ' When 
new it is desired to apply or impale a piece 
of paper upon the pin, it is simply passed 
over the point of the head and pushed to the 
rear, and in doing so the operator will 
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swing the lower end of the guard rearward I 
and upward around its eye so that its 
notched end rises off the pin and leaves the 
latter free for the reception of the paper. 
The latter then moves'to the rear nntiljit. 

110 

clears the lower end of the guard. .avbeu the 
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guard ;L;Swings forward again i to the ,- posii 
tion shown in Fig. ‘1, and the paper and the, 
others thatv have preceded it are locked in 
place. - When now it becomes desirable to‘ 
remove one or more papers the head‘ of the 
pin must be de?ected downward{by hand so 
that the guard may be swung'l‘forward at 
its lower extremity until its notch, clears the 
head, after which it is swung over toth'e 
position indicated in-Fig. 2 where free 
endstands above the arm, and the operator ' 
is then at libertyv to, remove any or‘ alliof 
the papers and to replace them at leisure. 

. .- After he has ?nished his inspection, the 
15 guard is restored to the position illustrated 

in Fi . 1 where it ,avain ermits the inn? 
. b 

palement of additional sheets of paper and 
yet prevents their withdrawal from the pin. 
The entire device is extremely simple and 

cheap, comprising but a single pieceof wire 
bent and formed in the shape shown and a 
guard made up of a single piece of light 
sheet metal ‘such as tin; and the Wl'lOlQ at-. 
tached to_,-'any suitable upright by two 
ordinary/ screws. ’ '- . 

I do not limit myself to‘ the details of con 
struction, nor to the sizes, shapes, propor 

, tions, ?nish and ‘materials of parts; and va 
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rious changes in and additions to the-de 
vice as descrlbed may be made without vde 
parting vfrom the principle of my invention. 

\Vhat is claimed as new is: I 
1. The herein described paper ?le com 

prisingv apiece of wire bent 1nto substan-v 
“ tially U-shaped side elevation with its lower 
arm having a spear head at the front end 
and the upright portion of the wire having 
laterally disposed eyes for the reception of 
fastening screws, and a combined guard and 
tag-‘holder having its'upper end pivotally 

' notch in its lower end adapted to normall 
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mounted'in the upper arm of the wire and 
its lower end notched and normally engag 
ing said‘ lower arm behind its spear head. ~ 
. 2. The herein described paper ?le consist- ' 
-_1ng of a Wire member having an upright 
portion with means for‘attaching it'to an 
upright member, an arm projecting forward 
fromthe lower end of said portion and hav 
ing'a spear head at its‘front extremity, and" ' 
a similar arm projecting forward from-‘its ' 
upper end and having a cross bar at its 
front extremity;I and a guard of sheet metal‘ > 
having‘ a‘ transverse eye ‘at its upper ex 
tremity loosely mounted on said bar, and a f. ' 

engage‘ saidpin behind its head. " 
8. The herein described self-locking paper 

?le consisting of'a wire member having an‘ 
upright portion with means for attaching 
it to an upright member, an arm projecting 
forward and slightly upward -,'’from the’ 
lower end of said portion and having a‘ 
spear head at its front extremity, and a 
similar arm 
upper end an 
its front extremity; and a’ combined guard 
and tag-holder, consisting of a sheet metal 
member having 'atransverse eye at its upper- ‘ ' 
extremity loosely mounted ‘on the. front arm 
of said loop, irlturned ?anges along the side 
edges, and a V’—shaped notch in its lower end 

’ adapted to normally engage said pin _be—; 
hind its‘head. 1 _ 

' In testimony whereof have hereuntoset i; 
75 I my hand in presence of-two subscribing wit: 

nesses. 

Witnesses: > 

O. V. CARR, 
' _. O. A. ‘VILKINS; 

Copies-of this patent may be obtained for ?ve cents each, by addressing‘ the ‘.‘ Commissioner of l’atents, 
Washington, D. 0.” 
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projecting forward. from - its . I‘ 
having a triangular'loop atv 

‘1 * ALLAN A. MoD-ONALD.- , 


