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To all whom it may concern: 
Be it known that I, Oznnno FR. HUNT, a, 

citizen of the- United States, residing ‘at 
Chicago, inthe county of‘Cookand State 0t 
Illinois, have invented anew and useful Im 
provement in Mattresses, of which the fol 
lowing is 'a speci?cation. 

This invention pertains particularly to a ~ 
detachable mattress employed in conjunction 
with-a spring structure, such as a bedsspring, 
a spring-bottom for couches, and the like. ' 

1 The primary object is to provide, for use 
on spring structures, detachable mattresses 
of‘ interchangeable character, enabling any 
desired mattress or mattress-cover to be em 

' ployed on a given spring-structure, and 
‘ facilitating removal of the mattress 'fOrair 
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ing, or vfor repair purposes. 
. A further object is to provide a thor 
oug-hly practicable form of connection of 
adjustable character, so vthat no 7dii?culty 

' will be experienced in connecting the mat 
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tress-cover to the springqstructure, despite 
such ‘variations in the spacing of the con 
necting devices as are likely to occur in the 
manufacture on a commercial ‘scale. 
‘The invention is illustrated in ‘its pre 

iierred embodiment in the ‘accompanying 
drawing, in which— \ 

30 . ; Figure 11 represents ‘a perspective view of 
the invention ‘applied to a bed-spring, the 
view showing the mattress-cover with a por 
gtion-broken-away; ‘Fig. 2, a broken vertical 
sectional view, taken as indicated at line 2 
of Fig. ‘1; Fig. 3, a broken perspective view, 
showing a.cornerlc'onnectionemployed; Fig. 
4, an inner perspective view ‘of the same 
portion; Fig. 5, a perspective view of a frag 
ment of ‘the marginal frame ‘rod and ‘one ‘of 
the button-studs adjustably mounted ‘there’ 
on; and Fig. 6,‘a bro-ken perspective view, 
showing a *IIIOdI-?OatlOD. > ' _ 

‘A J presents a- spring structure; and B 
a _ mattress detachably mounted thereon. 
The vselected spring-structure, A, ‘is ' an ordi 
nary bed-spring, having the base-frame 1, 
coilsspri‘ngs 2 mounted ‘thereon, and suitable 
means 3, tying the “top-rings, 4, of the coils 

‘ together. As Is usual, the end-rings 4 of the 
50 marginal rows of ‘the structure have con 

nected therewith a marginal rod '5: The 
marginal bars ‘of the base 1 are equipped, 
with angular bracket-members 6, having‘ 

vertical arms 7 secured at their lower ends 
to said marginal bars‘ and having 1outturned 
arms .or ?anges, 8, which carry a marginal 
rod -or ‘frame-member 9, upon’ which are 
shiftably pivoted mattressdconnecting mem 
bers ‘1-0. The ‘members 10 are preferably in 
the form of glove-button studs whose shanks 
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are secured to clips or loops 1.1-, pivotally ' 
and slida-bly mounted on the rod 9. At the 
cornersof the structure,clips 12 are secured 
to'the-rod‘9, each-clip comprising a piece of 
sheet-metal bent to angular form, the two 
arms embracing the cornerportion of the 
rod and having lugs 13 clenched-on the rod. 
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Eachia'rm of the member 12has a slot 14 I 
with which is slidabl'y-secur-ed the shank ‘of 
a button-‘stud I10." __ _ . 

The arms 8,of*the_ brackets are?preferably 
located a coupleot inches above'the bottom 
of the frame Land the ‘rod 9 is-secured byre 
ducing and curving or clenohinglthe extrem 
ities ‘of the arms about-or upon vthe rod. 
‘The brackets ‘are adapted to rest upon the. 
rails of the bed, while the base of the frame _ 
is _~ombraced between the "rails. The margi 
nal iI-rod 9 is disposed directly ‘beneath the 
marginal rod 5, asshowm. , g - 

The mattress vissh'o‘wn provided with-a re 
movable ‘cover, 'or slip, :15, vcomprising, atop 
16,, and a skirt l7 formedof depending side 
and end ?anges. ' This ‘covers the mattress 
pad, or tick, ,18“, which rests upon the 
spring-structure; and ‘the --skirt 17 ‘depends 
‘to near the marginal rod 9, and is-equipped‘ 
at its lower margin with ‘button-sockets l8, ' 
adapted to snap on the studs 10. The mem 
bers --18 may be spaced an ‘approximately 
uniform manner, as shown in-Fig. 31.’, The 
skirt =1~7 is short _~enoug-h to place'a slight. 
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tension upon the springs when the skirt is v > 

buttoned to the ‘members, 10. 
"KT-he‘ adjnstability of the buttons 10 not 95 
only facilitates the buttoning operation, but _. 
also insures a smooth, even conditlon of the 
mattress ooyer and its skirt. A compar 
ativelysmall ga e rod 9 su?ices as a mount 
ing'device i?or \ ?e ‘buttons 10, ‘and this efea 
tuna-together with the pivotingof the mem 
bers ll rtaoil-itates lithe buttoning operation, 
since ailnger may be readily passed beneath 
the rod and behind/the member 11 ‘to sup 
port "the’memberlwh-ile the 'buttoning is ef 105 
"footed. When the spring-structure is ap-_ I. 



plied to a bed, the base portion is hidden by 
the rails, and the structure with the mattress 

4’ applied appears much like a well-made box 
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spring. The construction is sanitary, per~ 
mits airing the mattress and washing the 
mattress cover; and is neat and attractive 
in appearance. 

It will be understood that the construction 
enables a cheap mattress—case to be used; 
and enables the dealer to supply his cus 
tomers with mattress covers of design and 
Value to suit the tastes and ?nancial ability 
of customers. ' 

As an added feature of advantageous con 
struction, I have shown the sprinmstructure 
provided with anchor-chains 19 which con 
nect the upper portions of the marginal 
rows of coil-springswith the rods 9. These 
chains incline inwardly and upwardly, as 
shown; and, as the tops of all the coils of‘ 
the structure are tied together, toppling or 
racking of the coils is e?ectively obviated. 
In Fig. 6, I have shown a modi?cation, in 

which an angle-bar 92 serves as a substitute 
for the rod 9. In this modification, the an 
gle-bar 9a has an inturned ?ange mounted on 
brackets 6a carried by the marginal vbars of 
the base of the frame 1. The button studs 
10 have their shanks slidably mounted in 
slots 14*‘ with which the vertical ?ange 20 of 
the member 9a is provided. Such a con 
struction, permits ready adjustability of the 
studs to coincide with the button—sockets, 
and the angle-bar 9a may add materially to 
the strength of the frame of. the spring 
structure. " 

The foregoing detailed description has 
been given for clearness of understanding 
only, and no undue. limitation should be un 
derstood therefrom. While the .mattress 
cover and skirt are by preference made dis 
.connectible from the mattress-pad,‘the in 
‘ vention is not'limited thereto. 

The invention is applicable to bed 
springs, and spring bottoms for various pur 
poses. It may be used advantageously in 
connection with couches, for instance. 
The feature of reducing the extremities of 

the arms 8, as indicated, enables the extremi 
ties to be readily curved about the rod 9, 
thiéils forming the eyes 20 which support the 
ro -. ' 

The mode of attaching the spring cover 
would be the same, were the mattress 18 to 
be omitted or placed above the cover. In 
such case, the skirt 17 would be suitably 
shortened, so that the cover wouldv merely 
inclose the springs, instead of both mat 
tress and springs. Where both the slip and 
mattress are employed, they may be re 
garded as a cover within the meaning of the 
claims. - ' ‘ 
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What I regard as new, and desire to se 
cure by Letters Patent, is— - 

1. The combination with a spring-struc 
ture comprising a frame and coil - springs 
supported thereon, of a marginal frahie 
member equipped with adjustable fastener 
’members, ‘and a cover mounted on the 
springs and having a depending skirt pro 
vided with co-acting fastener-members. 

2. The combination with a spring-struc 
ture comprising a base. and surmounting 
coil - springs,‘ of frame - members disposed 
above said base and adjacent the marginal 
rows of .coil-springs, button-studs slidably 
mounted on the same, and a cover mounted 
on the springs and provided with a skirt 
equipped with button-sockets, for the pur 
pose set forth. ' 

3. The combination with a spring-struc 
ture comprising a base and surmounting 
coil-springs, said base equipped with brack 
ets having outturned ?anges disposed above 
said base, marginal frame-members carried 
by said ?anges, fastener-members slidably 
connected therewith, and a cover mounted 
on the springs and provided with a skirt 
equipped with ?xedly secured fastener-mem 
bers adapted for engagement with said ?rst 
named fastener-members. ' 

L1. The combination of a springstructure 
comprising a base and surmounting coil 
springs, said base equipped with brackets 
having outturned ?anges disposed above said 
base, a marginal rod carried by said ?anges, 
clips slidable on. said rod and equipped with 
button-studs, and a cover provided with a 
skirt equipped with button-sockets, for the 
purpose set forth. I 

5. The combination with a spring-struc 
ture comprising a base and surmounting 
coil~springs, said base equipped with brack 
ets having outturned ?anges disposed above 
said base, a marginal rod carried by said 
?anges, clips slidable on said rod and 
equipped with button-studs, angular corner 
clips secured to‘the corner portions of said 
marginal rod and equipped with button 
studs, and a cover provided with a skirt 
equipped with button-sockets adapted to re 
ceive said button-studs. _ 

6. The combination of a spring-structure, 
comprising a base and surmounting coil 
springs.3 bracket - members having vertical 
arms secured at their lower ends to said base 
and having outturned arms with reduced ex~ 
tremities bent to form eyes,‘and a marginal 
rod carried by the eyes of said outturned 
arms. . 

OZELLO R. HUNT. . 
In presence of— 

O. C. Avisus, 
R. A. RAYMOND. 
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