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To all whom it may concern . 
Be it known that I, FELIX B. MULGREW, 

a citizen of the United States, residing in the 
city and county of San Francisco and State 
of California, have invented certain new 
and useful Improvements in Combined Ad 
vertising Devices and Stationery-Dispens 
ing Cabinets, of which the following is a 
speci?cation. 
The hereinafter described invention re 

lates to a new and useful advertising de 
vice and dispensing cabinet for stationery 
and envelops, and one which is particularly 
adapted for placing on the counter or in 
other convenient places in hotels or the like, 
where stationery is provided free to guests, 
thus relieving the clerk of the unnecessary 
trouble of giving stationery to each guest, 
and at the same time reducing to a mini 
mum the expense caused by the waste of 
stationery, when it is dispensed in great 
quantities to guests. 
The invention has for its principal ob 

ject to provide a cabinet divided into ad~ 
justable compartments for respectively con 
taining writing paper and envelope, each 
compartment having an independent auto 
matic feed device for presenting the en 
velops and sheets of writing paper for with 
drawal from the respective compartments 
one at a time. 
The improved device comprises a suitable 

cabinet having a ?at top and downwardly 
beveled side walls adapted to display suit 
able advertising matter, the interior of said 
cabinet being divided into paper and en 
velop compartments adjustable in size and 
having openings at the ends of the compart 
ments between the top of the cabinet and; 
the upper edges of the end walls, the open 
ings being of a size to accommodate a single 
sheet of paper or an envelop, and means 
within each compartment for projecting 
the topmost envelop or sheet of paper con 
tained therein through said opening. 
With the above mentioned and other ob 

jects in view, the invention consists in the 
novel construction and combination of parts‘ 
hereinafter fully described, illustrated in 
the accompanying drawings, and pointed 
out in the claim hereto appended; it being 
understood: ‘that various ‘changes in the‘ 

form, proportion, size and minor details of 
construction may be resorted to without de 
parting from the spirit or sacri?cing any 
of the advantages of the invention. 
To fully comprehend the invention, ref 

erence should be had to the accompanying 
sheet of drawings forming a part of this 
application, and disclosing a complete con 
structed device for carrying out the inven 
tion, wherein 
Figure 1 is a perspective view of my im 

proved cabinet, showing the advertisements 
carried thereby, and one of the delivery 
slots. Fig. 2 is a longitudinal sectional 
view, disclosing the adjustable compart 
ment partitions, the adjustable spring 
pressed follower plates, the curvature of the 
upper edges of the front and rear walls 
of each compartment, and the slots through 
which the paper and envelops are projected. 
Fig.7?) is a detail view of one of the spring 
pressed follower plates, disclosing the ad 
justing mechanism for the same. Fig. 4 is 
a top plan view of my device with the cover 
removed, disclosing the top plates for the 
respective compartments. 
Referring more particularly to the draw— 

ings, the reference numeral 1 designates my 
improved cabinet, constructed of any suit 
able material, preferably glass, and pro 
vided with a flat top and bottom and down 
wardly beveled side walls, said top and 
side walls adapted to display advertise 
ments in any suitable manner. 
The interior of the cabinet is preferably 

oblong in‘ shape, and is provided with ver 
tical side walls 2' and vertical end walls 3, 
the end walls being slightly curved out 
wardly at their upper ends, as at 4, forming 
an overhanging'lip 4:’ at each end of the 
cabinet, and is divided transversely of its 
length by adjustable partitions 5 and 6, thus 
providing a writing paper compartment 7, 
and an envelop compartment 8. The par 
titions 5 and 6 are provided at their oppo 
site ends with flanges 9, which extend into 
vertically extending grooves 10 arranged 
in the inner face of the side walls 2. The 
upper ends of the partitions are curved 
outwardly toward their respective ends of 
the cabinet, as at 11 and 12, the curvature 
of the partitions being of the same are as 
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the curvature 4 of the end walls 3. By pro 
viding adjustable partitions 5 and 6, 1t will 
be observed that the paper compartment 7 
and the envelop compartment 8 may be ad 
justed independently of each other to ac 
commodate stationery of different sizes. 
The compartments 7 and 8 are each pro 
vided with coverplates 13 and 14, the inner 
ends of which rest on the upper ?at edge of 
their respective partitions, and the outer 
ends terminate at a- point parallel with the 
outer edge of the lip 4’, but are spaced 
slightly above the lip 4’, thus forming a, 
slot or opening 15, one for each compart 
ment, through which the stationery may be 
withdrawn. The openings 15 are of a size 
to permit only one envelop or one sheet of 
paper being withdrawn therefrom at a time. 
The cover plates 13 and 14 are provided 

at their side edges with inwardly projecting 
notches 16 through which are adapted to 
pass inwardly extending lugs 17, arranged 
on the interior of the side walls 2, near the 
upper edge thereof, the lugs 17 being pro~ 
vided with suitable openings 18 through 
which extend removable pins 19, the pins 
19 extending beyond the sides of the lugs 17 
and engaging the upper face of the plates 
13 and 14, thus detachably securing the 
cover plates over their respective compart 
ments. ’ 

Each compartment is provided with an 
adjustable, spring-pressed follower plate 
for forcing the stationery contained therein 
toward the top of the compartment, and 
outwardly through the openings 15, the 
plates being constructed of two members 
20 and 21, the member 20 being provided at 
one end thereof with a dove-tail groove 20’ 
into which projects a dove-tail lug 21, 
formed on the corresponding end of the 
plate 21, the plates being held in their ad 
justed positions by a screw 22 which ?ts 
into an opening in the lug 21’ and is adapt 
ed to engage the lower edge of the clove 
tail groove 20’. The plates are forced up 
wardly in the compartments by suitable 
sprial springs 23 interposed between the 
underside of each adjustable plate and the 
bottom of the receptacle, the upper ends 
of the springs~being secured to the under~ 
side of each plate by a lug 23’, and the 
lower ends secured to the bottom of each re 
ceptacle by a lug 232. 
The cabinet is provided with a hinged 

cover 24, which is adapted to display suit 
able advertisements, and cover the top plates 
13 and 15 and give a neat appearance to 
the cabinet. The cover 24 is hinged to the 
cabinet by lugs 25 which extend horizon 
tally from each side thereof and are adapt~ 
ed to snugly ?t between spaced vertically 
extending lugs 26, which project upwardly 
from the upper edges of the sides of the 
cabinet, the lugs 25 and 26 being provided 
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with alined openings 27 , through which 
extends a suitable rod 28, the rod being pro 
vided on its ends with suitable ornamental 
screw threaded nuts 29; thus it will be seen 
that by removing one of the rods that one 
side of the cover may be lifted and the rod 
on the other side will provide a hinge for 
the same. ‘ The cover, the top plates and the 
overhanging lips 4’ are each provided with 
a corresponding ?nger notch 30 for admit 
ting the ?ngers to engage the stationery 
when it is projected through the opening 
or slot 15. 
The operation of the device is as fol 

lows :—The adjustable cover and top plates 
are removed, partitions are placed in the 
respective slots to adjust the compartments 
to the proper size for the stationery to be 
placed therein, the follower plates are also 
adjusted to the proper size to snugly ?t 
within the compartments; the stationery is 
now placed in the compartments, Writing 
paper in one and envelops in another, and 
as the stationery is placed in the compart 
ments, the follower plates are forced down 
wardly in the compartments against the ac 
tion of the coiled springs. After the de 
sired amount of stationery is placed in each 
compartment, the top plates are placed 
thereover and pinned in position, the cover 
plate is fastened down and the device is 
ready for use. 
The action of the coiled springs in push 

ing the stationery upwardly in the compart 
ments forces the stationery to follow the 
contour of the curved partition and end 
wall, the topmost envelop or sheet of paper 
being forced into the slot at the end ofthe 
cabinet, in a position to be grasped by the 
?nger, and from this construction it will 
be readily seen that the envelops and sheets 
of paper will be fed into said delivery slot, 
one at a time, until the supply in the com— 
partment is exhausted. When the supply 
in the respective compartments becomes ex 
hausted, one may be ?lled independently of 
the other, as separate top plates are pro 
vided for each. . 

Having thus described my improved in_ 
vention what is claimed as new and desired 
to be protected by Letters Patent is— 
In a dispensing cabinet for stationery, the 

fcombination with separate independently 
adjustable paper and envelop ‘ compart 
ments, said compartments provided with 
vertical side and end walls, the upper por 
tion of the vertical end walls being curved 
toward the ends of the cabinet, a top plate 
for each of said compartments, openings at 
the ends of said cabinet between ‘the top 
plate and the top of one of the curved end 
walls of said compartments, one of said. 
openings communicating with each of said 
compartments, a cover for said cabinet, and 
independently adjustable spring pressed 
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follower plates positioned in said compart 
ments for forcing the stationery c 
therein upwardly against the curved por 
tion of the end Walls, said curved portion 

5 of the end Walls adapted to successively pre 
sent a single sheet of paper or an 
into said opening for Withdrawal therefrom. 

Copies of this patent may be obtained to 
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In testimony whereof I have signed my 
name to this speci?cation in the presence 
of two subscribing Witnesses. 

FELIX B. MULGREW. 

ontained 

Witnesses : 
HARRY A. Town, envelop 
D. B. RICHARDS. 

r ?ve cents each, by addressing the “ Commissioner of Patents, 
Washington, D. C.” 


