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To all i'ahqhti‘t may we 0am: I 1 
” Bait known that I, Amen H. Bowman, 
a citizen of the ‘United States, and a resident 
of Allentown, in the county of Lehigh and 
State of Pennsylvania, have invented a new 
and Improved: Slot-Machine, of which the 
‘Following is a full, clear, and exact descrip 
ion. _ - 

- My invention relates to a new and im 
proved form v‘of slot machine, and ‘more ‘ r 
tic'ul'arly relates to that class of mac ine 
adapted to‘ dispense gum or other com 
nlioidit'y upon the insertion of a. coin in a 
S O . Y ' 

An pbject of my invention is to provide 
a device which will allow the passage of 
.coin but which will intercept Washers or 

I "slugs. - 
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A further object of my invention is to pro 
vide a coin-controlled slot machine, which is 
actuated by a device riding over the upper 
circumference of the coin. 
A‘ further object of my invention is to 

provide a ‘dispensing carriage which can 
return to its normal position‘ only after 
havi'nigibe'en fully actuated. v 
A ' rther obJect of my invention is to 

provide ‘a ‘device of the above-outlined char 
acter which is simple in construction, hav 
ing relatively few ‘parts which might get 
out of order. , 
A further object of my invention is to 

provide a casing for said mechanism, and 
' - to contain the articles to be dispensed, which 
35 casing is 

support and is fastened in position b the 
same fastening means by which the casing is 

I looked. 
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With the above and other objects in view, 
as will ‘more fully hereinafter appear, the 
present invention consists in certain novel 
details of construction and arrangement of 
parts hereinafter ‘fully described, illustrated 
in the accompanying drawings, and more 
particularly pointed. out in the appended 
claim. 

Reference is to be. had to the accompany 
ing drawings, forming a part of this speci 
?cation, in which similar characters of ref 
erence indicate corresponding parts in all 
the ?gures, and in wh1ch- ‘ 
Figure 1 is a perspective view showing 

a preferred embodiment of my invention; 
Fig. 

- on which 15 a pair of pockets 

attached directly to a standard orv 

2 is a vertical sectional view takenfrom' 
front to rear centrally through the device 

shown in Fig. 1; Fig. 3 is a plan view look 
ing down upon the carriage and support 
mg plate; Fig. 4. is an‘ end view of the same 
lopking in the direction of the arrow in 
F1g..3; Fig. 5 is a view similar to Fig. i 
but looking in the direction of the opposite 
end of the device; Fig. 6 is a vertical trans 
verse sectional view taken through the bot 
tom of the machine; Fig. 7 is a view similar 
to Fig. 6, parts being broken away to show 
the coins passing in through the coin slot; 
Fig. 8 is a view similar to Fig. 7 but show 
ing a coin in the locking lever; Fig. 9 is a 
View similar to Fig. 8 but showing the under 
side of the supporting plate and carriage, 
with the latter in ‘extended position; Fig. 10 
1s a view similar to Fig. 9 but showing the 
carriage in telesooped position; Fig. 11 is 
a plan view looking down upon the carriage 
and supporting plate with the same de 
tached from the machine; and Fig. 12 is a 
.view similar to Fig. 8 but showing the car 
ria‘ge depressed to uncover the locking lever. 
in the several ?gures, l have shown a 

supporting base 13, spaced apart vertically 
l4 and 15, the 

openings in which face each other. 
posed between said pockets, is a casing 16, 
the lower end of which has an o?'set lug 
17, ?tting within the lower pocket 15. To 
the upper end of the casing 16 is pivoted a 
cover 18, from the back end of which cover 
projects a lug 19 adapted to ?t into and 
engage the top pocket 14, to hold the casing 
16 in position by locking the cover 18 to 
the casing 16 by means of a lock 20. Fas 
tened to the inside of the casing, adjacent 

' the bottom thereof, is a supporting plate 21, 
upon which plate rides a carriage 22 having 
a thickened rear portion 23 and a thin front 
port-ion 24: extending through a slot 25 in 
front of the machine, the outer end of which 
portion 24 is bent upward into a lipf26. 
This thickened portion corresponds in t ick 
ness to each piece of gum 27 deposited in a 
chute 28 extending vertically through the, 
front of the casing. Upon the upper end 
of the stack of pieces of gum is disposed 
the ordinary form of actuating weight 29. 

It will be seen that the carriage 22 may be 
moved back and forth, and as it is inserted, 
the lower piece of gum will fall into the thin 
portion 24, and as said carriage moves into 
the position shown in Figs. 1 and 2, the 
lower piece of gum will be withdrawn from 
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the'acasing and stack. By this arrangement, 
it will be seen that one piece at a time is 
withdrawn from the stack. > 
To actuate the device, a coin is inserted 

in a coin slot 30. ‘Then the coin comes in 
contact with the downwardly-extending 
spring 31 and drops through the ‘slot 32 in 
the thickened portion 23 of the carriage 22 
and drops into the locking lever 33, which 
lever is pivoted at 34 to a bracket 35 depend 
ing from the rear of and beneath the sup 
porting plate 21. The upper edge of the 
locking lever 33 has a lug 36 extending up-_ 
wardly therefrom, engaging a recess 37 in 
the thickened portion of the carriage 22 ad 
jacent the’ coin s1ot'32. The locking lever is 
of a general U-shaped construction, as shown 
more particularly at 38, Fig. 5, and this U 
member is of an internal depth slightly less - 
than the diameter of the coin 39. It will 
thus be seen that, as the carriage 22 is de 
pressed, said carriage will attempt to' ride 
up on the coin 39, depressing the coin and 
locking lever, thereby withdrawing the lug 
36- from its engagement with~the carriage 
22 and permitting the latter to be inserted 

' its ‘full extent, in order to engage with the 

30 

35 

40 

piece of gum or other commodity in the 
chute 28. The locking lever 33 is retained 
in its normal position with the lug 36 in 
engagement with the recess 37 by means of 
a tension spring40. - ._ - " 

Rigidly attached to the under side of the 
thickened portion 23 of the carriage 22, is 
an L-shaped, plate 41 projecting through a 
slot 42 in the supporting plate 21, so as to 
guide the carriage onsaid plate. The pro 
jecting portion 43 of this plate has a rack 
44 projecting therefrom, which rack is en 
gaged by a nose 45 on the lever 46,-which 
lever is pivoted to the under side of the sup 

. porting plate 21, and vhas the end opposite 

45 

the nose 45 bent into a hook 47, which hook 
engages the free end ‘of a bent spring 48, 
the end opposite the free end of which is 

' rigidly attached to a boss 49 which boss also 

50 

carries one end of a compression spring 50, 
the other end-of which is attached to the l. 
shaped plate 41. ' f ' ' 

It will be seen that by this construction, 
' when the carriage is pressed inward, the 
rack 43 will ride over the nose 45 of the lever 
46,,and cannot be withdrawn until the car 

' riage 22 is fully projected, that is, not until 
the'lowerpiece of gum is in position in the 
thin portion 24 of the carriage 22. Then the 

' end of the rack having passed the nose, the 

60 

carriage actuated by the spring 50, is free 
to slide to the outside of the casing, as shown 
in Figs. 1, 2 and 3, to expose the piece of 
gum or other commodity. 
In order to prevent the insertion of wash 

ers or slugs there is disposed inside of the 

1,057,322 

casing adjacent the slot 30, a horseshoe mag 
net 51, to which iron slugs or washers will 
adhere, as shown in Fig. 7, and’a succession 
of slugs or the'insertion of a coin after the 
insertion of a slug, will cause the slugs to 
drop'through a recess 52 in the rear of and 
beyond the coin-receiving slot 32, so that 
the slugs will not actuate the locking ‘lever 
33. At the same time, should a coin be in 
serted, the coin will not be attracted ‘by the 
magnet 51, but will drop down on the look 
ing lever 33,'to release the lug 36 so that 
the carriage 22 may be unlocked from the 
supporting plate. 
Many changes could be made in the above 

construction and many apparently widely 
different embodiments of this invention could 
be made Without departing from the scope 
thereof. It is intended that all matters con 
tained herein in the above description or 
shown in the accompanying drawings, shall 
be interpreted as‘illustrative and not in a 
limiting sense. It is also to be understood 

claim' is merely intended to cover all the 
generic and speci?c features of the inven 
tion herein described, and is intended to 
cover the full scope of the invention, which, 
as a matter of language,,might be said to 
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fall therebetween, and that materials, sizes I 
and relativities of parts are. nonessential, 
except as called for in the claim. 

- Having thus described my invention, I 
claim as new and desire to secure by Letters 
Patent: . 

In a‘v slOt machine, a slotted supporting 
plate, a dispensing carriage slidable on said . 
‘plate, and a‘ lever pivoted at its rear end 
beneath said supporting plate, and provided 
with an upstanding lug projecting through' . 
the plate and into engagement with the car- ~ 
riage, the forward end of said lever being 
directly below said carriage and being pro 
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vided with a side piece bent to vform a sub- . ’ 
stantially U-shaped coin pocket, open at its 
rear end and having a rearwardly and up 
wardly inclined base whereby a coin dis 
,posed edgewise in said pocket will be' en 
gaged by the carriage and rolled rearwardly 
upon the said inclined base, during rear 
ward movement of the carriage, causing 
lowering movement of thelever to disen 
gage its lug from the carriagev and to cause 
subsequent discharge of the coin through 
the rear open end of the coin pocket. 
In testimony whereof I have‘ signed my 

name to this speci?cation'in the presence of 
two subscribing witnesses 

ALTON HENRY‘ BOWMANe 
‘Witnesses: ‘ 

' ' C. H. FETTERMAN, 
CHARLES SEAMAN. 
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