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To all whom it may concern: 
Be it known that I, JOHN E. OADIGAN, a 

citizen of the United States, and residing at 
New York, in the county of New York and 
State of New York, have invented certain 
new and useful Improvements in Bottles, of 
which the following is a speci?cation, such 
as will enable those skilled in the art to 
which it appertains to make and use the 
same. 

The object of this invention is to provide 
a bottle composed of two detachably con 
nected parts each of which may be used as 
a receptacle for liquids, and one of which 
may be used as a drinking cup, and with 
this-and other objects in view the invention 
consists in a bottle or vessel of the class 
speci?ed, constructed as hereinafter de 
scribed and claimed. 
The invention is fully disclosed in the fol 

lowing speci?cation of which the accom~ 
panying drawing forms a part, in which the 
separate parts of my invention are desig 
nated by suitable reference characters in 
each of the views, said drawing being a cen 
tral vertical section of a bottle made accord 
ing to my invention. 
In the practice of my invention, as shown 

in Fig. 1, I provide a bottle a composed of. 
a top member a2 and a bottom member a3, 
and the top member a2 is provided with a 
neck a;i adapted to be closed by a plug or 
stopper 6 in the usual manner. 
The part a2 is open at the bottom and the 

part a3 is open at the top, and said parts are 
connected by a- central band member 0 hav 
ing a transverse web portion 02 and provided 
in the -top thereof with a deep annular 
groove 08, and in the bottom thereof with a 
similar annular groove 0‘1 which is prefer- 
ably deeper than the annular groove 03, and 
the annular groove 03 is adapted to'receive 
the bottom of the part a2 of the bottle while 
the annular groove 04 is adapted to receive 
the top of the bottom part a3 of the bottle. 
The inner wall 05 of the groove 03 is 

threaded on its outer side and the corre 
sponding inner. wall of the bottom of the 
part o2 of the bottle is correspondingly 
threaded, as shown at 0“, and the inner wall 
0’ of the groove 04 is threaded on its outer 
side, and the top portion of the bottom part 
a3 of the bottle is correspondingly threaded 
on its inner side as shown at 03. 

The threads 0° and the threads 03 are re 
verse threads, and in practice the bottom of 
the top part a2 of the bottle is screwed into 
the groove 03 in one direction, While the top 
of the bottom part a3 of the bottle is screwed 
into the groove 0* in the opposite direction, 
and placed in the grooves c3 and at are pack 
ing gaskets or rings 0?. 
The thread on the inner wall of the bot 

tom part a3 of the bottle is below the top of 
said part, whereby, said top of the part a3 
is provided with an annular portion a5 which 
is not threaded, and this-facilitates the use 
of the bottom part a3 of the bottle as a drink 
mg cup. 
From the foregoing description it will be 

seen that the central band member 0 con 
sists, in effect, of an outer annular portion 09 
and an in er annular portion 01°, and these 
parts are connected by a web portion 011, 
and as shown in the drawing, are formed in 
tegrally, but said parts may be constructed 
and connected in any desired manner. 

'With this construction, both of the parts 
a2 and a3 of the bottle may be ?lled or par 
tially ?lled with liquids, as shown at w, and 
x2, and the bottom part may be detached and 
used as a drinking cup, or the top part a2 
may be ?lled or partially ?lled, in which case 
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the bottom part a3 may be detached and used ' 
as a drinking cup, and said parts may be 
used as receptacles for liquors of different 
kinds. 
Having fully described my invention what 

I claim as new and desire to secure by Let 
ters Patent is :— 
A bottle composed of top and bottom 

parts, the top part being provided with a 
neck and being open at the bottom, and the 
bottom part being open at the top, said parts 
being connected by a central annular mem-' 
her having a transverse web portion, and 
also provided with deep annular grooves in 
the top and bottom thereof and in which the 
bottom of the top part and the top of the 
bottom part are detachably secured. 
In testimony that I claim the foregoing as 

my invention I have si ed my name in 
presence of the subscribing witnesses this 
24th day of December 1912. 

JOHN E. CADIGAN. 
Witnesses: 

O. MULREANY, 
S. ANDREWS. 
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