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Speci?cation of Letters Patent. _ 

T 0 all whom it may concern: 
Be it known that l, HERMON M. Jones, a 

citizen of the United States, residing at 
Lyons, \in the county‘of Rice and State of 
Kansas, have invented certain new and use 
ful Improvements in Seals for Sacks, of 
which the following is a speci?cation, ref 
erence being had therein to the accompany 
ing drawing. 
This invention relates to bag seals and 

has for its object the production of an e?i 
cient metallic seal which may be ?rmly 
clamped around the top of the fabric or 
other bag and clamped in such a manner as 
to prevent the same from coming‘ inadver 
tently open. ' 
Another object of this invention is the pro 

duction of a simple and e?icient seal which 
may be punched from a blank sheet of mate 
rial and may be easily bent to lock the open 
end of the bag. - 
With these and other objects in View this 

invention consists of certain novel construc 
tions, combinations, and arrangements of 
parts as will be hereinafter fully described 
and claimed. } 

In the drawings :—Figure 1 is a side ele 
vation of the bag showing the manner of’ 
placing the bag seal upon the bag. Fig. 2 
is a front view of the bag showing the seal 
partially attached thereto. Fig. 3 is a top‘ 
plan view of the seal before the seal is folded 
around the top of the bag. Fig. 4 is a top 
plan view of the seal when folded in its 
?nished condition. Fig. 5 is a central sec 
tional view of the bag showing the manner 
of folding fabric material around the seal.‘ 
Fig. 6 is a detail perspective of the seal be 
fore being attached to the bag. Fig. 7 is a 
detail perspective of an embodiment of the 

' invention. Fig. 8 is a detail perspective of 
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the seal in its extended position of still an- . 
other embodiment of the invention. Fig. 9 
is a detail, perspective of the lockin end of 
the seal as illustrated in Fig.‘ 8. Fig. '10 is 
a view of the modi?ed form of the inven 
_tion shown in Fig. 8 and showing the man 
ner of having the tongues grip the sides of 
the bag when securing the seal thereto. Fig. 
11 is a blank view of the modi?ed form of 
invention shown in Fig. 8 and before the 
tongues have been bent. Fig. 12 is a side 
view of‘the device showing the manner of 
locking the ends of the seal together. Fig. 
13 is a view similar to Fig. 10 showin j the 

sides of the‘bag folded before being en~ 
gaged by the gripping tongues. Fig. 14 is - 
a view showing a locking strip similar to the 
one in Fig. 13, the sides of the bag being 
rolled before being engaged by the gripping 
tongues. Fig. 15 is a View showing the bag 
closed and completing the operation begun 
in Fig. 14. Fig. 16 is a view similar to Fig. 
15 showing the seal used in Fig. 4. 
17 is a section taken on line A-A. of Fig. 
11. Fig. 18 is a section taken on the line 
B~B of Fig. 12. 

. By referring to the drawings, it will be 
seen that the seal consists of an elongated 
body portion 1 which carries at one end an 
aperture 2. The opposite end of the seal 1 
is provided with a reduced tongue 3, which 
tongue is adapted to fit in the aperture 2 
and lock the ends of the seal together as 
illustrated in Fig. 4 for holding the opened 
end of the bag in a closed position. A plu 
rality of teeth 4 are formed upon the upper 
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edge of the seal or body portion 1 as indi~ \ 
cated in Fig. 6 to ?rmly bite into the mate 
rial out of which the bag is made, and pre 
vent the seal from slipping after the mate 
rial of the bag has been rolled over the‘ 
body 1. 
In placing the seal upon the bag, the body 

of the seal is placed against the open. ends 
of‘ the bag which are brought together, the 
upper edges of the bag being folded over 
the seal and then the ends of they bag are 
rolled over the seal so as to entirely incase 
the same. The protruding ends of the body 
portion 1 are then folded toward each other, 
and the tongue 3 is slipped through the ap 
erture 2, and bent backwardly so as to form 
an e?icient'lock. It will, therefore be seen 
by carefully considering Fig. 5 that the 
edges of the bag 5 are clamped by the back 
faces of the body 1, and the bag then con 
tinues to surround the body 1 as clearly 
illustrated in Fig. 5. Through this means, 
a very efficient lock has been produced and 
the bag will not become accidentally opened. 

. In Fig. 7 ., I have shown an embodiment of 
the invention whereby thebody 6 is pro 
vided with a crimped flange portion 7 near 
its center upon each edge to allow the body 
portion tomore easily grip the bag and 
allow the body to be wrapped tightly upon 
the bag. The body dis provided with an 
aperture 8 and-a reduced tongue 9. The 
tongue .9 engages the aperture 8, and forms 
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an e?icient lock. The tongue 10 is punched 
from the body portion near each end there 
of, and each tongue is bent inwardly, there 
by producing gripping means for holding 
the seal in engagement with the bag. 
In the embodiment shown in Fig. 8, the 

body portion 12 is also provided with a re 
dueed central portion 13, and is further nar 
rowed as indicated at 14 near each end to 
form reinforcing ribs 14a‘along the edge of 
the'narrow portion. The body portion 12 
is narrowed by crimping the edges of the 
body over to form the laterally extending 
ribs 143 similar to the mannershown in Fig. 
17. The opposite endsof the body 12 are 
folded upwardly thereby constituting up 
wardly extending tongues 15. The body 
portion 12 is also provided with punched 
tongues 16 intermediate the ends which 
tongues are adapted to be bent inwardly for 
gripping the sides of the bag and holding 
the body. in ?rm engagement witlrthe bag. 
These tongues may be rolled over the edge 
of the bag as illustrated in Fig.,14, and the 
rolled ends of the bag may be drawn 
through the apertures 17 formed in the body 
12 similar to the manner in which. the bag 
is drawn as illustrated in Fig. 14. Then the 
upwardly extending ends 15 are bent so as 
to overhang the adjacent sides of the oppo 
site end of the body 12 as illustrated in Fig. 
9. One of the tongues 15 is longer than the ‘ 
other tongue so that the same may be bent 
to entirely surround the body of the seal and - 
thereby hold the same in a locked position as 
indicated in Fig. 18.- 1 
As stated above, the seal may be placed 

upon'the bag, and the upper corners thereof 
may be folded so that the tongues 10 or the 
tongues 16 may be rolled so as to engage the 
bag and the rolled corners of the bag may 
then 'be passed through the apertures 11 or 
17 as indicated in Figs. 14 and 15. The ends 
‘of the seal may then be brought together 
and locked in the manner as above described.~ 
From the foregoing description, it will be 

obvious that a very eilicient and cheap pack 
age tie has been produced which may be 
struck from a single sheet of material, and, 
therefore formed and manufactured at a' 
very minimum expense. It will be further 
obvious‘ by considering Figs. 9, 12, and 18 
that as the ends of the seal are folded over 
each other the seal will be held against any 
upward or downward movement, thereby 
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preventing accidental unlocking of the seal 
from the bag. 4 > 

It should be understood that the invention 
be used for any kind of bag either cloth 

or paper and that the same may be manu 
factured from different kinds of material. 
The tongues, of course, may be clamped to 
the edge of the bag for ?rmly holding the 
same in the ordinary manner independently 
of the locking ends. 

' Owing to the e?icient nature of the seal 
and the quick manner in which ‘the same 
may be attached to the bag, it should be un 
derstood that the present sealis a labor sav 
ing device, and that by the use of this in 
vention, two of the'seals as illustrated may 
be applied to a sack while one sack is being 
sealed, in the ordinary manner now used. 
What is claimed is :— ‘ 
1. As a new article of manufacture, a bag 

seal comprising an elongated body having a 
weakened central portion for facilitating the 
bending of said body portion, interlocking 
means carried by the ends of said body por 
tion, punched tongues formed upon_ said 
body and extending inwardly, said- body 
portion provided with apertures adjacent 
said tongues, the tongues of said body adapt 
ed to roll over the sides of a bag for ?rmly 
holding the seal in connection therewith, and 
the ends of said body adapted to be locked 
‘together after said body has been ‘rolled 
upon a bag for constituting an e?icient se 
curing means for the en of a bag. 

2. In a device of the class described, the 
combination with a bag, of a locking seal 
comprising an elongated body, tongues 
punched from said body, said body provided 
with apertures formed therein adjacent said 
tongues, the corners of- said bag adapted to’ 
be rolled within said tongues, the upper ends 
of said rolled corners of said bag adapted 
to pass through said apertures for ?rmly 
holding the body in engagement with said 
bag, said body adapted to be rolled upon the 
upper edge of the bag so as to be entirely in 
closed therein for a portion of its length, 
and locking means carried by the outer ends 
of said body. , 

In' testimony‘ whereof I a?ix my signature 
in presence of two witnesses. I 

HERMON M. JONES. 
Witnesses: . 

J. PULLIAM, 
D. C. BRUA. 
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