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To all whom it may concern: ' 
Be it known that I, FnEnRIoK A. SOHWARZ 

Rock, a citizen of the United States, residing 
at Milwaukee, in the county of Milwaukee 
and State of Wisconsin, have invented "new 
and useful Improvements in Suitcases, of 
which the following is a speci?cation. 
This invention relates to improvements in 

the construction of suit cases or the like,‘and 
the primary object of the invention is to sim 
plify and improve the existing art by pro 
ducing an article of this character which 
shall be simple in construction, strong andv 
durable, all of the members comprising the 
same being easily and quickly ‘connected to, 
gether and which also contemplates a great 
saving of the materials employed in the con 
struction. I 

With the above, and other objects in view, 
which will appear as the description pro 
gresses, the invention resides in the novel 
construction and combination of parts here 
inafter fully described and claimed. 
In the accompanying drawings, Figure 1‘ 

is a perspective view of a case constructed in 
accordance with the present lnvention. F 1g. 
2 1s a transverse sectional view of the same. 
‘Fig. 3 is a longitudinal sectional view of the 
same. Fig. 4 is a plan view of the parts 
from which the top of the case is formed, 
portions of the overlapping sections being 
bent to disclose the underlying sections“ 
Fig. 5 is a similar view of the top or closure‘ 
of the case. _ 
In the drawings the numeral 1 designates 

the improved case, which,.as illustrated in 
_ Fig. 1 of the drawings, is of a substantially 

40 

45 

50 

55 

rectangular formation and is provided with 
a hinged closure 2. The case-is provided 
with the usual handle and also with the‘ 
usual locking members whereby the hinged 
closure is fastened to the body of the case. i 
The body of the case comprises a side 3,‘ 

top 4, bottom 5 and ends 6. As’illustrated 
in Fig. 4 the side and top and bottom have 
their inner or body portion formed of a sin 
gle piece of suitable material, such as heavy 
card-board, or the like, and which is desig 
nated by the numeral 7. The board 7 is sub 
stantially rectangular in shape and the por 
tion forming the side 3 is divided from the 
portions forming the top 4 and the bottom 5 
by the longitudinally extending scored lines 
designated by the numerals 8 and 9 respec— 
tively. The board 7 has its outer face en 

tirely coated with an adhesive material des 
lgilitted by the numeral 10,‘ and the said ad 
hesive is adapted to securely fasten to the 
board an outer facing 11. This facing is 
preferably constructed of ?ber matting, as 
shown in the drawings, but it is to be under 
stood that I do not limit myself to this par 
ticular material, as any of numerous other 
materials may be substituted if desired. The 
facing 11 is cut‘ substantially rectangular, 
but is of a lesser size than the board 7 so 
that a space of perhaps a couple of inches is 
left between the edges of the facing and the 
edges ‘of the board; The board 7 at its scores 
8 and 9 and beyond the facing 11 is formed 
with substantially V-shaped cut away por 
tions 12, and the said board is further pro 
vided with transversely extending scores ar 
ranged at a direct right angle to the scores 8 
and 9 and designated by the numerals 13 
and 14. These scores 13 and 14 intersect the 
juncture of the walls provided by the V 
shaped cut-away portions. The free edges 
of both the top and bottom of the device are 
also cut away as at 15 and 16, the longitudi~ 
nal edges formed thereby being arranged at 
a right angle to the scores 8 and 9, while the 
opposite edges provided by the cut away por 
tions are inclined or beveled toward the in 
ner faces of the said top and bottom. The 
longitudinal edges of the top and bottom are 
scored as indicated by the numerals 17 and 
18 respectively, and these scores are ar 

- ranged to intersect the points of meeting of 
the edges of the board provided by the cut 
away portions 15 and 16 and are parallel 
with the scores 8 and 9 as well as with the 
edges of the top and bottom. The portion 
of the top and bottom beyond their scores 17 
and 18 are adapted to be bent inwardly to 
receive the inturned or offset edges of the 
closure 2, as will be hereinafter set forth. 

2O designates binding tapes. The tapes 
imay also have their inner edges stitched 
through the board and the facing 11, as des 
ignated by the numeral 19, if desired. 

‘ These tapes may be of any suitable material 
and are of a width sufficient to extend a suit 
able distance beyond the edges of the board 
7. The inner faces of the said bindings are 
adapted to be adhesively connected to the 
mucilaginous coating 10 upon the board 7. 
When the parts are positioned as above 

described, the board is placed upon a bend 
ing machine and all of the parts are bent 
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upontheir scores so as to provide a substan 
tially cross sectionally U~shaped structure. 
The ends 6 have their boards 21 of a size 

equaling the length of the side 3 and the 
‘width of the top and bottom of the body. 
Theseboards 21 are also coated with a suit 
able adhesive substance 22, whereby outer 
facings 23 are secured thereto. These fac 
ings 23 are also preferably constructed of 
?ber amatting, as illustrated in the drawings, 
but as, stated in connection with the facing 
11., other material may be substituted if 
desiredp: The facing 23 is of a lesser length 

~ andvbreadth than the board 21 so as to 
is 
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leave, anradhesive surface upon each of the 
boards between theedges of the facing and 
the edges of the boards. The boards 21 are 
each vformed with a longitudinal score 24 
andI the edges of the said boards are cut or 
inclined inwardly from the said score, as 
indicated by the numerals 25’. 

:scores24t are binding tapes 25, the same be 
gingalsofsecured by the adhesive substance 

25 .22, vand the said tape projects a suitable dis 
.tancelbeyond the edges of the board. The 
ends-when thus assembled are placed in’a 
.bending machine and the portions beyond 
the scores are bent at right angles to the 

The adhesive substance upon‘ ends proper. 
theboard 21 will engage the said lapped 
:memberswhile the extremities of the laps 
are-also‘stitched to the sides 6 as indicated 

~35 .by thejnumeral 27. The laps may be more 
35 firmly connected with the ends 6 by suitable 

tacks indicated by the numeral 28. The 
closed corners of the body, thus formed, are 
provided with caps 29, which materially re-' 
vinforce the said body. The free, or discon 

40 nected edges of the top, bottom and ends are 
jnowjloentinwardly so that the free ends of 
_the ,tapesvwmay be brought to overlie and‘ 
360M116 to the top edges of the inbent por 
tions'a rectangular bail 30, which forms the 
‘mouth’ of the body. The tapes are all pro 
.vided_' with a suitable mucilaginous sub 
stance and adhesively connected with the 
upper inner faces of the body. “Then this 
is accomplished a lining 31, of any suitable 
material is glued within the said body, thus 
affording a ?nish for the interior of the 
body of the case. 
1 villi-16, closure 2 provides a rectangular 
board 32 having its entire face coated with 
an adhesive material. This board, as well as 
gthe, boards forming the body of the case is 
alsoconstructed of some suitable strong 
j'material, such as heavy card-board or the 
vlike, and the said board has each of its con. 
;,ners cut at right angles, as designated by 
the Znumeral 33. The board 32 is provided 
@with longitudinal scores 34 and transverse 
YSCQTBS'35, each of said scores intersecting at 

1,; tithe --juncture of the right angular walls 
.65 formed by the cut away corners of the board. 

Stitched to v 

‘the boards 21 and facings 23, adjacent the. 

1,093,484. 

The portions of the board between the scores 
and the ‘edges of the board are adapted to 
be bent to provide the offset edges 36 of the 
closure. 
The numeral 37 designates the facing for 

the closure. This facingmay be constructed 
of any desired material and is of a rectan 
gular shape but smaller than the board 32 
so as to leave a space between the edges of 
the facing and those of the board when the 
said facing is adhesively connectedv with the 
board. 
The numerals 38 designate the tapes which 

are stitched through both the board and the 
facing a suitable distance beyond the 
scores of the board. These tapes project a 
suitable distance beyond the edges of the 
board and have their inner faces engaged by 
the niucilaginous substance upon the board. 
The remainder of the tapes are adapted to 
be connected with the offset edges and with 
the top of the closure through the medium 
of some suitable adhesive substance. 
The closure is hingedly connected tothe 

bottom of the body while the top edge or 
lap of the said closure is provided with 
looking elements which co-act with compo 
nent locking elements carried by the top of 
the body. . 
In Fig. 6 I have shown a detail of one of 

the end members which is mainly construct 
ed substantially similar toy that heretofore 
set forth, but in which a single strip of 
tape is employed. The end section is pro 
vided with the longitudinal scores 39 and 
transverse scores 40. ‘The portion project_ 
ing beyond the scores 40- is formed with 
V-shaped slits or openings 4.1, the same ter 
minating at the juncture of the scores 39 
and 40. The tape 42 is adapted to be bent 
inwardly when the members are folded upon 
their scores so as to provide gussets which 
serve as an additional reinforcement for the 
bent edges of the device. 
Having thus fully described the inven 

tion, what I claim as new is z» 
The herein described construction of suit 

case embodying a body portion and a closure 
therefor, said body comprising a side, a top, 
a bottom, and a pair of ends, the. side, top 
and bottom being formed of a single board 
which is provided with longitudinal and 
transverse scores adjacent its edges, the 
board being further provided with substan 
tially V-shaped cut away portions at the 
juncture of the scores, a coating of adhesive 
material upon the board, a facing secured 
by the adhesive material to the board, bind 
ing tapes overlapping the board and se 
cured to the said board and case, the ends of 
the case each comprising a board, said board 
having its face provided with an adhesive 
coating, a facing secured to the board by the 
adhesive material, an overlapping binding 
strip connected with the board and facing, _ 
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the board being longitudinally scored, the body, all substantially as and for the pur- 10 
scores of the board providing the side, top pose set forth. 
and bottom being bent to provide laps, the In testimony whereof I a?ix my signature 
end sections adapted to be connected with in presence of two witnesses. 
the laps the upper scores of all of the boards 
being bent inwardly and their binding strips FREDRIGK A- SGHWARZROGK 
connected with a rectangular bail and adapt- Witnesses: 
ed to have their free ends connected with THEODORE A; OEHLER, 
the inside of the body, and a cover for the J OHN DLoUHY. 

Copies of this patent may he obtained for ?ve cents each, by addressing the “ Commissioner of Patents, 
Washington, D. G.” 


