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To all whom it may concern: 
Be it known that I, WIILIAM J. Pom, a - 

citizenof the United States, residing at the 
city of St. Louis, State of Missouri, have m 
vented a certain new and useful Improvement 
in Suitcase-Carriers, of which the follow 
ing is a full, clear, and exact description, 
such as will enable others skilled in the art ' 
to which it appertains to make and use the 
same. _ 4 _ 

, rl‘his invention relates to suit case carriers, 
and has for its main object to provide a 
strong, light-weight suit case carrier that-is 
equipped with rollers and with an extensible 
handle that enables it to be moved along and 
guided properly by a person’ walking in‘ a 
normal position. 
Another object is to provide a suit case 

carrier which will protect one side of the suit 
case, and which is so compact that the suit 
case can be stored under a car seat without 
removing the carrier from the suit case. 7 
Other ' objects and desirable features of 

my invention will be hereinafter pointed out. 
Figure l of the drawings isa perspective 

view ‘showing a suit case arranged in opera 
tive position in my improved carrier; and 
Fig.2 is a side elevational view of the car 
rier showing the handle. retracted or ar 
ranged in an inoperative position. 
Referring to the drawings, which illus 

trate the preferred form of m invention, 1 
designates the vertical side wa of the body 
portion of ‘the carrier which preferably con 
sists of a piece of sheet metal provided at 
its lower edge‘ with a laterally projecting 

_ ?ange 2 for supporting the suit case A and 
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at one end with a laterally projecting ?ange 
2“, against which one end of the-suit case is 
clamped by-means of an adjustable end plate 
4 which bears against the opposite end of 

. the suit case. If desired, the plate 1 can be 
provided with openings, as shown in Fig. 2, 
so as to lighten the body portion of the - 
carrier. 

Rollers 3 of any suitable type or design 
are connected to the bottom portion2 of the 
carrier in any suitable manner, as, for exam 
ple, by means of brackets 3a on? said bottom 
portion, asvshown in Fig. 2. The movable 
end wall 4 is adjusted by means of a screw 
5 that is threaded throu h a laterally pro 
jectin wing 6 on the body portion 1 which 
exten s’ parallel to the stationary .end wall 
2“, as shown in Fig. 1; but it will, of course, 
be understood that various other means 

could be employed for moving the end wall 
4 into and out of engagement with the suit 
case'without departing from the spirit of my 
invention. I prefer to swivel the inner ‘end 
of the screw 5 to the plate 4, but this is not 
essential .to the successful operation of my 
device. , 

Ahandle 7 is connected to the body por 
tion 1 ofthe carrier so as to push the carrier 
and guide it properly when it is in use; and 
in the preferred form of my invention as 
herein shown said handle is so constructed 
that it can be extended, as shown in Fig. 1, 
or retracted, as shown in Fig. 2. One con 
venient way of combining the handle 7 with 
the body portion 1 of the carrier is to pro 
vide said body portion with a plurality of 
horizontally disposed straps B’that embrace 
the shank ‘of the handle, as ‘shown in Fig. 2, 
and thus permit the handle to be moved up 
wardly and downwardly with relation to the 

the shank of the handle strikes against the 
bottom strap 8 when the handle is pulled 
upwardly, and thus limits the upward move 
ment of the handle. If desired, said step 9 
can be adjustabl . connected to the shank of 
the handle, as, or example; by means‘ of a 
set screw 9", so as to enable the handle to be 
lengthened or shortened, and thus ‘adapt the 
carrier to di?erentnsers. 
In practice the suit case A is placed upon 

the supporting portion 2 of the carrier with 
one end of the suit case in contact with the 
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7 body portion of the carrier. A stop 9 on ' 
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end wall 2“, and the movable end ,wall 4 of ' 
the‘ carrier is then forced against the op 
posite end of-the suit case, .by means of the 
adjusting screw 5, so as to securely clamp the 
suit case in operative position. Thereafter 
the handle 7 is pulled upwardly, as shown 
in Fig. 1, so as to enable the user to push the 
carrier along and guide it properly without 
stooping over or walking in an awkward 
position, the handle ?rst having been ad 
justed to suit the particular user by arrang-4' 
ing the stop 9 in proper position 
shank of the handle. 

' A“ device of the construction above de 
scribed enables a heavy suit case‘ to-be, trans 
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ported easily without’very much exertion , 
owing to the fact that it can be rolled along 
and guided properly’ by a person walking in ' 
a normal position. It 1s so compact that 
after the handle-has been retracted, as shown 
in Fig. 2, it can be stored under a car seat 
without removing the suit case; and in view 
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of the fact that the body portion 1 covers 
one side of the suit case it protects the suit 
case and prevents it from becoming 
scratched or marred. It is strong and light 
and adds very little to the weight of the suit 
case, and it is of such simple construction 
that it can be manufactured at a low cost. 
Having thus described'my invention, what 

I ‘claim as new and desire to-secure by Let 
ters Patent is: 

1. A suit-case carrier comprising a mem- ' 
ber that covers one side, the bottom, and one 
end of the suit-case, a ?ange arranged on. 
said member adjacent the opposite end of 
said suit-case',‘and a clamping plate adjust 
ably mounted in said ?ange. 

2. A suit case carrier provided with- a 
body portion that protects one side of the 
suit case, said body portion having an in 
tegral part on which the suit case rests and 
also an integral part against which one end 
of the suit case bears, an adjustable means 
adapted to cooperate with the opposite end 
of the suit case to retain it in operative posi 
tion in said body portion,‘ and rollers on 
said body portion. _ 

3. A suit case carrier provided with a ver 
tically disposed portion that extends along 
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one side of the suit case, laterally projectin 
?anges at the lower edge and at one end 0 
said portion which support the suit case and 
form an abutment for one end of same, an 
adjustable part that bears against-the op 
posite end of the suit case and thus clamps 
it in position, rollerson said bottom ?ange, 
and an extensible handle arranged to slide 
vertically in straps on said vertically dis 
posed portion. 

4. A suit case carrier comprising a sheet 
metal body having a horizontally disposed 
supporting portion, a vertical side wall and 
a rigid end Wall, a laterally projecting wing 
on said side wall, an adjustable device 
mounted in said wing, a movable end wall 
operated by said device, rollers on the hori 
zontally disposed. supporting portion of said 
body, and an extensible handle arranged to 
slide in integral straps on said vertical side 
wall. 

a I In testimony whereof I hereunto a?ix my 
signature in the presence of two witnesses, 
this third day of September, 1913. 

WILLIAM J. POHRER. 
Witnesses: 

WELLS L. CHURCH, 
GEORGE BAKEWELL. 
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