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To all whom it may concern: 
Be it known that I, WVAL'roN DUANE 

SMITH, a citizen of the United States, resid 
ing at Prophetstown, in the county of White 
side and State of Illinois, have invented a 
new and useful Advertising-Sign, of which 
the following is a speci?cation. ' 
The invention relates to improvements in 

advertising signs. 
The object of the present invention is to 

improve the construction of signs and to 
provide a simple, e?icient, and compara 
tively inexpensive sign, ‘adapted to be easily 
and quickly applied to a wire- fence, and 
equipped with means for displaying adver 
tising matter at each side of the fence,\so 
that such matter may be seen by persons 
Working in a ?eld, as wellas those traveling 
over a road. - v ' 

With these and other objects in view the 
invention consists in the construction and 
novel combination of parts hereinafter 
fully described, illustrated in the accom 
panying drawings, and pointed out in the 
claims hereto appended, it being understood 
that various changes in the form, propor 
tion, size and minor details of construction, 
within the scope of the claims, may be re 
sorted to without. departing from the spirit 
or sacri?cing any of the advantages of the 
invention. ' - 

In the drawings:——Figure 1 is an eleva 
tion of an advertising sign constructed in 

. accordance with this ‘invention, and shown 
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applied to a wire fence. Fig. 2 is a vertical 
sectional View on the line 2——2 of Fig. 1. 
Fig. 3 is a perspective view of the sign, 
showing the same before being applied to a 
fence. Fig. 4 is an elevation of an adver 
tising sign having another form of fas 
tening means. Fig. 5 is a vertical sectional 
view on the line 5-5 of Fig. 4, showing the 
sign in end elevation, and the tongues be 
fore being bent into engagement with the 
leaves. Fig. 6 is a similar view on the line 
6-6 of- Fig. 4, showing the tongues bent in 
engagement with the leaves. Fig. 7 is a de 
tail view of a portion of the sign, the tongues 
being folded or swung inwardly over the 
leaves. Fig. 8 is_a sectional view of the 
upper portion of an advertising sign, show 
ing another form of the invention. 
Like numerals of reference designate cor 

responding parts in all the ?gures of the 
drawings. 

The present invention, which is designed 
primarily for enabling a paper sign to be 
applied to a wire fence, comprises in its 
construction a sign 1 preferably constructed 
of a‘ single sheet of ?exible material, such \60 
as paper, folded or bent at the center to 
form two leaves 2, and a connecting bend 3 
which is preferably arranged at the top. of 
the sign. Instead of constructing the sign 
of a single piece of paper, it may be made of ?§ 
a single piece of any other ?exible material, 
or of separate leaves 1a and a top connecting 
portion 3a, suitably secured to the said leaves 
1%‘, as clearly shown in Fig. 8 of the draw 
ing. The leaves or members 2 are of the 79 
same size and are designed tobe made of a 
size to enable the sign, when placed over or‘ 
upon a wire fence 4, as illustrated in Figs. 1 
and 4 of the drawings, to extend to one of 
the parallelline wires, so as ‘to have the free 75. 
edges of the leaves or members secured 
to such wire through the meshes or openings 
of the wire fence. 'The sign straddles the 
fence, and the bend or connecting portion 3 
is arranged over the to wire of the fence 
and supports the sign t- ereon, and each of 
the leaves or members is designed to bear 
suitable advertising matter, so that the sign 
will be displayed to persons at each side of a 
wire fence. The leaves or members are re 
inforced at their lower free edges, prefer 
ably by folds 5 of the material, but separate 
reinforcing means may, of course, be em 
ployed. > 

The reinforced free ed es of the leaves or ‘ 
members are designed to e secured together 
and to the adjacent line wire of the fence, 
and various fastening means may, of course, 
be employed for this purpose. In Figs. 1 to 
3 of the drawings the leaves or members are " 
provided with registering segmental open 
ings 6 and are secured together by fastening 
devicesv 7 consisting of tongues secured at 
one end by rivets 8 or other suit-able means 
to one of the leaves or members, and adapted 10° 
to be bent aro nd the free edges thereof and 
passed throub the openings 6, as clearly 
illustrated in Fig. 2 of the drawings. Any 
number of the fastenin devices may be em~ 
ployed, according to t e size of the si 11, 103 
‘and eachtongue preferably consists o a 
thin narrow strip of sheet metal or other 
suitable material. The rivets 8 pivot the 
tongues to the sign and enable said~ tongues 
to be swung around over the. leaves or mem- 110 
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hers, as illustrated in dotted lines in Fig. 3 
of the drawings, to fold or arrange the 
tongues out of'the way to facilitate print 
ing the advertising matter on the signs, and 
storing or shipping the same. 
In Fig. 4 of the drawings, the leaves or 

members of the sign 9 are secured together 
by fastening devices consisting of tongues 10 
arranged in pairs and pivoted at one end to 
the leaves by rivets 11, and adapted to be 
bent in opposite directions around the free 
edges of the leaves or members, as clearly 
illustrated in Fig. 6 of the drawings. By 
this construction the free reinforced edges 
of the leaves or members are clamped to 
gether, and fastened to the adjacent line 
wire of a fence, and the said tongues are 
adapted to be folded or arranged over the 
leaves or members, as illustrated in Fig. 7 of 
the drawings. 4 _ ‘ I 

The fastening means is adapted to enable 
a sign constructed of paper or other mate 
rial to be easily and quickly applied to a 
wire fence, and the latter may thereby be 
utilized as a supporting means for an ad 
vertising medium. The sign may also be 

' mounted in other places by means analogous 
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to the spaced wires of a fence. 
What is claimed is: 
1. A sign for use on fences comprising a 

plurality of parallel horizontal ‘wires, in 
cluding two leaves or members and a con 
necting portion, said sign being adapted to 
straddle a fence wire with the leaves or 
members arranged at ‘opposite sides of the 
fence, and being of a size to extend to 

1 another fence wire, and fastening means for 
connecting the free edges of the leaves or 
members, whereby the sign is secured in 
position. _ 

2. A sign for use on fences comprising a 
plurality of parallel horizontal wires con 
sisting of a single sheet of ?exible material 
and composed of two leaves or membersand 
a connecting portion, said sign being adapt 
ed to straddle a wire fence with the con 
necting portion arranged upon the top of 
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the fence, and the leaves or members at 0p 
posite sides thereof said leaves or members 
being of a size to extend to one of the inter 
mediate line wires of the fence, and fasten 
ing means for securing the sign in position. ' 
. 3. A sign for use on fences comprlsing a 
plurality of parallel horizontal wires, com 
posed of two leaves or members and a cone 
necting portion‘ adapted to straddle a fence 
wire and the said leaves or members being 
of a size to extend to another fence wire, 
and a fastening device for securing the free 
edges, of .the leaves or members together, 
said fastening device comprising‘ a ?exible 
tongue secured at one end to one of the 
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leaves or members and adapted to be bent ' 
around the free edge of the other leaf or . 
member. 

4. A sign of the class described, composed 
of two leaves or members and a connecting 
portion, and a fastening device ‘for securing 
the free edges of the leaves or members to 
gether, said fastening device comprising a 
?exible tongue pivoted at one end to one of 
the leaves or members and adapted to be 
bent around the ‘free edge of the other leaf 
or member, said tongue being also adapted 
to be swung on its pivot'to fold it within 
the periphery of the sign. 

5. A sign of the class described, including 
two leaves‘ or members and a connecting 
portion, said leaves or members being pro 
vided at their free edges with registering 
openings, and fastening means consisting of 
tongues located adjacent the‘ said openings, 
each tongue being secured at one end to one 
of the leaves or members and arranged to be 
bent around the free edge of the other leaf 
or member and passed through the adjacent 
registering openings. _ 

' In testimony, that I claim the foregoing as 
my own, I have hereto a?ixed my signature 
in the presence of two witnesses. 

' WALTON DUANE SMITH. 
Witnesses: - 

WV. F. JonNson, 
FRANK CLEAvEi-Awn. 
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