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To all whom it may concern: 
Be it known that I, JOSEPH RAY, a citizen 

of the United States, residing at Oreana, in 
the county of Macon and State of Illinois, 
have invented certain new and useful Im 
provements in Metal Baskets, of which the 
following is a speci?cation, reference being 
had to the accompanying drawings. , 
This invention relates to new and useful 

improvements in metal receptacles and more 
particularly to a metal basket and the pri 
mary object of the invention is to provide a 
device of this character having an improved 
sectional cover therefor. 
A further object of the invention resides 

in providing a device which is simple and 
durable in construction, inexpensive to man 
ufacture and one which will be very eflicient 
and useful in operation. ' 
With these and other objects in View, the 

invention consists in the novel features of 
construction, combination and arrangement 
of parts as will be hereinafter referred to 

" and more particularly pointed out in the 
speci?cation and claim. I 
In the accompanying drawing forming a 

part of this application, Figure l is a per 
spective view of the device. Fig. 2 is a lon 
gitudinal section therethrough. Fig. 3 is a 
fragmentary transverse section through the 

_ hinge ‘of one ‘of the sections of the cover. 
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Fig. 4 is a fragmentary transverse section 
showing the formation of the bead and a 
section of the'lid resting thereon. Fig. 5 is 
a vertical section as seen on line 5—5 of 
Fig. 3, looking in the direction of the ar 
row; and Fig. 6 is a horizontal section as 
seen on line 6-6, of Fig. 2. 
In describing my invention, I shall refer 

to the drawing in which similar reference 
characters designate corresponding parts 
throughout the several views and in which 
1 indicates the bottom of a basket, the same 
being of elongated design and 2 and 3 indi 
cate, respectively, the sides and ends thereof, 
said sides and ends being formed of sheets of 
metal interlocked with the outer edges of. 
the bottom. This interlocking of the sheets 
of metal and the bottom may be accom 
plished in any. desired manner. r ._ 
The upper edges of the sheets forming 

the side and end walls 2 and 3, respectively, 
are‘ doubled upon themselves tightly, the 
doubled portions being bent inwardly and 
the extremefree ends of these doubled por 
tions are bent and curved tov form a bead 4 

-7. A 

which is substantially continuous through 
out the walls of the device. This bead is ob 
vlously disposed in a plane slightly below 
the upper edges of the walls and is reim 
forced by a wire or the like ‘I’ disposed in 
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said bead and around which the same is ' 
formed. The doubling of the upper edges of 
the sheets which form the walls, obviously 
reinforces the same at such points in addi 
tion to the formation of the bead, thus act 
ing in a double capacity. Secured to the 
outer faces of the side walls about centrally 
of the latter, are the ends of a handle mem 
ber 5, through the medium of which the 
bari‘liet may be carried from place to place. 

e 

provide a metal basket of the'character de~ 
scribed having an improved cover or lid 
therefor of sectional design and to this end, 
a plate or strip of metal 6 is mounted tov 
rest on the bead between the side walls, 
about centrally'of the latter. The side- edges 
of this plate 0r strip are provided with inte 
gral elongated ?anges which are rolled up 

. wardly and downwardly to form the sleeve 
like portions or knuckles 7. The side walls 
at points just above the plane of the bead 4, 
are provided with openings 8 which are 
allned with the aforesaid sleeve or knuckles 

pair of lid sections 9 are provided and 
designed to ?t between the central strip or 
plate 6 and the ends and side walls and to 
rest on the bead 4 and the inner edges of 
said- lid sections at the ends thereof are pro 
vided with ?anges which are turned up 
wardly and downwardly to form sleeves or 
knuckles 10 complementary to the sleeves or 
knuckles 7. When the lids are properly po 
sitioned on the head between the walls of 
the device and the central strip or plate 6, 
these sleeves or knuckles 7 and 8 aline with 
one another and also with the openings 8 in 
the side walls of the device. It must here be 
stated that the openings 8 in the side walls 
are preferably arranged so that the pe- 
ripheries at the lower portions thereof are 
disposed in the same plane as the plane of 
the upper face of the bead and elongated 
,pintles 11 are provided for introduction 
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primary object of the invention is to Y 
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through the openings in the knuckles, thus ' 
hingedly securing said, lid sections to the 
central strip or plate. 6. One end of each 
of the pintles is provided with a ?nger piece 
12 and a knob or ?nger piece 13 is also se 
cured to the upper face of each lid section 
adjacent the outer face thereof, whereby 
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said lid sections may be readily raised, when 
desired. ‘ 

It will be seen from the foregoing de-. 
scription of the construction of my device, 
that I'have provided a metal basket having 
the lid or cover thereof composed of hinged 
sections and it Will be noted particularly 
that the strain on the hinged lid sections, 
incident to the raising and lowering of the 
same is borne primarily by the side walls, 
in view of the disposition of the pintles 
through the latter. In this manner the 
hinges formed by the knuckles and pintles 

. will retain their shape through constant use 
inde?nitely. 

It will also be seen that the device is one 
which is simple and durable in construc 
tion, inexpensive to manufacture and one 
which will be very efficient and useful in 
operation. 
While I have particularly described the 

elements best adapted to perform the func 
tions set forth, it is obvious that .various 
changes in form, proportion and in the 
minor details of construction may be re 
sorted to without departing from the spirit 
or sacri?cing any of the principles of the 
invention. 
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Having thus described this invention, 
what'is claimed is : 
A metal-receptacle comprising a body, a 

continuous bead mounted on the inner faces 
of the side and end walls thereof ‘in a plane 
below the plane of the upper edges of said 
walls, a transverse plate rigidly mounted on 
said bead centrally of the side walls, said 
plate being provided with central-elongated 
?anges curved upwardly and inwardly to 
form knuckles, lid sections adapted to rest 
on the head between the side and end walls 
and the outer edges of said transverse plate, 
the inner edges of said lid sections being 
provided with ?anges turned upwardly and 
inwardly to provide knuckles for alinement 
with the knuckles of said transverse plate, 
and means insertible through the side walls 
and through the alining knuckles of said lid 
sections and the transverse plate to 
secure said lid sections on the latter. 
In testimony whereof I hereunto af?x my 

signature in the presence of two witnesses. 
JOSEPH RAY. 

Witnesses: ‘ 

B. F. SHIPLEY, 
CHAS. C. SMITH. 
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