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To all Qr/mm, it may concern: 
Be it known that I, MARGELI TOMASZEW 

sat, a subject of the Emperor of Russia, re 
siding at'McKees Rocks. in the ‘county of 
Allegheny and State of Pennsylvania, have 
invented certain new and useful Improve 
ments in Mail-Boxes, of which the following 
is a speci?cation. 
This invention relates to new and useful 

improvements in mail ‘boxes. ‘ 
' The primary object is to rovide a me 
tallic mail receptacle in whici the mail re 

- ceiving chamber is constantly closed against 
access from the exterior of the box'through 
the mail receiving slot at‘ all ‘times and 
whereby any tampering with the box con 
tents is rendered impossible. _ 
A further ‘object is to provide a“ ‘revolving 

guard for a mail entrance slot and posi 
tioned within a mail deposit receptacle 
wherby mail may enter only the guard when 
the slot is opened and is completely prevent 
ed from entering the slot when‘the same is 
closed. 
A still further object is to provide the 

entrance slot of a mail receptacle with a 
hinged outer closure and revoluble inner 
guard simultaneously operable for‘closing 
the slot and also for opening the same for 
egress to a pocket within the guard, the 
guard at all times preventing free access to 
the collection chamber of the receptacle. 

‘With these general objects in view and 
others that will appear as the nature of the 
invention is better understood, the same con 
sists in the novel combination and arrange 
ment of arts hereinafter fully described, 
illustrated, in the accompanying drawings 
and pointed out in the appended3 claim. 
In the drawings forming a part of this 

application and in which like designating 
characters refer to corresponding parts 
throughout the several views :--Figure 1 is a 
side elevation of the device closed and with 
parts thereof partially broken away. Fig. 2 
is a central vertical sectional view of the 
device in its open position, the lower portion 
thereof being shown in side elevation. Fig. 
3 is a top plan view thereof partially broken 
away, and Fig. 4 is an enlarged detail view 
of the crank and link connections partially 
in section and partially broken away. 

Referring more in detail to the drawings, 
the mail receptacle 10 is illustrated as pro 
vided with the collection chamber 11 hav 
ing an exit door 12-adapted to be secured 
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closed by means of the lock 13. The top 14 
of the box or receptacle is semicircular in 
cross section and provided with a mail en 
trance slot 15 at the ridge point thereof and 
extending longitudinally of the top. 
A cylindrical guard 16 conforming sub 

stantially to the inner dimensions of the top 
11 is revolubly mounted concentric with said 
top and within the receptacle upon an axi 
ally positioned‘ trunnioned bolt 17 extend 
ing through the guard and the adjacent end 
wall of the receptacle and upon a trunnion 
18 at the other end of the guard, which 
trunnion 18 is secured as at 19 to the adja 
cent end of the guard and projects through 
a perforation '20 in the adjacent side of the 
receptacle and has a link 21 rigidly secured 
to its outer end by Ineans'of a cotter pin ‘22, 
while a washer or bushing ‘23 is positioned 
upon the trunnion 18 between the link ‘21 
and the adjacent side of the receptacle. 
The guard 16 is provided with a longi 

tudinally extending pocket 24 for its entire 
length, which pocket is V-shaped in cross 
section and having an open top 25 adapted 
for the reception of mail matter receivable 
therein through the slot 15 when the cylin 
der is positioned as illustrated in Fig. 2 with 
the open side 25 of the pocket 24 directly 
beneath said slot 15. 
A closure or lid 26 is hinged to the top 14 

of the receptacle and adapted to close the 
slot 15 and ?atly engage the top l-l as illus 
trated in Fig. 1 and with the curvature of 
which top the said closure conforms. A 
crank handle 27 is secured to the free end 
of the link 91 while a rod 28 pivotally con 
nects the handle 27 with the closure 26, said 
rod being pivoted to said closure as at 29. 
A stop 30 upon the slide of the recepta 

cle is adapted to limit the rearward swing 
ing movement of the link 21 by an engage 
ment therewith while a spring 31 secured 
to the rear side of the receptacle acts as a 
limiting stop for the closure ‘26 in its rear 
ward movement. 
From this detailed description of the in~ 

vention. the complete operation thereof is 
believed to be apparent. \Vith the elements 
positioned as illustrated in Fig. 1, it will be 
seen that a forward movement imparted to 
the handle 27 results in elevating the closure 
26 by means of the connecting rod 28 and 
simultaneously therewith revolving the 
guard 16 to its position shown in Fig. 2 
and with the pocket ‘24 positioned for re 

60 

65 

70 

75 

85 

90 

95 

100 

105 

110 



35 

25 

2 

ceiving articles through the slot 15, such 
revolving of the guard being effected by the 
turning of the'trunnion 18.,by. means eithe 
connecting link 21 when the handle 27 is so 
operated. The closure 26 is provided with? 
a forwardly positioned weight 32 upon-its 
upper surface and which‘ together with‘ the 
weight of the rod 28 as well as the said 
link and handle automatically return the 
closure to decanting-closed; position, upon 
.the receptacle topand at the. same: time re 
volving the guard! e one-half revolution, to 
its nolrnial closing. position. as illustrated in 

1g. . 

While. theforms of the invention herein 
shown and described ,arewhat are believed 
to be, preferable. embodiments thereofrit is 
nevertheless to be understood that, minQr 
changes. may be, made. in thefoiun, propor 
tion and details oi construction withoutde 
parting from, the spirit} and scope of‘ the 
invention. as set forth in the appended 
claim. 
‘Yhat I claim asnew is:_—. 
A_ device of the. class described compris 
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ing a receptacle provided with a top semi 
circular in cross section and having a trans~ 
uersetmaiiientrance slot in- the ridge portion 
thereof, a cylindrical guard trunnioned 
within said receptacle concentric with the 
curvature of said top and provided with an 
open sided pocket substantially V-shaped in 
cross section and extending the entire lon— 
gitudinal length of the guard, a link osi 
tioned exterior-1y of the receptacle an se 
cured at one end toithe uard pivot, a curved 
closuret plate for said- 0t hin ed to the re 
ceptacle_.t0P,, a Connecting ro _! between the 
other-end of said! link and closure plate, a 
crank handle at the point of connection of 
the link and rod, a, forwardly positioned 
weight upon the outer faceof said late, a 
stop~ forrsaidlink and; a springstop ihr said 
plate exteriorly carriedby said receptacle. 

In. testimony WhereofI a?ix my signature 
in presence of two witnesses. , 

MARGELI TOMASZEWSKI. 
Witnesses: 

Joan, Roeacznwsni, 
Y‘USEF DUDRINSKI. 
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