
A. M. GRANT. 
PACKAGE AND MAIL TYING DEVICE; 

APPLIGATION FILED FBBA, 1914. 

Patented Jan. 5, 1915. 1,124,130" 

s 
fill 

Arilwr?é’rarzi 
Witnsses 

Inventor.‘ 

Attorneys 

‘ ‘HE NORRIS PETERS 50.. FMOTILLITHQ. WASHING TON. D. C v 



10 

15 

20 

25 

35 

45 

50 

55 

0 

TTNTTED STATES PATENT tllll‘FTQOEQ 
ARTHUR M. GRANT, OF LANSFGRID, NGR’II-I DAKOTA. 

PACKAGE AND MAIL TYING DEVICE. 

1,124,130.. 
Application ?led February 4, 1914. 

To all whom ‘it may concern .' 
Be it known that I, ARTHUR M. GRANT, 

a citizen of the United States, residing at 
Lansford, in the county of Bottineau and 
State of North Dakota, have invented a new 
and useful Package and Mail Tying Device, 
of which the following is a speci?cation. 
The present invention appertains to a de 

vice for tying packages, mail matter or the 
like, and aims to provide a novel and im 
proved appliance of that character. 

It is the object of the present invention to 
provide a tying device including a cord or 
other ?exible element adapted to be wound 
around a package, a bundle of mail matter 
or the like, and a novel means for adjusting 
the length of the cord or ?exible element to 
accommodate the package, bundle or the 
like, and for retaining the cord or ?exible 
element in place when applied to a package 
or bundle. 

Another object of the present invention 
is to provide a device of the nature indi 
cated, which may be repeatedly employed, 
which shall be simple, compact and inex 
pensive in construction, so as not to unduly 
encumber the bundle or package to which 
the device is applied, and which will be 
simple, convenient, practical and efficient in 
its use. 

With the foregoing and other objects in 
view which will appear as the description 
proceeds, the invention resides in the com 
bination and arrangement of parts and in 
the details of construction hereinafter de 
scribed and claimed, it being understood 
that changes in the precise embodiment of 
the invention herein disclosed can be made 
within the scope of what is claimed Without 
departing from the spirit of the invention. 
The invention has been illustrated in its 

preferred embodiment in the accompanying 
draving, wherein :— 
Figure 1 is an enlarged sectional view of 

the improved tying device. Fig. 2 is a per~ 
spective view of the device as applied to a 
bundle or package of letters, with the cou 
pling members opened or separated, for the 
purpose of clearness. 
In carrying out the invention, there is 

provided a coupling member 1 which is in 
the form of a small circular case, and which 
has a central spindle 2 therein, and an an 
nular channel-shaped reel or spool 3 sur 
rounding the spindle 2 adapted to rotate 
between the sides or faces of the case, a 
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spiral spring 4 connecting the reel or spool 
3 and the spindle 2 to spring press to reel 
or spool. Upon the spool or reel 3 is nor 
mally wound a cord or other flexible ele 
ment 5, which extends through an aperture 
6 in the periphery or rim of the case. 
Attached to the free or outer end of the 

cord or ?exible element 5 is a second cou— 
pling member 7, which in the form of a disk, 
preferably of the same diameter as the case, 
and adapted to mate with one side or face 
of the case, the disk 7 being provided with 
a central socket clasp element 8, and the 
said side face of the case being provided 
with a central headed clasp element 9 are 
ranged to enter the socket element 8 for 
springing or snapping the two coupling 
members together, as seen in Fig. 1. The 
elements 8 and 9 are of the usual glove 
fastener type, in order that the two cou 
pling members may be readily attached and 
detached. 
The rim or marginal portions of the disk 

7 and cooperating side or face of the case 
1 are preferably offset slightly toward each 
other, as seen in Fig. 1, to grip the cord or 
flexible element therebetween and to pro 
vide su?icient space between the coupling 
members, to accommodate the flanges or se 
curing means of the clasp elements 8 and 9. 
The spring 1i is arranged to rotate the 

spool or reel 3 in such a direction, as to 
normally wind the cord or ?exible element 
5 thereon, whereby the free portion of the 
cord will be retracted within the case or 
coupling member 1. 
In employing the present device for tying 

a package or bundle, the disk or coupling 
member 7 is placed upon one side of the 
package or bundle, as suggested in Fig. 2, 
and the case or coupling member 1 is then 
passed around the package or bundle in the 
proper manner, to cause the cord or flexible 
element 5 to wind about the package or 
bundle, one or more times, the cord or 
flexible element, being unwound from the 
spool or reel 3 as the case or coupling mem 
ber 1 is passed around the package or 
bundle. Thus, when the cord or ?exible 
element has been properly wound about the 
package or bundle, it being understood that 
the socket clasp element 8 is exposed, the 
case or coupling member 1 may be attached 
to the disk 7 by pressing the headed clasp 
element 9 into engagement with the clasp 
element 8 of the disk 7, whereby the cord 
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will be retained in place 
to hold the package or bundle intact. The 
several portions of the cord or ?exible ele 
ment 5 adjoining the coupling members 1 

5 and 7 may be readily clamped t ierebetween, 
to assist in properly holding the cord 
against displacement While on the package 
or bundle. 
The present device Will accommodate vari 

10 one sizes of packages or bundles, the cord 
5 unwinding from the spool or reel to ad 
just itself to the particular package or 
bundle. 
To detach the device from the package 

15 or bundle, the case or coupling member 1 
is snapped out 01"‘ engagement with the disk 
or coupling “ ember 7, which Will enable the 
cord or flexible element to be unwound from 
the package or bundle, the cord again being 

29 pound upon the spool or reel under the in 
?uence of the spring. 
In the manner indicated, the present de 

vice enables the package or bundle to be 
_ readily bound or tied Without appreciably 

2° encumbering the package or bundle, it being 
observed that the tying device may be re 
peatedly employed. 

or ?exible element 

Copies" of this patent may’ be obtained for 

The several parts of the present device 
may be constructed of various materials, and 
may be manufactured ' 
shapes or designs-,ivithout detracting from 
the utility of the device, as above intimated. 
Having‘ thus fully described my inven 

tion What I claim as new is 2 
A package and ‘bundle tying device em 

bodying a pair of coupling members in the 
form of a disk and ‘case, respectively, cen 
tral clasp elements carried by the disk and 
one side ofti’e“ case and adapted to inter 
engage Witlreach other, a‘fleXible tying ele 
ment connected to the disk, and means ‘dis 
posed Within the case and to which the 
other end of the flexible element is con 
nected, for normally Winding the same Wltll-l 

the disk and case bemg adapted ‘ in the case, 
to clamp portions of the flexible elements 
therebetvveen.‘ 
ln testimony that I claim the foregoing 

as my own, I‘ have‘ hereto a?iXed'my sig 
nature in the presence of two witnesses. 

ARTHUR-M. GRANT. 
lVitness'es: _ 

F. A. LAMP, 
G. G. BANKS. 

?ve‘ cents each, b‘y'addré‘s'sing the: “ Gonimissioner of ratents 
Washington, D. C.” 
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