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To‘ all whom it may. concern: 
Be it known that I, Gnonon P. Frrzeira 

MONS, a citizen of the United States, resid~ 
ing‘ at Newark, in the county of Essex, and 
State of New Jersey, have invented certain 
new. and useful Improvements in Envelope; 
and ll do hereby declare the following to 
be a full, .clear, and exact descri tion of the 
invention, such as will'enable'ot ers skilled 
in the art to which it appertains to make 
and use the same, reference being had to 
the accompanying drawings, and to charac 
ters of reference marked thereon, which 
form a part of this speci?cation. 
This invention has reference, generally, to 

improvements in envelops; and, the inven 
tion relates, more particularly, to improve 
ments in that class of envelops which are 
provided with a means for readily tearing 
away or severing the closed end of a sealed 
envelop so as to open the same and to per 
vmit of the removal of its contents. 

The principal object of the present inven 
tion is to provide an envelop upon the in 
ner surface of the main body of the envelop, 
at either end thereof, and entirely removed 
from the?aps of the envelop, with a tear 
ing or severing means, comprising two mem 
bers of a stid material, one member serving 
as a guide or straight-edge'and the other 
member serving as a tearing strip ada ted 
to be moved along the edge of th guidg or 
straight-edge, thus neatl removing a nar 
row strip of the front 0 the envelop with 
out any danger of mutilating the contents, 
and at the same time leaving the sealed flaps 
forming the back of the envelop, in its en 
tirety. . 

The invention has for its further object 
to extend one end of the tearing strip-mem 
ber through a slit in one of the folded edges 
of the envelop so as to provide a means 
which may be readily grasped, to pull said 
tearing-strip'against and along the edge of' 
the member which provides the guide or 
straight-edge herein~above mentioned. 
Other ‘objects of this invention not at this 

time more particularly enumerated will be 
clearly understood from the following de 
tailed description of the present invention. 
With the various objects of the present 

invention in view, the invention consists, 
primarily, in the novel envelop hereinafter 
set forth; and, the invention consists, fur 

' her and a tearing strip, 

thermore, in the novel‘ arrangements and 
combinations of" the several‘ parts, all of‘ 
which will‘ be more fully described in the 
following speci?cation, and then finally" em 
bodied in the clauses of the claim which are 
appended to and‘ which form an essential 
part of this speci?cation, 
The inventlon is'clearly' illustrated in the 

accompanying drawings, in which : 
. Figure 1vv is‘a view of the inner-face of'a' 
blank from which the envelop is made, show 
ing in connection therewith the. attachment 
of: a combined guide or straight-edge mem 

the same being 
made accordin : to and‘ illustrating one em 
bodiment of _t e principles of the present 
invention; ‘Fig; 2 1s a front face view of the 
complete envelop, when sealed, and rovided 
with the severing means represente in said 
Fig. 1; and Fig. 3 is- a similar view of‘ the 
sealed envelop, showing the manner of open 
ing the end of the envelop by means of said 
severing means. Fig. 4 is- a detailed sec 
tional representation of the sealed end-por 
tion of the envelop, said section being taken 
on line 4f—4 in said Fig. 2; and Fig. 5 'is a 
transverse section, on an enlarged scale, of 
the severing means shown in the above de 
scribed ?gures of the drawings. Fig. 6 is 
an inner face view of a portion of an en 
velop provided with a severing means com 
prising a combined guide or straight-edge 
member and a tearing-strip of a slightly 
modi?ed construction. 

Similar characters of reference are em 
ployed in the above described views, to‘ in~ 
dicate correspondin parts. 
Referring now tot e several ?gures of the 

drawings, the reference-character 1 indi 
cates the body of the envelop, 2 the lower 
flap, 3 the sealing?ap, andd the two end 
?aps, the lower ?a. 2 when properly folded 
forming with the ody 1 the usual fold 5, 
and the end flaps forming with said body, 
when folded, the usual end folds 6. As 
shown in Figs. 1 and 6' of the drawing: %, at 
one end of one of said'end-folds 6, and ex? 
tending for a suitably short distance along 
the fold is a suitably'maole slit or opening, 
as 7, for the‘ purpose to-be presently mo = 
fully set forth. 
The opening or severing means here'n» 

above mentioned, and shown in Figs. 1 to 5 
incl'us' Ye, consists essentially of two meu~ 
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bers 8 and'9, which ‘are connected at one of 
their res ' active 'endip'ortions by’a "part- 10, 
and are ongitudinally separated by a cut 
or slit, as 11. ,Thefsaid- severing means 1s 1 

- 5 made of suitable materialv which is quite 
stiff, such as card-board, the card-board be 

‘ ing preferably provided with a covering of 
muslin, as 12, or other suitable fabric, in the' 

- manner indicated in Fig. 50f the drawings. 
10 It will be understood, however, that instead 

.of card-board, any other material suitable 
for the purposes of a severing means may be 
emplo ed. With the severing meansthus 
provi ed, the member 8 forms a suitable 

15 guide or .straight‘-_ edge member, and the 
member 9 forms atearing strip, saidmem 
ber 9 being also made shghtly longer than 
the member 8, so asto provide an extension 
or tab 13 which extends into and through 

20 the opening or slit 7 in the fold 5, and pro- ' 
jects slightly from the sealed envelop, so 
as to provide a suitable ?ngerpiece which 
facilitates taking hold of the tearing-strip 
9 when it is desired to manipulate the latter. 

25 In its assembled relation within the sealed 
. envelop, the two members 8 and 9 are suit 

' ably secured by being pasted, gummed, 'or 
otherwise fastened upon the inner surface 
of the body 1 near one of the end-folds 6, 

30 so that the marginal edge 14 of the tearing 
strip 8 will lie within and will be in aline 
ment with the fold 5, the marginal edge 15 
of the member 9 providing a perfect tearing 
or severing guide or straight-edge, as will 

35 be clearly evident. Upon, its outer surface, 
.the said body 1 may be provided near its 
one‘ end-portion, beneath which the said 
severing means is located, with an indicator ' 
line,‘ as 16, which is in alinement with the 

40 cut or slit 11 which separates the two mem 
bers 8 and 9, and ‘helps to more readily in 
dicate to the person which end of the en 
velop is to be opened. 
The manner of manipulating the severing 

45 strip 8, when it is desired to open the end of 
the sealed envelop is clearly indicated in 
bi . 3 of the drawings, the strip 8 when 
pu led against and along the guide or 
straight-edge'lii of the member 9, cutting 

50 away the respective end-portion 17 of the 
body 1, along the fold 6 and directly above 
and in a perfectly straight line, with the 
straight-edge 15, the parted or severed por 
tion of the body being torn away upon 

'55 straight lines, leaving no ragged edges and 
with-the back of the envelop, formed by the 
several sealed ?aps, left in its entirety. At 
the same time, an end-portion of the con 

, tents of the envelop is sufficiently exposed to 
60 permit of ready removal of the contents 

from within the envelop. . ‘ 
. In lieu of the form of connected guide or 

straight-edge member and tearing-strip 
member just. described, and illustrated in 

65 Figs. 1, 2 and 3 of the ‘drawings, the con 

ftrated in Fig. 6 of the drawings. 

1,128,862 

necting 'part 10 may be omitted, and- two 
separate and distinct‘ members 18 and 19 
may‘ be secured side by side, with a space 
20 e tween them, upon the inner surface of ‘ 
the body 1 of the envelop, near one of the 
end-folds 6, and a ?ngerpiece 21 upon the 
end of the'member 19, in the manner, illus 

_ In all 

other res cots-,the construction and oper 
ation of t is modi?ed severing means is the 
same as that of the severing means described 
in the foregoin specification and illustrated 
in Figs. 1 to, 5_1nclusive of the drawings. 
The advantage of the guide or straight 

edge member 9 will be evident in that this 
member upon opening the end of the ~e1i-v 
velop will not become displaced, and remain 
ing in its ?xed position upon the inner sur— 
face of the body 1 of the envelop, not only 
causes a clean cut severed edge to be pro 
duced, but also serves to reinforce the sev 
ered edge after the envelop has been opened. 
Of course I am aware that some changes 

may be made in the general arrangements 
and combinations of the various parts, with 
out departing from the scope of the present 
invention as set forth in the foregoing s eci 
?cation, and as de?ned in the clauses o the 
claim which are appended thereto. Hence, 
I do not limit my present invention to the 
exact arrangements of the parts as de 
scribed in the said speci?cation, nor do I 
con?ne myself to the exact arrangement of 
the said parts as illustrated in t e accom 
panying drawings. 
I claim :— 
1. An envelop comprising a body, a bot 

tom ?ap, end-?aps and a sealing ?ap con 
nected by marginal folds, said envelop being 

. provided at one end of the fold formed by 
the body and the bottom ?ap with a slit, 
combined with severing means for opening 
an end of the sealed envelop, comprising 
two members attached to the inner face of 
said body and crosswise of one end thereof, 
one of said members forming a guide hav 
ing a straight-edge, and the other member 
forming a tearing-strip, said tearing-strip 
being longer than said guide-member, and 
an extension projecting through said slit in 
the fold of the envelop and providing a ?n 
gerpiece. ‘ 

v2. An envelop comprising a body, a bot~. 
tom ?ap, end-?aps and a sealing ?ap connect 
ed by marginal folds, said envelop being 
provided at one end of the fold formed by 
the body and the bottom ?ap with a slit, 
combined with a severing means for opening 
an end of the sealed envelop, com rising 
two members attachedto the inner ace of 
said body and crosswise of one end thereof, 
one of said members forming a guide hav 
ing a straight-edge, and the other member 
forming a tearing-strip, said tearing-strip 
being longer than said guide-member, and 
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