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To all whom it may concern: - 
Be it known that we, CHARLES A. LONG 

MAN and JOHN C. MINSHALL, citizens of the‘ 
United States, residing at Logan, in, the 
county of Harrison and State of Iowa, have 
invented certain new and useful Improve 
ments in Children’s and Toy Wagons; and 
we do hereby declare the following to be a 
full, clear, and exact description of the in 
vention, such as will enable others skilled 
in the art to which it appertains to make 
and use the same, reference being had to ~ 
the accompanying drawings, and to the'let 
ters and ?gures of reference marked thereon, . 
which form a part of this speci?cation. 
This invention relates to new and useful 

improvements in toy wagons, and comprises 
a simple and e?icient device of this nature 
having various details of construction and 

which will be hereinafter fully described and 
then speci?cally de?ned in the appended 
claim. , 

Our invention is illustrated in the accom 
panying drawings, in which— 

Figure 1 is a front elevation of the run 
ning gear of a wagon showing our improve 
ments applied thereto. Fig. 2 is a top plan 
view with the body of the vehicle removed, 
and Fig. 3 is a detail sectional view. 

Reference now being had to the details of 
the drawings by letter, A designates a beam 
having its 0 posite ends forked forming 
arms A’, and designates rocking bars which 

i are pivotally mounted in said arms and 
each bar has a crank arm D projecting there- _ - 
from. A spindle F projects from each rock 
ing bar and upon which a wheel E is jour 
naled. A brace H is fastened to the bottom 

' of the body at J and extends underneath the 

combinations and arrangements of parts - 

forked beam A and thence upwardly, the 
forward end of the brace forming a pivot J’ 
upon which the member 0 is mounted. Said 
member 0 is pivotally connected through 
the medium of the pin N with the bar K and 
a tongue R is connected to the forward end 

_' Patented Mano, lei. . 

45 

of the member 0. By the swinging of said _ 
member upon the pivot J’, a longitudinal 
movement may be imparted to the bars K 
and, by reason of the pivotal connections be 
tween the bars K and the arms D,_the stub 
axles may be swung parallel to each other 
to guide the wagon. ‘ " 
By the provision of steering mechanism‘ 

embodying the features of our invention, it 
will be noted that simple and e?‘icient means 
is afforded whereby the wagon may be easily 
guided by the swinging of the tongue or 
shaft connected to the steering head. ' I 
What we claim’ to be new is : 
A toy- wagon comprising a beam having 

forked ends with oppositely disposed regis‘ 
tering apertures therein, a wagon box se 
cured to the ,upper arms, rocking bars jour 
naled in said apertures, a laterally project 
ing arm upon each bar, a stub axle connected 
to each bar, a bar connecting said arms, a 
rod secured to the bottom of the box and ex 
tending forward of the forked beams and 
upwardly extending, a steering member pivé 
oted to the upwardly projecting end of said 
rod'and to said bar which connects the arms 
of the stub axle. ' 
In testimony whereof we hereunto affix 

‘ our signatures in presence of two witnesses. 
CHARLES A. LONGMAN. 
JOHN G. MINSHALL. 

Witnesses: 
‘WM. CANTY, 
J. E. Hammer. 
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