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To all whom it may concern : 
Be it known that I, ROY L. PLUMMER, a 

citizen of the United States, residing at 
Edinburg, in the county of Christian and 
State of lllinoishhave invented certain new 
and‘ useful Improvements in Paper-Clips, 

' ;of which the following is a speci?cation. 
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v This invention . relates to improvements 
in paper clips andcontemplates the prom 
sion of a cheap, e?icient and durable device, 
for holding or fastening together two or 
more sheets of paper. _ ‘ . 4 v 

A further object of the invention 1‘_6S1d_6$ 
in the provision of a spring wire paper clip 
in which the papers are held together by the 
resilience of wire of the clip arms or jaws 
embracing them; and it consists of a spring 
clip or. holder for papers, fashioned _'from 
a single strand of spring wire of suitable 
gage and length, folded to form two com 
plete rectangular frames or jaws, the ends 

7 of which are curved oppositely or extended 
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outwardly to facilitate the fastening of the 
clip upon the paper, the resilience of the wire 
strand adapted to ?rmly and securely hold 
or retain the paper properly between the 
said two jaws. - ' _ _ 

A still further object of the invention is 
to provide a paper clip of this character, 
capable of. securely clamping or fastening 
two or more sheets of paper regardless of 
the position of the clip when applied thereto. 
The above and additional‘ objects are ac 

complished by such means as are illustrated 
in their preferred embodiment in the accom 
panying drawings, described in the follow 
mg speci?cation, and then more particularly 
pointed out in the claim which is appended 
heretov and form a part of this application. 
In describing my invention in detail, ref 

erence will be had to the accompanying 
drawings wherein like characters denote like 

v or corresponding parts throughout the sev 
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eral views, and in which; I 
Figure 1, is an elevation of a clip con 

structed in accordance with my invention 
illustrating the application thereof, Fig. 2, 
is an edge view, Fig. 3, is a view similar to 
Fig. 1, the clip being applied in a different 
manner, ' ' ' 

shown in Fig. 3, and, Fig. 5, is a, perspective 
view of the entire clip. _ 
Before proceeding with the description of 

the drawings, I desire to call particular at 
tention to the fact that while I have evolved 
my invention with reference to the fastening 

‘ curved as at 17 so as to extend 

Fig. 4, is an end view, of the clip - 

V of I "aper, the clip may be somewhat enlarged 
an readily utilized as a wire or metallic 

- clothes pin. 

I Referring now to the drawings, wherein 
1s illustrated the preferred form of my in. 
vention, the clip 1s designed in its entirety 
by the numeral 1 and is composed of a single 
strand of spring wirebent to form two rec 
tangular jaws or frames between which the 
paper or other article, to be clamped is ?t 
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ted. The said wire strand, beginning at one 3 
end thereof, extends vertically as at 2 to a 
point 3 where it is slightly curved out 
wardly and extends to a point 4 where it is 
again bent at substantially right angles to 
form a cross piece 5. The opposite end of 
the cross ‘piece 5 from that of the bent pore 
tlon 4, is also bent as at 6.»so as to extend 
parallel with that portion of the wire be 
tween the bent portions 3 and 4, where it is 
again bent as at 7 to extend as at 8, parallel - 
with the portion 2 above described. The 
two wire portions 2 and 8 form the sides of 
one of the jaws or frame comprising the 
clip, the lower extremity of the portion 8 
being bent inwardly or at right angles as at 
9 to form the base 10 of one of the said 
frames, the said base 10 extending parallel 
with the cross piece 5. The opposite end of 
the base 10 is also bent at right angles. as at 
11_ so as to extend upwardly as at 12 parallel 
wlth the portion 2 to a point 13 directly op 
posite and in alinement with the bent por 
tion 3. From the bent portion 13, the wire 
strand is curved slightly outwardly'and op 
positely to that portion of the strand be 
tween the bent' portions 3 and 4, the said 
strand being again bent as at 14 to form a 
cross piece 15 which extends parallel with 
the cross piece 5, the said cross piece 15 
forming the upper extremity of the other 

. clamping jaw or frame. The cross piece 15 

that_portion of the frame between the bent 
portions 13 and 14 and to extend oppositely 
to that portion of the strand between the 

1s bent as'at 16 so as to extend parallel with - 
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bends 6 and 7, the said strand being again - 
downwardly 

parallel as at ‘18 with the portion 8 of the 
?rst mentionedv frame. The lower extremity 
of the portion 18 is curved slightly out 
wardl as at 19, the terminus of the said 
curve portion being bent at right an les so 
as to form the base 20 of the secon men 
tioned' frame, the said base extending arale 
lel with the base 10 of the ?rst mentioned 
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frame and being held in spaced relation 
thereto by reason of the outwardly diverg 
ing ends of the said frames. The opposite 
end of the base 20 is curved as at 21 so- as to 
extend parallel with the curved portion 19 
and terminates in a vertical or upwardly 
extending frame side 22 which extends par 
allel with the portions '2 and 12 above de 
scribed, thus it will be seen that two com 
plete rectangular frames or jaws are pro 
vided from one end of the same piece of 
wire, the extremities of the said jaws being 

' held in spaced relation or extending out 
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wardly by reason of the angularly disposed 
portions ‘of the said strand provided for that 
purpose. . 

The clip is normally ?tted over the edges 
of the paper‘so as to bring one of, the jaws 
or frames upon each side thereof, this appli 
cation being accomplished by inserting the 
edges of the paper within either of the di 
verged ends of the clip and sliding the clip . 
over the edges until the paper comes in con 
tact with one of the curved portions 11 
or 14. 
When it is desired that a large number 

of papers should be fastened, the position 
of the clip is changed and the edges of the 
papers are inserted between the portions 8 
‘and 18 of the clip, which insertion will allow 
a wider separation of the clip jaws and cre 
ate a stronger spring action by reason of the 
portion 12 which forms a spring connection 
between the said two jaws. 

It will be seen from the above, taken in 
connection with the accompanyin 
ings, that the spaced or diverged en of the 
clip greatly facilitate the use of or applica 
tion of the same; that the clip may be used 

draw- _ 
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when applied to the papers regardless of its 
position, the portion 12 generating su?icient 
sprmg action to ?rmly c asp the papers be 
tween the jaws and that by disposing the 
clip upon the paper-‘as shown in Figs. 3 and 
4, a wider separation of the jaws is permit 
ted than would ordinarily be the case were 
an; clip ‘applied as illustrated in Figs. 1 
an 2. . 

It will be understood that the above de 
scription and accompanying drawings com 
prehend only the shown and preferred em 
bodiment of my invention, and that various 
minor changes in details of construction, 
proportion and arrangement of parts, may 
be made within the sco e of the appended 
claim and without sacri cing any of the ad 
vantages of my invention. 

- Having thus fully described my invention, 
what I claim as new and desire to secure by 
Letters Patent is: - 
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A substantially rectangular clip capable ~ 

of being arranged upon the article to be fas 
tened from any of the four sides, said clip 

' comprising a single strand of resilient wire 
bent equi-distant its ends to form duplicate 
clamping jaws, the central portion of the 
said strand forming the connecting portion 
of the jaws of the clip, the ends of the re. 
spective jaws being oppositely ?ared to fa 
cilitate arrangement of the clip over the 
article to be fastened, as and for the pur 
pose set forth. 
In testimony whereof I a?ix my signature 

in presence of two witnesses. 
ROY L. PLUMMER. 

Witnesses: - 

' J. L. Howl-2s, 
JACOB Baum. 
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