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To all whom it may concern : 
Be it known that I, O'r'ro J. WILKENS, cit 

izen of the United States, resident of Min 
neapolis, county of Hennepin, State of Min 
nesota, have invented certain newand useful 
Improvements in Fly-Catchers, of which the 
following is a speci?cation. 
My invention relates to devices for catch 

ing ?ies and the primary object of the inven 
tion is to provide a device capable ofattach 
ment to a screen door to prevent files from 

" . entering the house when the screen door is 
opened. 7 

The invention consists generally in vari 
ous constructions and combinations, all as 

_ hereinafter described and particularly point 
ed out in the claims. 
. In the accompanying drawings forming 

_ part of this speci?cation, Figure 1 is a front 
elevation of a door casing and screen door, 
illustrating the application of my invention 
thereto, Fig. 2 is a front view of the device 
removed from the door, Fig. 3 is a side view, 
partially broken away to show the manner 
of arranging the fly paper therein, Fig. 11 is 

. a sectional new of one end of the device, 
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Fig. 5 is a transverse sectional view. 
.In'the drawing, 2 represents a door frame 

and 3 a screen door. ‘ 
4 is a metal base plate adapted to ?t the 

surface of the door near the top thereof and 
provided with holes 5 for the insertion of 
screws to secure the plate to the door. 

6 is a cup, preferably of metal, hemispher 
ical in form, and united to the plate 4 near 
one end thereof and near the opposite end of 
said plate is a band 7. 

Fitting within this band and the cup 6 is 
a cylindrical screen 8 of suitable mesh. This 
cylinder is open at each end and ?ts loosely 

edges being provided with bands 9 and 10, 
spaced apart to form a longitudinal gap be 
tween the edges of the cylinder, said bands 
beingpreferably connected across said gap 
by means of clips 11, bent to form loops 12 
into which a metallic guide wing 13, mount 
ed on the platell, is inserted. The band 9 is 
spaced from the plate 4, forming a narrow 
gap 14 through which the flies and other in 
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sects may pass and enter the cylinder, the 
flies rising fromthe screen of the door and 
passing through the gap into the cylinder as 
they ?y toward the open door-way. 
For the purpose of supporting the poison 

~?y paperi20 within the cylinder I provide a 
55 

tube 15 having a ‘spindle 16 at one end to . 
enter a hole 17 in the cup 6 and having a 
spindle 18_ at its opposite end to ?t within 
an opening in the disk or. vcap'19 which closes 
the open outer end of. the ring 7. Thistube 
may be made of metal or any other suitable‘ ' 
material, and the fly paper is coiled and 
mounted thereon with its outer surface ex 
posed to the ?ies or other insects as they en 65 
ter the wire mesh cylinder from the gap 14. ' 
Whenever desired, the disk 19 may be re 
moved and, the tube withdrawnfrom the cyl 
inder and a fresh paper placed thereon. 
In various ways the details of construc 

tion herein shown and described may be 
modi?ed and still be within the scope of my 
invention. . 

I ‘claim as my invention: 
1. A ?y trap comprising a base plate 
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adapted to be mounted on a screen, a per- , 
forated cylindrical member mounted on said 
base plate and having a longitudinal open~ 
ing leading therein adjacent to said base 
plate, a tube'arranged within said screen 
and having supporting spindles therein, and 

, a poison ?y paper coiled on said tube. 
2. The combination, with a screen door 

stile, of a plate mounted thereon and having 
a guide wing, a perforated cylinder having 
its longitudinal edges spaced to form a gap 
between them provided with closed ends, 
clips mounted on said edges and having 
loops formed therein toreceive said wing, a 
space being provided between one of the lon 
gitudinal edges of said screen and said plate 
to allow the entrance of insects therein, and 
a poison support mounted within said cyl 
inder. ' 

In witness whereof, I have hereunto set 
my hand this 29th day of January, 1914i. 

' OTTO J. WILKENS. 
Witnesses: ‘ 

GENEVIEVE E. SoRENsnN, 
EDWARD A. PAUL. ' - 

Copies ofithis patent may he obtained for ?ve cents each, by addressing the “Commissioner of Patents, 
Washington, D. 0.” ' . 
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