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To all whom it may concern .' 
Be it known that I, ELMER A. R1011, Jr., 

citizen of the United States, residing at Chi 
cago, in the county of Cook and State of 
Illinois, have invented a certain new and 
useful Improvement in Illuminated Signs, 
of which the following is a full,- clear, con 
cise, and exact description, reference being 
had to the accompanying drawings, form 
ing a part of this speci?cation. - . 
Myinvention relates to illuminated signs, 

and especially to a type of sign in which a 
lighting ‘or illuminating device is caused to 
direct its rays of light to the edge of a plate 
or other mass of transparent or pellucid ma 
terial. ' . - 

‘The principal object of the invention is to" 
provide a simple, practical'and inexpensive- 
construction of sign of the class speci?ed. 
Otherobjects of the invention are to se-‘ 

.cure effectiveness and efficiency, and to re 
duce the cost of construction and mainte 
nance, to'avoid any possibility of con?agra 
tion or ?re damage, to provide simple and 
practical means for supporting the sign, and 
to secure the foregoing and other desirable 
results in a simple and expeditious manner.v 
In carrying out the invention in the way 

herein set forth, I provide ,a simple ?re. 
proof structure,'preferably metallic, capable 
of serving as a holder for the display por 
tion of the sign, and also capable of holding 
‘a suitable lighting or illuminating device; - 
and I also provide a display portion in the 
form of a simple plate or piece of glass or 
other suitable transparent or pellucid mate-‘. 
rial, which plate or piece is suitably secured ' 
to one edge or vpart of the holding member 
and extends therefrom, the piece or plate of 
glass or other material being preferably sup 
ported entirely at said edge and having its 
other edges free from any frame or inclo 
sure. - - > . - 

The holding member is preferably made 
in the form of a metallic tube having a suit‘ ' 
able aperture along one ‘longitudinal edge 
or surface, into which the edge of the dis 
play portion of the sign may be inserted, 
said metallic tube being also adapted to ~in- . 
close a lighting or illuminating device. .A‘ 

. tubular. shield is con?ned within‘xsaid me 
tallic tubing and provided with an open side 
adjacent said plate, said shield and tubular 
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ing apertures. 
_ In the accompanyingdrawings Figure 1 
1s a view partly in elevation and partly in 
vertical section of a sign embodying my in 
vention; Fig. 2 is a cross section taken on 
line 2—2 in Fig. 1. ' . 

b'll‘he sign shown in the drawings prefer 
a .7 

member being’provided with non-register 

of other suitablev material. This tubular 
member may be left open at its ends, in 
which case I preferably provide caps 2 and 
3 adapted to cover and close said ends. ‘A 
longitudinally extending aperture is formed 
along the under edge or surface of this tubu 
la_r member‘ 1, and is preferably provided 
with downwardly extending lips or’?anges 
4——4s, ,as best shown in Fig. 2. The display 
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comprises a tubular member 1 desir- ' 
_ ably made of metal, although it can be made 
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portion 5 of the sign is desirably in the form _ 
of a plate or piece of glass ,or other ‘suitable 
material, and ?ts between the ?anges 4-4, 75 
so that the upper edge of said'plate 5 is exl ' 
posed to the interior of, the tubular mem 
berl. The plate 5 is conveniently secured 
in position by screws 6-6 passing through it 
and through the ?anges 4-4. The plate 5 
as stated, may be a plate of glass or other 
suitable material, either transparent or pel 
lucid, and is provided with some suitable 
display matter which the sign is to bear. 
In the drawings I ‘show the word Acme ap 
plied to the plate 5, being preferably ground 
or sand blasted on the side of said plate 5. 
Within the tube 1 is a lighting or illumi- ' 

nating device 7, conveniently in the form of - 
a long lncandescent 'or other light bulb. 

. This may be held at one end of a, socket-8, 
‘from which a cord 9 containing suitable 
‘conductors is extended. The socket 8 is ’ 
preferably secured ?rmly to the cap 2. 
Within thetubular memberrl I preferably 
arrange a member or shield 10, conveniently 
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in the form of ‘a vlong tubular device made I 
of metal or other suitable material and hav- . 
mg a portion of its length cut away, as 
shown in Fig. 2 to form an open space 11 ad'- ' 
jacent to the vupper edge of the plate 5. .' In 
this waythe upper part of the electric light 
bulb 7 is shielded or covered, whereasthe 
lower part is left free to direct its rays into 
the~upper edge of the plate 5: The mem 
ber 10 is desirably provided with apertures 
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12,-1.2and the‘tube 1 with apertures 14-—14, 
which aredesirably out of register with the 
apertures 12——12, whereby suitable venti1a-' 
tion and outlet for heated air is,provided 
without permitting the escape of any ofthe . 

Holding or supporting ,rings T light above. 
15-15 are desirably attached to the ends of 
the tubular member 1, whereby the sign may 
be suspended on suitable supporting devices. 
Thus it will be seen that the construction is 
especially simple and inexpensive and at the 
same time practical, durable and e?ective. 
The light from the bulb 7 is directed down 
into and through the plate 5 and forms a 
highly ‘effective sign, e?iciently displaying 
the word Acme or other matter which may 
be provided. It will also be ‘seen that the 
plate 5 may be detaehedby removing the 
screws 6-—-6 and another plate‘ put in its 
place, such other plate having, if desired, 
different display matter. ' Thus the sign may 
be used interchangeably for different pur 
poses or different displays. - " ' 
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7 It will be understoodithat changes and 
modi?cations may be made without depart 
ing from the spirit of the invention as set' 
forth in the appended claim. 
What I claim is: ' . I 
An illuminated sign comprising a tubular 

member having longitudinally extending 
?anges forming an aperture, caps secured to 
the opposite ends of said tubular member, 
and a plate of light pervious material hav 
' an edge inserted between said ?anges, 
and a tubular shield con?ned within said 
tubular member and having an open side 
adjacent said plate, said shield and tubular 
member being provided with non-registering 
apertures. 
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In witness whereof, I hereunto subscribe 40 
my name this 23d day of July A. D., 1914. 

ELMER A. RICH, JR_.- I . 

' VWitn'esses: ~ 

A. MIIQLER‘BEEFIELD, 
A. Lizm. Jonas. ' 


