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To all whom it may concern: . 
Be it known that I, ISAAC FRANCIS FAR 

LOW, a citizen of the United States, and a 
resident of Rockaway, in the county of Mcr~ 
ris and State of New Jersey, have invented 
certain new and useful Improvements in 
Garment-Sleeves, of which the following .is 
a speci?cation. . 

. This invention relates to an improvement 
in garment sleeves, more particularly short 
or shirt waist sleeves. 

It is often desirable, especially in the sum 
mer, to roll up the sleeves above the elbow 
to secure greater comfort and relief from 
the heat. The sleeves are also rolled up at 
times to prevent the cuff from becoming 
soiled when a person is at work. At the 
present time, when the sleeves are so rolled 
up, they present a very untidy appearance, 
not only due to the thickness of the rolled 
up portion, but also to the fact that the 
wrong side of the material is exposed. 
In order to remedy this condition and to 

enable the wearer to secure a greater degree 
of comfort, I provide a short length sleeve 
having a lining of the same material as the 
sleeve itself and exposing the right side 
thereof, thus forming a sleeve of double ma 
terial. By rolling up a portion of the sleeve Y 
so formed, ‘it will simulate an ordinary 
sleeve rolled up above the elbow, but have. 
the advantage of exposing only the right 
side of the material, and the rolled up por 
tion will not have so many folds as to ren 
der it thick and cumbersome looking, but 
will present a ?at and even. appearance 
around the arm. I further provide the short 
length sleeve with means whereby an exten 
sion sleeve portion, having the usual cu?‘, 
may be secured to form a full length sleeve. 
Thus, the extension portion may be easily 
detached whenever desired and conveniently 
placed in the pocket, both saving the cuffs 
from becoming quickly soiled and leading a 
rolled up short length sleeve presenting a 
very neat appearance and affording a greater 
degree of coolness and comfort to the wearer.‘ 
Further objects and advantages will more 

fully appear in the following detailed de 
scription and the features of novelty will be 
particularly pointed out in the claims. 

In the drawings, Figure .1 is a longitudi» 
- inal view- of my improved short length sleeve 
before it _ is doubled hack inwardly upon 
itself to constitute a lining. 5?; a view 

_ of the sleeve shown in Fig. 1, doubled in 
wardly upon itself and the edge stitched to 
the shoulder portion of the shirt.- Fig. 3 
is a view of the sleeve with a portion at the 
bottom thereof folded outwardly back upon 
itself to form a cuff. Fig. It is a view of the 
sleeve shown in Fig. 3, with a plurality of 
buttons sewed upon the end.‘ Fig. 5 is a 
view of the sleeve provided with buttonholes 
adjacent the upper edge of the cuil. Fig. 6‘ 
is a detail view of a band with buttons sewed 
thereon for engaging the buttonholes in‘the 
cuff shown in Fig. 5. Fig. 7 is a view of my 
improved extension sleeve portion provided 
with buttonholes near the upper end and a 
hem having a slit at the upper end thereof. 
Fig. 8 is a detail View of an elastic band 
which may be inserted in the extension sleeve 
portion shown in Fig. 7 . Fig. 9 is a view‘. 
of the short length sleeve with the extension 
buttoned thereto to form a full length sleeve. 
Fig. 10 is a modi?cation in which the exten— 
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sion is inserted within the short leiyrgth ' 
sleeve. 

Referring in detail to the drawings, my 
improved. sleeve consists of a unitary length, 
the lower portion 10 of which being turned 
up into and within the upper portion 11. 
The end of the portion 10 may be then sewed 
to the shoulder of the shirt at 12 or at any 
point adjacent thereto, thus forming the 
short length double sleeve. it will thus be 
seen that the right side of the vmaterial will 
be exposed both on the inside of the sleeve as 
well as the outside. By rolling up a portion 
of the sleeve to form a cuff 13, the sleeve'will 
present a very neat appearance, due to the 
fact that the wrong side of the material is 
nowhere exposed and'will simulate an ordi 
nary sleeve rolled up above the elbow, with 
the exception that it will present a much 
neater appearance. 1 Upon the cuff portion 
13, I may conveniently apply buttons 14, 
(Fig. 4i) to which may be secured an exten 
sion sleeve portion 15, (Fig. 7) having thev 
ordinary cuff 16 attached thereto and pro 
vided with buttonhole's 17 near the upper 
end thereof, thus forming a. full length 
sleeve, as shown in Fig. 9. - , r 
In Figs. 5 and 6, I have shown a modi? 

cation in the application of the buttonsl‘l 
whereby the same may be sewed onto the 
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hand 18. In this form, I provide'the cull _ 
portion 13 with buttonholes 19., 'Upon the. 

18,3 sew a corresponding number. oi 
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buttons and encircle the sleeve therewith be“ 
no: th the cu?’, allowing the buttons to pro; 
trude through the buttonholes. After the 
insertion of the buttons in the bi'it'tonholes, 
this ‘form presents practically thesame ap 
pez 'ance as that shown in Fig. 4. However, 
in this form, the buttons\may be readily re 
moved from the sleeve when the garment is 
being washed. - 
In Fig. 0, I have illustrated the extensionv 

portion 15 buttoned onto the short length 
sleeve, thus constituting a full length sleeve. 
It may be desirable to provide other means 
for securing the extension-portion upon the , 
arm than by the use of buttons.’ To this 
end, I provide the upper edge of the exten 
sion portion 15 with a hem 20, leaving a slit 
21 for the insertion of an elastic band 22, 
(Fig. 8). The extension portion may thus 
be inserted beneath the short length sleeve 
and due to the elastic band, the former will 
be held ?rmly upon the arm of the wearer 
above the elbow as shown in Fig. 10. Obvi 
ously, the extension portion may be made 
wide enough adjacent its upper end to be 
worn over the cuff of the short length por~ 
tion and the elastic band will hold the 

' former securely upon the latter if desired. 
It will be readily understood that the por~ 

tions 10 and 11 may, without departing 
from my invention, be separate pieces of the 
same material sewed together in substan 
tially the manner contemplated and de 
scribed, or the portion 10 may be of silk, 
satin or other ?ne material, so that when the 
cuff is formed upon the short length sleeve, 
the same will have a facing of the material 
of the lining and thus render the shirtwaist 
more attractive. This form is especially 
adapUaIIj’Yfor women’s wear. 

It will thus be seen that I have provided 
."a sleeve which may be full length or short 
length as desired. lVhen Worn in summer, 
the sleeve may be converted into a short 
length sleeve by simply removing the exten 
sion portion. The short length sleeve thus 
remaining, will, due to the fold or cuff 
thereon, simulate the ordinary rolled up 
sleeve with the exception that it will present 
a much neater appearance due to the thin 
ness ot5 the folded portion and the fact that 
the right side of the material is exposed in 
stead of the wrong side as in the ordinary 
sleeve. Moreover, the extension portion 
may be readily put on and removed, thus 

all‘ordil'lg all of the advantages of the full 
length sleeve in addition to the advantages 
above pointed out. 
Having thus described my invention, I 
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claim as ‘new ‘and desire to secure by Letters 
Patent: - 

'1. A short length sleeve comprising a 
length of material doubled back upon. itself, 
the lower portion of said length being fold 
ed inwardly of the upper portion for a con 
siderable por ion of ,/its length and perma 
nently secure thereto to fer-m a short sleeve 
of double material, the right side of the ma 
terialbeing ‘exposed both on the inside and 
outside theslee‘ve,said sleeve always pre 
senting the right side of mater-into view 
whearolled up to any degree, and an ap 
tu'rned ‘told at the bottom of the‘ sleeve 
forming a cut-l", the right side of the mate 
rial only being exposed, _an extension por 
tion having a ‘suit at the lower end thereof, 
andjmeans ‘for securing said extension to 
the ?rst ‘mentioned sleeve portion. 

A sleeve comprising a main short mem 
ber of double material, an upturned portion 
adjacent the fend ‘thereof to form a cult, the 
right side of the material being exposed 
both on the inside and outside of said por 
tion, ‘said 'c‘uii' having a plurality of button 
holes, a band, a plurality of buttons se 
cured thereto, said band surrounding the 
sleeve portion beneath the cuff and the but 
tons extending through the buttonholes, and 
an extension sleeve portion provided with 
buttonholes adjacent its upper end through 
which the buttons are adapted to be inserted 
to constitute a full length sleeve. 

A sleeve comprising a short main mem 
ber of double material, a folded portion at 
the bottom of said member forming a cuti', 
the right side of the material only being ex 
posed, an extension portion, means for de 
tachably securing said extension portion 
upon the first mentioned portion, and means 
for shirring the upper ends of the extension 
portion to tighten the same about the arm. 

4. A sleeve comprising a short main inclu 
ber of double llliltci‘lill, a. folded portion at 
the bottom of said portion forming a cuii', 
the right side of the material only being ex 
posed, an extension portion, ineans for de 
tachably securing said extension portion 
upon the ?rst mentioned portion, and means 
for shirring the upper ends of the extension 
portion to tighten the same about the arm 
comprising a hem at the;upper" end of the 
extension, and an elastic band rcmovably 
held’ therein. ‘ 

j ISAAC FRAN'oIs FARLOW. 
lVitnesses : I 

'Josnru \V. KELLY, 
Sims Ilium. 
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