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To all whom it may concern .' 
‘ Be it known that I, SAMUEL EISENBERG, 
a subject of the Emperor of Austria-Hun 
gary, residing at Newark, in the county of 
Essex and State of New Jersey, have invent 
ed certain new and useful Improvements in 
Toy Novelties; and I do hereby declare the 
following to be a full, clear, and exact de 
scription of the invention, such as will en 
able others skilled in the art to which it ap 
pertains to make and use the same, reference 
being had to the accompanying drawings, 
and to characters of reference marked there 
on, which form a part of this speci?cation. 
The present invention has reference, gen 

erally, to a novel toy; and, the invention re~ 
lates, more particularly, to a novelty, adapt 
ed when not in use to be carried in the 
pocket, the toy being of such general ar 
rangement and combination of devices and 
parts, that it may be put to several uses, and 
is especially adapted for use at celebrations 
in displaying a national emblem. 
The invention, therefore, has for its prin 

cipal object to provide a novel toy of the 
general character hereinafter set forth. and 
for the purpose above stated, with a view 
of providing a simple and neat construc 
tion, the main parts of the device being read 
ily collapsible so that it may be conveniently 
carried in the pocket. 
The invention has for its further object 

to provide a toy of the character stated com 
prising in its construction a tubular member, 
within which is adapted to be reciprocated a 
plunger, and the tubular member being pro 
vided at one end with sprayer or perforated 
nozzle, for spraying a liquid, as eau de 00-‘ 
logne or water, from the said tubular mem~ 
ber. , 

The invention has for another object to 
provide a device of the character stated 
which may be provided with a writing ele 
ment, in the form of a pencil or the like, 
and suitable means for connecting the writ 
ing element with the main‘ body of the de 
vice. 

Other objects of the present invention not 
at this time more particularly enumerated 
will be clearly understood from the follow-, 
ing detailed description of the present in‘ 
vention. » 

lVith the various objects of the present 
invention in view, the invention consists, 
primarily, in the novel toy hereinafter more 
particularly set forth; and, the invention 
consists, furthermore, in the novel arrange 
ments and combinations of the various de 
vices and parts, as well as in the details of 
the construction of the said parts, all of 
which will be described in detail in the fol 
lowing speci?cation, and then embodied in 
the clauses of the claim which are appended 
to‘and which form an essential part of the 
said speci?cation. 
The invention is clearly illustrated in the 

accompanying drawings, in which :— 
Figure 1 is an elevation of the toy, the 

partsof which are represented in their col 
lapsed relation, and showing in connection 
therewith a writing element, as a pencil. 
Fig. 2 is a similar view of the device, with 
the collapsible‘ parts of the device partly 
withdrawn, and 
therewith an unfurled ?ag. Fig. 3 is an 
other similar view of the device, with the 
collapsible parts still further withdrawn, 
when the device is to be used as a sprayer. 
Fig. 4 is a detail vertical sectional repre 
sentation takenon line 4l——4 in Fig. 1; and 
Fig. 5 is a similar sectional representation, 
said section being taken on line 5—-5 in said 
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Fig. 1, and both said Figs.‘ 4 and 5 being _ 
made on enlarged scales. _ 

Similar characters of reference are em 
ployed in all of the said above described 
views, to indicate corresponding parts. 
Referring now to the said drawings, the 

reference-character 1 indicates a main tubu 
lar member, which is open at its respective 
ends, and is externally screw-threaded as 
at 2 and at 3, see Figs. 4 and 5 of the draw 
ings. Suitably mounted upon the screw 
threaded end—portion 2 of the said member 1 
is an ornamental cap or end-member, as 4, 
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which has a duct 5 and a screw-threaded ‘ 
nozzle-receiving member 6, upon which is 
screwed a suitably formed nozzle, as 7, pro 
vided with sprayer-perforations 8. Suit 
ablv mounted upon the other screw-threaded 
end-portion 3 of the said member 1 is a clos 
ing cap or head," as 9, formed with a stem 
receiving perforation, as 10, and an out 
wardly extending annular ?ange 11 ‘of fin- 
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ternal smooth bore. The upper portion of 
said cap or head 9 is also externally screw 
threaded, as at. 12. ‘ Within the said main 
tubular member 1, so’ as to reciprocate there 
in, is a suitable piston or plunger 13 which 
is formed with a stem, as 14, said stem at 
its’ free end-portion extending ‘ into- and 
through the perforation 10, and being screw 
threaded, asat 15. Secured upon this screw‘ 
threaded end-portion 15 of the stem lél is the 
closed-end-portion 17 of a tubular or thim 
ble-like receiving element 16 having an ex 
teriorly screw-threaded portion 18 and a 
plain cylindrical-portion 19, said element 16 
being adapted'to receive and retain within 

1 its.interiorv by friction, or otherwise, a. re‘ 
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vtaming sleeve or ferrule, as 20', for the recep 
ti'onof- the. end-portion of a pencil 21, or the 
like. ' 

"As shown, the. previously-mentioned main 
tubular member 1 may be longitudinally 
slitted, aslat: 22*, for attachment to said mem 
ber ‘l'of the vertical edge~portion 24 of a 
flag 213.,- or other suitable emblem, the said 
flag, or the likeebei-ng", adapted to. be rolled 

‘ ' about the said member 1, when‘ the, device is 
not in use‘, as will be: clearly evident. It 
‘will be understood, however, that the edge 
portion 24 of the: flag 22 may be secured to 
the said tubular body 1 in any other suitable 
manner. . 

y The: reference-character 25 indicates a 
suitably formed. cylindrical casing, which is 
open at both ends, but one of the ends of 
which, as 26, is internally screw-threaded, as 
at. 27 ,, and as clearly‘ represented in Fig. 5 of‘ 
the; drawings. When the device. proper is 
not: in, use, this. cylindrical oasi-ng. 2-5 is un 
screwed from; the ~ screw-threads 18 and 
slipped over? the nozzle. 7 and‘ the; end cap, 4, 
so as to inclose the-main member 1 and the 
flag 2?» furled thereon, the said casing. 25 
having its screw-threaded cnd—portion 26 
screwed directly upon the screwethreads 12 
of the closing cap 01: head 9-,. in: the manner 

* shown Fig 5. of? the: drawings, When 
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the parts ofv the device are thus arranged, 
the device canbe- easily carried in the-pocket, 
and when removed from the pocket may be 
readily employed as a writing implement. as 
will clearly evident from an inspection of’ 

l. of; the drawings. 
To un?iurl the ?ag, all that is necessary" is 

tOatl‘lll?EI‘éW the casing, 25: and remove it from 
itsv inol'osingi relation with the main body 1 

‘ the endqmemberi i; then, reversing 
the casing 25- its internally screw-threaded 
end-portion can be screwed upon the screw 
thread‘ed part. 18. of the end¥~cap~ 16,, in the 
manner illustrated in; Fig. 5-,. the casing 25 
‘inthatcase being used as a, handle for wav 
ing‘ the flag 2:34,; asclearly represented in Fig. 
201?" the drawings By bringing the various 
parts into‘ the relative positions, indicated 
in'Fig. ‘3, 01f; the. drawings,- the. tlag~stem or 
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staff can be suitably lengthened, as will be 
clearly understood from an inspection of 
said Fig. 3. 
The tubular main body l having been pre 

viously provided, by suction, with a quan 
tity of eau de cologne, or if desired with 
water, the fluid may be ejected in a ?ne 
spray from the sprayer-end of the device, 
when the handle thus provided by the cas 
ing is moved up and down, and corre 
sponding reciprocatory movements of the 
piston. or plunger 13 within the tubular 
member 1 is produced. 
The advantages of the herein-above de 

scribed device, as a novelty and a toy, is 
self-evident and need not be further de 
scribed in connection with the present speci 
?cation. I am fully aware, however, that 
changes may be made in the general ar 
rangements and combinations of the various 
devices. and‘ parts, as well as in the details of 
the construction of the said parts, without 
departing from the scope of the present in 
vention as set. forth in the foregoing speci? 
cation, and as de?ned in the clauses of the 
claim which are appended thereto, Hence, 
1 do not limit the present invention to the 
exact arrangements and combinations of the 
various. devices and parts as described in 
the said specification, nor do. I con?ne my- . 
self to. the exact details of the construction 
of the said‘ parts as illustrated in the no 
companying drawings. 

I claim : 
l. A novelty device of the character speci 

?ed comprising a main body-member having 
attached thereto and adapted to be furlcd 
thereon a flag, end-members mounted upon 
the end-portions of said body-member, a tu 
bular member detachably mountedupon said 
body-member and its end-members, said 
tubular member providing an inclosing cas 
ing for the furled flag, and a stem-like ele 
ment slidable with relation to said main 
body-member, arranged to provide an: ex 
tended flag-staff. 

2. A novelty device of the character speci— 
lied comprising a main body-member having 
attached thereto and adapted to be furlied 
thereon a flag, end-members mounted upon 
the end~portions of said body-member, a 
tabular‘ member detachably mounted upon 
said body-member and its end-members, said 
trnular member providing an inclosing cas 
ing for the furled flag, a stem~like element 
slidable with relation to said main body 
member, arranged to provide an extended 
?agsta?, and means connected with the free 
end-portion of said stem~like member for at 
tachment thereto of said tubular member 
when removed from its inclosing relation 
with said main body-member and the end 
members. thereof. 

3. A; novelty device of the character speci 
?ed comprising a main tubular body-mem 

80 

100 

110 

120 

125 

130 



10 

15 

20 

25 

30 

40 

45 

50 

55 

60 

1,153,206 

‘her having attached thereto and adapted to 
be furled thereon a ?ag, end-members 
mounted upon the end—portions of said tubu 
lar body-member, a sprayer-nozzle connect 
ed with one of said end-members, a plunger 
within said tubular member, and a stem con 
nected with said plunger, said stem extend 
ing through a perforation in the other end 
member. ‘ ' ' ‘ _~ " j 

A novelty device of the character specie 
?ed comprising a main tubular body—mem 
ber having attached thereto and adapted to 
be furled thereon a flag, end-members 
mounted upon the end~portions of said tubu 
lar body-member, a sprayer-nozzle connect 
ed with one of said end-members, a plunger 
within said tubular member, a stem connect 
ed with said plunger, said stem extending 
through a perforation in the other end 
member, and a tubular casing-member de 
tachably mounted upon said body-member 
and its end-members, said tubular casing 
member providing an inclosing casing for 
the furled ?ag. 

5. A novelty device of‘the character speci 
?ed comprising a main tubular body-mem 
ber having attached thereto and adapted to 
be furled thereon a flag, end-members mount 
ed upon the end-portions of said tubular 
body-member, a sprayer-nozzle connected 
with one of said end-members, a plunger 
within said tubular member, a stem connect 
ed with said plunger, said stem extending 
through a perforation in the other end-mem~ 
ber, a tubular casing-member detachably 
mounted upon said body-member and its 
end-members, said tubular casing-member 
providing an inclosing casing for the furled 
?ag, and means connected with the free end 
portion of said stem for attachment thereto 
of said tubular casing-member when re 
moved from its inclosing relation with Said 
tubular body-member and the end-members 
thereof. I‘ 

6. A novelty device of the character speci 
?ed comprising a main tubular body—mem 
ber having attached thereto and adapted 
to be furled thereon a flag, an end-member 
mounted upon one end-portion of said tubu 
lar body-member, a plunger within said tu 
bular body-member, a stem connected with 
said plunger, a second end-member mounted 
upon the other end-portion of said tubular 
body-member, said second-mentioned end 
member having a perforation through which 
said stem extends, and a thimble-like ele—_ 
ment connected with the free end-portion of 
said stem. 

7. A novelty device of the character speci~ 
?ed comprising a main tubular body-mem 
ber having attached thereto and adapted 
to be furled thereon a flag, an end-member 
mounted upon one end-portion of said tu 
bular body-member, a plunger within said 

tubular body-member, a stem connected with 
said plunger, a second end-member mounted 
upon the other end-portion of said tubular 
body-member, said ' second-mentioned end 
m'ember having a perforation through which 
said stem extends, and being provided also 
with‘ an externally screw~threaded projec 
tion, and a tubular casing-member mounted 
over said ?rst-mentioned ‘end-memberiand 
said main tubular body-member, said tu~ 
bular casing-member having an internally 
screw-threaded projection of said second 
mentioned end-member. 

8. A novelty device of the character speci 
fied comprising a main tubular body-mem 
her having attached thereto and adapted to 
be furled thereon a flag, an end~member 
mounted upon one end-portion of said tu 
bular body-member, a plunger within said 
tubular body-member, a stem connected with 
said plunger, a second end-member mounted 
upon the other end-portion of said tubular 
body-member, said second-mentioned end 
member having a perforation through which 
said stem extends, and being provided also 
with an externally screw-threaded projec 
tion, a tubular casing-member mounted over 
said ?rst-mentioned end-member and said 
main tubular body-member, said tubular 
casing-member having an internally screw 
threaded end-portion adapted to be screwed 
upon the screw-threaded projection of said 
second-mentioned end-member, and a thim 
ble~like element connected with the free end 
portion of said stem, said thimble-like ele 
ment being also provided with externally 
screw-threaded portion adapted to receive 
the internally screw~threaded end-portion of 
said tubular casing-member when removed 
from the screw-threaded projection of said 
second-mentioned end-member. 

9. A novelty device of the character speci 
tied comprising a main body-member having 
attached thereto and adapted to be furled 
thereon a ?ag, end-members mounted upon 
the end-portions of said body~me1nber, a tu 
bular casing-member detachably mounted 
upon said body-member and its end-mem 
bers, said tubular casing-member providing 
a casing for the furled flag, a thimble-like 
element relatively connected with one of said 
end-members, and a retaining ferrule in en_ 
gagement with said thimble-like element. 

10. A novelty device of the character spec 
i?ed comprising a main body-member hav 
ing attached thereto and adapted to be 
furled thereon a ?ag, end-members mounted 
upon the end-portions of said body-member, 
a tubular casing-member detachably mount 
ed upon said body-member and its end-mem 
bers, said tubular casing-member provid 
ing a casing for the furled flag, a thimble- , 
like element relatively connected with one 
of said end-members, said last-mentioned 
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em1—member-beingprovided' with a perform set: forth. above I have hereunto set my 
tion, a_ stem-like-v element slidable with rela- hand this 9th day of November, 1914. 
tion to; said; main, body-member‘ arranged to t , . 
provide an extended ?ag-sta?, 21nd a retain- SAMUEL EISENBERG' 

5 ing ferrule in engagement With said thimble— Witnesses; 
like element. Fnnmx.‘ G. FRAENTZEL, 
In testimony, that I claim the invention FREDIL, H. W. FRAENTZEL. 

Copies oi this patent may be obtained for ?ve cents each, by addressing the “ Commissioner of Patents, 
Washington,v D. 0.?’ 


