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To all u‘hom- z'tmay concern: I 
Be it known that I, NELSON L. TUCK, a 

citizen of the United States, residing in 
Richmond Hill, county of Queens, State of 
New York. have invented certain new and 
useful Improvements in Picture-Hangers, of 
which the following is a speci?cation. 
My invention relates to improvements in 

hangers, the kind employed in hanging pic 
tures, frames. cabinets, and the like, and has 
for its object the construction of a hanger 
that will. prevent the wire or cord of the 
suspended picture or frame from slipping 
or shifting in the hanger after the picture 
has been placed in the. desired position. 

In my present invention this undesirable 
feature of displacing and dis-arranging the 
_picture is eliminated and the picture or the 
like. held ?rmly ‘in the desired position. 
This is accomplished by forming a tongue, 
preferably of material taken from the body 
portion of the hanger, and bending it out 
wardly away from said body so as to form a 
crotch between said body and tongue. Into 
this crotch thus formed the picture wire or 
cord is placed and will be ?rmly held against 

I slipping or shifting. 
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lVith these ends in view I have devised a 
picture hanger hereinafter described in de 
tail, and the ‘features of novelty pointed out 
in the claims. - . 

Figure 1 is an edge view of the hanger in 
the position it will take when in use; Fig. 2 
is a front view of the same; Fig. 3 is a par» 
tial section of the lower portion of the 
hanger; Fig. 4 is a plan view of the blank 
before it is shaped into a hanger. 

Similar numerals indicate like parts 
throughout the several ?gures. 
In the practical construction and appli 

cation of my hanger, 1 is the body portion, , 
the upper portion of which is shaped in 
such manner as to form a downturned hook 

By means of this hooked portion 2 
the hanger is suspended in position, gen 
erally from a wall molding (not shown) or 
the like, in the lower portion 3 of which 
is placed the wire or cord 4: of the article 
to be supported. This lower, {upturned 
hook portion 3 is constructed in the man 
ner ordinary to hangers, that is, the bot 

' tom portion of the hook is cut away as 
shown at 5——5. This, of course, is for the 
purpose of allowing the wire or cord to make 
a shorter bend'around said hook and to al 
low the wire to be tightly gripped in the 
crotch 7. In order to prevent the wire or 
cord from slipping after it is placed in posi 
tion on hook 3, I provide a tongue 6 which 
is preferably struck out of the body portion 
1 of the hanger in the manner shown in the 
drawings. The free end of this tongue is 
bent back from the body portion 1 suffi 
ciently far to allow the end of said tongue 
to rest on the top of the upturned hook por 
tion 3, as particularly shown in Figs. 1 and 
3. By bending the tongue forward in the 
manner above described, it will be noticed 
that a crotch 7 is formed between the base 
of the tongue and the body of the hanger. 
It is here that the essential feature of my 
invention is disclosed, that is, the gripping 
of the wire or cord 4 in the crotch 7 in such 
manner as to prevent the said wire or cord 
from slipping. When the wire or cord is 
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drawn down tightly in the bight of the _ 
crotch, the edges of the tongue and the walls 
of the opening 9 formed by the removal of 
the tongue from the body of the hanger, will 
?rmly retain the wire or cord in position. 
By placing the free end of the tongue on 
the top of the hook 3, the wire or cord will 
always be guidedinto the desired position in 
crotch 7. . 

It will be noticed that if the weight of the 
suspended article is unusual the tongue will 
yield so: that the hook portion 3 will always 
carry the weight of said suspended article. 
Of course, it is obvious that constructive 

changes in the formation and details can be 
made without departing from the spirit of 
my invention. 

I claim: 
1. A hanger of the character described, 

comprising a. body portion provided with an 
upturned hook portion and a tongue pro 
jecting forward from the body portion in a 
manner to form a crotch between the body 
portion and the tongue, the free end of said 
tongue resting on the top of the upturned 
hook portion. 

2. A hanger of the character described 
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comprising a body portion having an up 
turned hook portion, narrowest at the bot 
tom of said hook, and a tongue formed in 
tegral with the body portion ‘w 1th the free 
end of said tongue extending forward to 
am? above the upturned hook portion, said 
tongue being bent in such manner that a 

crotch formed. between 5m body and the 
tongue. above the boitom oi {he UPPILQI‘XL-QI? 
hook position. 
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