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To all whom it may concern: ‘ . 

Be it known that I, ARTHUR H. MEMM 
LER, a citizen of the United States, residing 
at Monrovia, in the county of Los Angeles 
and State of California, have invented a 
‘new and useful Drawing~File', ‘of which the 
following is a speci?cation. 
This invention relates to a ?le for holding 

drawings, tracings orv other sheet articles 
and relates more particularly to a spring 
clamp,“ therefore the subject matter of the 
present applicationis a'division of my origi 
nal application Serial vNo. ‘625,873, ?led 
May 8, 1911, and allowed‘ December 12, 1912. 
One object of the invention is to provide 

a cylindrical holder open ‘along its side to 
form a' channel and having arranged in 
teriorly a plurality of spring clamps which 
may be locked in, openposition. 

l/Vith this, and other, objects in View, as 
will become more apparent as the descrip 
tion proceeds, the invention consists of cer- . 
tain novel features of construction, combi 
nation and arrangement of parts as will 
be hereinafter described, illustrated and 
claimed. ' V 

In the accompanying drawings: Figure 1 
is an end elevation of the v?le; Fig; 2 ‘is a 
perspective view of one of the holders; Fig. 
3 is a cross sectional view through one of 
the ‘holders showinghthe clamp in closed’. 
position and showing the holder supported. a 
by its sheath; Fig. 4 is a view similar'to 
Fig. 3 showing the clamp in open position; 
Fig. 5 is a section on line 005—005 of Fig. 3; 
Fig. 6 is a fragmentary plan view of one of 
the holders showing the clamping means. 
The ?le includes a carrier frame 8- sup 

ported in any suitable manner and provided 
with a plurality of sheaths or guides 10, for 
supporting the drawing holders. The 
frame 8 is preferably made of sheet metal 
for the sake of lightness and cheapness and 
the sheaths or guides 10 may also be made 
of sheet metal in channel shape, said guides 
having inwardly extending ?anges 11 at 
their lower edges to receive and support the 
drawing holders, Card holders 12 may be 
formed on the sheaths or guides 10 to re 
ceive cards or number tags 13. 
The drawing holders 14 may be formed 

of sheet metal bent in cylindrical shape, 
open at the bottom to form a channel, the 
sides of the holder being formed with 
grooves 15 to receive and engage the in 

wardly‘extending flanges 11 of the guides H 
'10: Clamping devices are provided in the 
said holders for engaging the drawing. said 
clamping devices consisting, for example, as 
shown in Figs. 3 to 6,_of two jaw members 
17 hinged together on a shaft '18 extending 
longitudinally within‘ the holder, said shaft 
being slidably mounted in bearings 19 with 
in the holder. Said jaw members 17 extend 
downwardly from shaft 18 and are curved 
to extend around and embrace the .edges- of 
the drawing, and said jaws are provided 
withyhandle portions or arms "21 extending 
upwardly, so‘ as to be engageable within a 
slot 22 1n the'top of the cylindrical holder, 
the holder top being cut away, as shown at 
23, in advance of this slot to enable the 
?ngers to be inserted at each side of the 
upper arms ofthe clamps, so as to grip the 
said arms'for opening the clamps. A-bow 
spring 24: embracing the clamp jaws ‘tends 
to press the said jaws together to grip the 
paper. ‘The ends of the tube or cylindrical 
holder. 14_ may be closed by disks 26, fas 
tened, for example, by seaming the wall of 
the tube over the disk. These disks may be 
marked or numbered on the outside, in cor 
respondence with the marks on members 13 
in the ‘sheaths or'guides' 10, as indicated 
at 13’. ‘ ' - 

The ?le is used as follows: Assumingthat 
one of the holders 14 is removed from the 
carrier frame 8, the drawings are inserted in 
the holder by pressing on the handle por 
tions 21 of the jaws 17, so as to separate 
the jaws, and then sliding said handle por 
tions into the slots 22 in the holder, the walls 
of said slots then holding said handle por 
tions close together and holding the jaws 
apart. One or more drawings, according to 
the capacity of the clamps and the require 
ments of the user are then inserted within 
the openingat the bottom of the cylindrical 
shaped holder 14 and within the open jaws 
17 and the handle portions of the jaws 17 
are then. drawn out of the slots 22 in the 
holders, allowing the springs 24 to close the 
jaws forcibly on the drawings and grip the 
drawings in the holder. The holder may 
then be slid endwise into one of the sheaths 
or guides lO‘on the carrier frames 8, the 
card 13 in the corresponding card holder 12 
and the numbered tube end, indicating the 
classi?cation of the drawings in that holder. 
If it is desired to remove, the drawings, the 
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corresponding holder will be slid out-from 
the guide 10 thereof and the set or bunch of‘ 
drawings in the said holder may then be 
rolled up on the said cylindrical , holder 
forming a base for a convenient package if 
same is to'be carried about; Any one or 
more of the'drawings insaid set ‘can be re 
moved by loosening one or bothlrof the 
clamps. ; Thus, if it is desired to remove any 
one of the drawings while retaining the 

' others in the holders, one of theclamps will 
be opened and slid endwise to hold it open 
and the otherclamp'left in closed position 
so as to retain the, bunch of ‘drawings in 
place. vThe drawing desired is then pulled 
down on the side toward the opened clamp 
and said clamp is then closed landthe other 

_ clamp opened ‘and the drawing then with 
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drawn bodily from the set, the second clamp 
being then closed leaving the set in position 

‘ in the holder. 
, WVhat I claim is: e V s‘ 

"1. In a ?le for drawings, a drawing holder 
formed as a channel member open along the 
bottom, and , clamps within the channel 
formed with jaws hinged together andv ex 
tending downward from their hinge con 
nections, and provided with handle means 
extending upwardly from the hinge connec 
tion of the jaws, and spring means tending 
to press the jaws together,,the top of the 
channel member being cutaway to expose 
said handle means. , > ' ‘ 

holder formed as a channel member ‘open 
along the bottom, and clamps within the 
channel formed with jaws hinged together 
and extending downward from their hinge 
connection, and provided with handle "means 

Copies of this patent may be obtained for 

2. In a ?le for drawings, a ‘drawing 
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extending upwardly from the hinge ‘connec 
tion of thejaws, and-spring means tending 

40 

to press the jaws together, the top of the ' 
channel member being cut away to expose 
said handle means, and provided with slots 
for engaging said handle means, the jaws 
belng slidably mounted on the channel mem 
ber to'move their handlemeans into and outv ‘ _ 
of saidzslots. ' ' ' r 

3. In a ?le for drawings, a drawing holder, 
provided with‘ clamps longitudinally slid 
able' therein, and means on the'holder en 
gaging with' the clamps for locking the 
clamps, in open position Cwhen they are 
moved endwise in, one direction‘ on the. 
holder, and for releasing the clamps when 
they are moved in‘ the ‘opposite direction. 

' 4.- In a ?le for drawings, a drawing 
holder having ‘ a’ slot, a v‘clamp shiftably 
mounted to move into engagementwith the 
slot to hold theclamp open position,- and 
means tending tolclose 'theclamp when said 
clamp is disengaged from theislot' ’ 
" 5. In a ?le for drawings,ia drawing hol 
der consisting of a._ channel member pro 
vid'ed'with clamping‘ means inside the chan 
nel for' detachably ‘securing. the drawings to 
the holder with ‘the edges of the drawings 
extending within the ‘holder, said holder be 
ing?cylindric'al to adapt. it for holding the 
drawings thereon.’ ‘ " . 

, Intestimony whereof, I have hereunto'set 
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"my" hand at Los Angeles, California, ‘this 
NQVember,'1914. I r ‘ 

ARTHUR H. MEMMLER. , 

Q, Illipresence oi’— ~ . . i I 

VLORA MJBownns, I 
LORRAINE EqDU'RROW. 

14th day of 

?ve cents each, by addressing the ‘fircommissioner of Patents, 
Washington, I). G.” \ 


