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To all whom it may concern: 7 
Be it known that I, GEORGE J. honor, a 

citizen of the United States, _res1d1ng_ at 
Kirksville, in the county of Adair and State 
of Missouri, have invented new and useful 
Improvements .in Folding Tables, of which 
the following is a speci?cation. _ 
This invention relates to improvements in 

folding tables and has particular applica 
tion to a table which may be folded into the 
form ‘of a suit case to ‘facilltate carrying 
thereof from place to place. _ ‘ ' _ 

In carrying out the present invention, it is 
my purpose to provide a folding table of the 
class described wherein the component parts 
will be so arranged and correlated as to en 
able the table to be set up and folded quickly 

_ and conveniently and which will be so con 
nected to one another as to reduce the pos 
sibility of derangement to a minimum. 

It is also my purpose to provide a table 
of the class described which may be put to a 
variety of uses, which may be folded into 

_ small compass, and which will embrace the 
desired features of simplicity, e?iciency and 
‘durability and ‘capable of cheapness of cost 
1n manufacture and marketing._ ' F 
With the above and other objects in view, 

the invention consists in the construction, 
combination and arrangement of parts her'e-v ' 

and falling within the inafter set forth in 
scope of theclaim. . 
In the accompanying ‘drawings, Figure l 

is a view in side elevation of a table con 
structed in accordance with the present in 

tion. Fig. 2 is an inverted perspective view 
of the table showing the parts partly folded. 
.Fig. 3 is a longitudinal sectional view 
through the table in open position. Fig. 4 is 
a cross sectional view through the same. 
Fig. 5 is an enlarged fragmentary vertical 
sectional view on the line 5~5 of Fig. 1. 
Fig. 6 is a similar view on the line 6-6 of 

like View on the line 7~7 
of Fig. 1. Fig. 8 is av view in elevation of 
one of the pivotyplates. Fig. 9 is a view in 
edge elevation of the table folded._ Fig. 10 
is a view in side elevation of the same. 
'Referring now to the drawings in detail, 

1 designates the top of the table. This top 
embodies side bars 2 and end bars'3 and is 
formed of two sections 4, 4placed end to 
end and capable of swinging movement into 
and out of top formation. - ‘ 

,5, 5 designate connecting plates disposed 

projecting toward the ad 

- side bar of the table 

the same being shown in open posi-~ 

at the opposite sides of the table top 2 at 
the meeting ends of the sections 4, 4 and 
having the upper end portions thereof span 
ning the meeting ends of the sections of the 
respective side bars and pivotally connected 
thereto by means of pins 6, and the lower 
portions projecting below the table top. 
The lower portion of each plate 5 is formed 
fwith right angularly shaped slots 7, 7 dis 
posed at the, opposite sides respectively of 
the vertical center line of the plate, each 
slot having one portion arranged vertically 
and the remaining portion horizontally and 

' jacent side edge of 
the plate, as clearly illustrated in Fig. 8 of 
the drawings. Arranged at the opposite 
ends of each longitudinal side bar of the 
table top are vertical legs 8 of suitable 
length and mounted upon each leg 8 at the 
upper end thereof is a bearing 
ing one end portion secured'to 
the leg and the remaining end portion'over 
lying the upper end of the leg and fastened 
thereto. That portion of the plate 9 be 
tween the lower extremity thereof and the 
upper extremity is bowed outwardly from 
the adjacent side of the leg as at 10 and 
formed with an opening 11 that receives the 

‘a pivot pin 12 carried by the 
portlon of the particular end of the 

top, thereby forming a 
pivotal connection‘ between the leg and the 
side bar of the table top. Pivotally con 
nected to the side bars of the table top in 
advance of the legs 8 respectively are levers 

adjacent 

present instance, one edge of each lever 13 
adjacent to the lower extremity thereof is 
formed with a slot 17 that is adapted to re 
celve one end wall of the slot 14 to hold the 
leg against swinging movement, and. the 
portion of the lever 13 below the slot 15 is 
preferably turned outwardly as at 18 to pre 
vent the accidental separation of the lever 
and bracket. Pivotally secured to the up 
per extremity of each lever 13 is one end 
of a link 19 and the remaining ends of the 
links 19 upon each side of the table top pro 
ject toward the particular plate 5 at such 
side of the table top and are provided with 
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pivot pins 20 respectively that engage in the 
respective right angular slots 7 in the plate. 
In practice, when the table is set up, the 

sections of the top are in the same plane, 
the legs 8 in vertical position and held in 
such position by the levers 13, and the- links 
19 reinforce the top of the table, the pins 20 ~ 
resting Within the outwardly projecting por-' 

I tions of the respective slots 7. The links 19 
also act upon the levers 13 to hold the 
notched portions thereof in engagement with 
the end walls of the slots 14 so as to main 
tain the legs 8 in vertical position.‘ 
To fold the table, the latter is inverted 

and the sections 4, 4 of the top swung 
' slightly toward each other about the pivotal 
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connections between such sections and the 
plates 5 and in this movement of the sec 
tions of the top, the levers 13 are relieved of 
the holding action of the links 19 .and may 
be swung about their pivotal connections 
with the side bars of the table top to relieve 
the notched portions of the in?uence of the 
outwardly projecting limbs‘ of the brackets 
16. The legs are now folded onto the re 
spective sections of the top and the sections 
swung together, as clearly illustrated in 
Fig. 2 of the drawings, and in the continued 
movement of the sections of the table top to 
ward each other, the pins 20 on the'inner 
ends of the links 19 ride into the normally 
vertical portions of the respective slots 7 , 
thereby permitting the table to be folded 
together, as shown in Fig. 9. 
The sections of one of the longitudinal 

bars of the table are preferably provided 
with hooks 21 adapted to be connected to 
the ends respectively of a handle 22, as 
clearly illustrated in Fig. 10 of the draw 
ings,‘ to facilitate carrying of the folded 
table. It will‘ be seen that when the table 
is folded a suit case like structure is formed, 
thereby enabling the table to be transported 
from place to place readily and con 
veniently. Any suitable locking means may 
be employed for holding the parts of the 
table folded. - . 

1,181,320 

While I have herein shown and described 
one preferred form of my invention by way 
of illustration, Iwish it to be understood 
that I do not limit or con?ne myself to the 
precise details of construction herein de 
scribed and delineated, as modi?cation and 
variation may be made within the scope of 
the claim without departing from the spirit 
of the invention. 

I claim: 
I A folding table comprising a top formed 
of two sections placed end to end, pivot 
plates at the opposite sides of said top re 
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spectively spanning themeeting ends of‘the , 
sections and pivotally connected thereto 
whereby the sections may be swung toward 
and away from each other, legs pivotally 
connected to the outer ends of each side bar 
of the top and capable of swinging move 
ment onto the particular section of the top, 
levers pivoted to the side bars of the top in 
advance of the respective legs, links each 
having one end pivoted to the upper end of 
one of said levers, pin and slot connections 
between the remaining ends of said links 
and said plates whereby said links may 
swing with said sections in the movement of 
the sections toward and away from each 
other, brackets carried by said legs respec 
tively, each'formed with a slot adapted to 
receive the lower end of the adjacent lever 
whereby. the leg may be reinforced by the 
lever, each lever having one edge thereof 
formed with a slot adapted to engage one 
wall of the slot in the bracket to hold the 
leg and lever against relative movement, the 
lower portion of each lever below the slot 
therein being outturned to prevent acci 
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dental disconnection of the lever from the _ 
bracket. 
In testimony whereof I aiiix my signature 

in presence of two witnesses. 
GEORGE J. KORN. 

Witnesses: 
EDWARD K. vWoonm, 
W. L. JAoKsoN. 


