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To all whom it may concern .' 
Be it known that I, ALBERT H. Onnsnnno, 

a subject of the King of Great Britain, re 
siding at Bawlf, in the Province of Alberta 
and Dominion of Canada, have invented 
certain new and useful Improvements in 
Combination Scoops and SaclcFillers, of 
which the following is a specification. 
This invention relates to scoops and more 

particularly to a combination scoop and 
sack ?ller, the sack ?ller being formed by 
a simple and efficient means which will be 
more fully hereinafter described. 
An object of this invention is a peculiar 

formation of the rear end of the holder 
which has the sack holding means arranged 
within the plane of the scoop so as to elimi 
nate the projecting of sharp points or edges 
from the same. 
Other objects as well as the nature, char~ 

acteristic features and scope of my inven 
tion will be more readily understood from 
the following description taken in connec 
tion with the accompanying- drawings and 
pointed out in the claims forming a part 
of this speci?cation. 
Referring to the drawings :~—F igure 1 is 

a perspective view of my improved device; 
Fig. 2 is a side elevation of the same show 
ing a sack secured to the one end thereof, 
the sack being shown in dotted lines; Fig. 
3 is a rear elevation with the detachable 
closure in place therein; Fig. l is a detail 
view of the locking slot; Fig. 5 is a detail 
fragmentary sectional view of the reduced 
end showing the slots therein; Fig. (3 a 
detail fragmentary view of the closure 
showing the locking hook formed thereon; 
Fig. 7 is a detail fragmentary view of the 
closure showing the slot engaging lugs 
formed thereon; Fig. 8 is a detail enlarged 
fragmentary view of the reduced end show 
ing the arrangement of one of the hooks 
thereon. Fig. 9 is a detail enlarged frag 
mentary view of the reduced end illus 
trating the manner in which the closure is 
locked from movement therein, and F ig. 10 
is a sectional view taken on the line 10~10 
of Fig. 9. 

It has been well known in this art to pro 
vide combination scoop and sack fillers and 
it is the principal object of this invention 
to provide a device of this character which 
will eliminate certain undesirable features 
heretofore appearing. 
In the drawings wherein is shown the 

Speci?cation of Letters Patent. 
Patented May 9, 1916. 

Renewed November 6, 1915. Serial No. 60,166. 

preferred form of my invention the nu 
nieral 10 represents a substantially-semi 
cylindrical member which comprises a base 
11 having the sides 12 thereof bent up 
wardly in the arc of the circle and secured 
at the top so as to form the semi-circle. 
The forward end of the member 10 has the 
top portion thereof cut away from approxi 
mately midway the ends thereof as indi 
cated at 13, which facilitates the operation 
of the same when the device is used in the 
capacity of a scoop. The rear end of the 
member 10 is reduced as indicated at 14 and 
shown to advantage in Fig. 2. The re— 
duced portion 14 forms a perfect circle as 
shown to advantage in Fig. 3 and not a 
semi-circle in accordance with the rest of 
the scoop. Arranged on the outer periph— 
cry of the reduced portion 14 are a plu 
rality of hooks 15 which lie within the 
plane of the member 10 so as to prevent the 
hooks from coming in contact with the op 
erator when the device is used as a scoop 
and further facilitates the scooping or shov 
eling of grain or the like from a ?oor, 
which has heretofore been undesirable in 
devices of this character, in view of the 
fact that the hooks which are adapted to 
engage the open end of a sack, usually 
catch in the floor from which the grain is 
being scooped and thereby prevents the free 
operation of the same. 
The reduced portion 14 is further pro 

vided with a plurality of slots 16 which 
are adapted for the reception of the lugs 
17 which are formed on the peripheral edge 
of the detachable closure 18. A slot 19 is 
likewise provided in the reduced portion 14 
which has the one end thereof open and 
leading to the outer edge thereof so as to 
form a way, which is shown to advantage 
in Fig. 4, and is adapted for the reception 
of the locking hook 20 which is shown to 
advantage in Fig. 6. The said locking hook 
20 is provided by forming a lug on the: 

detachable closure peripheral edge of the 
and turning the same over upon itself as is 
shown in the drawings. Extending at an 
inclination over the forward end of the 
scoop is a bail or handle 21 which facilitates 
the movement of the scoop in a forward di 
rection when the same is used in this ca 
pacity. A second handle or bail 22 is pro 
vided which is arranged in proximity to 
the rear end of the scoop and likewise aids 
in the handling of the scoopywhen the same 
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is used in this capacity and is also used 
to advantage when the device is ful?lling the 
capacity of a sack ?ller, serving as a support 
for the same. 
In operation, when the device is to be used 

as a scoop the detachable end 18 is dis— 
posed in the reduced portion 14: having the 
lugs 17 thereof engaging in the slots 16, 
and the locking hook 20 engaging in the 
slot 19. The bill or finger 23 of the hook 
20 is ?exed to engage the body of the lat 
ter, and the hook then passed through the 
way 24 into the slot 19, being held from dis 
placement in the latter in view of the in 
herent resiliency of the hook, since as soon 
as the slot 19 is reached, the bill will be 
automatically ?exed outwardly to engage 
one of the lateral walls of the slot. Fur 
thermore, a shoulder ‘25 is formed at the 
juncture of the way 19 and slot 24, which 
will prevent removal of the hook from the 
slot until pressure is exerted on the bill or 
?nger 23, to permit the hook passing 
through the way 24. WVhen the device is 
to be used in the capacity of a sack ?ller 
the closure 18 is detached from the rear end 
of the member 10 and the hooks 15 engaged 
in the open end of a sack and the contents 
poured through the forward end thereof. 
The greatest of stress is to be laid on the 
fact that the sack engaging hooks are dis 
posed within the plane of the semi-cylindri 
cal member 10 for the reasons heretofore de— 
scribed in the specification. 

It will be understood that the above de 
scription and accompanying drawings com 
prehend only the general and preferred em 
bodiment of my invention and that various 
minor changes in details of construction, 
proportion and arrangement of the parts 
may be made within the scope of the ap 

Oopies of this patent may be obtained for ?ve cents each, by addres?ng the 
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pended claims and without sacri?cing any 
of the advantages of my invention. 
Having thus fully described my inven 

tion what I claim as new and desire to se 
cure by Letters Patent is :-— 

1. A device as set forth including a sub 
stantially semi-cylindrical member, one end 
thereof being reduced, said reduced end 
being provided with a plurality of slots, the 
one of said slots having an open end and a 
way leading from said open end, a closure 
adapted to be disposed in said reduced end, 
a plurality of lugs formed on said- closure, 
the one of said lugs being elongated and 
bent over on itself, said lug adapted for 
engagement in said slots, the elongated lug 
adapted for engagement in said open end 
slot substantially as speci?ed. 

2. A device as set forth including a re 
ceptacle, one end of which is reduced and 
provided with a plurality of elongated slots, 
one of which has a way leading therefrom 
to the free terminal of the reduced end, a 
shoulder arranged at the jointure of the 
slotted way, a closure for detachable en 
gagement with said reduced end, lugs ex 
tending from the closure to engage said 
slots, one of said lugs being elongated and 
reversely folded on itself to provide a hook 
for engagement in said open end slot, the 
bill of said hook being ?exed inwardly 
when passing through said way and adapted 
to expand when reaching the slot to preclude 
possibility of the closure being accidentally 
displaced. ‘ 
In testimony whereof I a?‘ix my signature 

in presence of two witnesses. 
ALBERT H. OLESBERG. 

WVitnesses: 
S. C. OLESBERG, 
L. SCHULTZ. 

“Commissioner of Patents, 

Washington, D. C." 
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