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To all 'whom it may concern: 
Be it known that I, FRANK HonoDYsKI, a 

citizen of the United States, residing at 
Rahway, in the county of Union and State 
of New Jersey,have invented new and use 
ful Improvements in Folding Brushes, of 
which the following is a specification. 
This invention contemplates the provision 

of a device in the nature of a brush espe 
cially designed for cleaning bottles or other 

v like receptacles. 
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„ More specifically stated, the invention 
embodies a frame including pivotally con 
nected side and end brush carrying mem 
bers, associated with an operating element 
whereby said members can be held in ex 
tended position within the bottle for cleans 
ing the latter, and automatically collapsed 
to permit of the device being easily and 
quickly inserted within or removed from the 
latter when desired. ì  

While the essential characteristic features 
ofthe invention are necessarily susceptible 
of modiiication, still the preferred embodi 
ment of the invention is herein illustrated, 
in whichz ‘ - _ 

Figure 1 is aview showing the device 1n 
position for use within a bottle. Fig. 2 
shows the device collapsed. Fig. 3 is a sec 
tional view taken on line 3-3 of Fig. 1. 

Referring more particularly to the draw 
ing 5 indicates a tubular casing within 
which is slidably mounted the operating rod 
6, the latter being associated with the brush 
frame in the manner to be presently de 
scribed. The frame as shown in this par 
ticular instance includes parallel side brush 
carrying members 7 which are pivotally con 
nected with upper and lower end members 8 
and 9 respectively which are also provided 
with bristles similar to those associated with 
the side members 7. Both the upper andv 
lower members 8 and 9 respectively com 
prise two sections, the adjacent ends of the 
sections of the lower' member being pivot 
ally connected with the lower end of the op 
erating rod 6 while the adjacent ends of the 
sections of the uppermost member 8 are ex 
tended through diametrically opposed elon 
gated slots 10, formed in the tube 5, and are 
pivotally connected with the operating rod> 
6 at a suitable point in its length. It will be 
noted that the casing 5 is open- at both ends, 
and by reason of the manner in which the 
frame is connected with the rod, the frame 
is permitted to collapse upon elevation of 

the rod 6, the side members 7 being"l drawn 
close to the casing 5 while the upper and 
lower end members 8 and 9 respectively are 
-caused to assume a substantially inverted V 
shaped position when'the frame is collapsed. 
In this condition the sections of the lower 
member 9 move an appreciable distance 
wlthin the lower end of the casing 5, while 
the slots 10 permit the sections of the upper 
member 8 to assume the position shown in 
Fig. 2. - 
The operating rod 

apertured lug 12 ñxed vwithin the casing, 
and interposed between the lug 12 and a 
collar or nut 13 mounted upon the rod, is an 
extensile spring 14, which latter operates to 
automatically collapse the frame in the man 
ner shown, when pressure is released from 
`the operating rod 6. The latter is provided 
with a head or knob 16 which projects above 
the upper end of the casing 5. v 
_Ion practice, the device in a collapsed con 

d1t1on as shown in Fig. 2 is inserted within 
the bottle or other receptacle to be cleansed, 
subsequent to which the first and second fin 
gers engage the finger grips 17 formed on 
the upper end of the casing 5, thereby bring 
ing the-palm of the hand above the knob 15 
vof the operating rod, whereby the latter can 
be easily depressed against the tension of the 
spring 14, thereby moving the component 
partsof the frame to extended position for 
use in the manner shown in Fig. 1. Obvi 
ously, by the provision of the finger grips 17 
and the manner in which the device is held 
in the hand of the operator, a ñrm grip may 
be obtained upon the casing and operating 
rod, with a view of holding the frame ex 
tended against the tension of the spring 15, 
while using the device. wWhen it is desired 
to remove the device from the bottle or the 
like, pressure is removed from the operating 
rod 6 whereupon the spring. 15 acts to ele 
vate the rod and automatically collapse the 
frame in the manner shown. The device can 
then be easily removed from the bottle, and 
provides a comparatively small article which 
will occupy but a minimum amount of space. 

It is believed that from the foregoing de 
scription the nature and advantages of the 
invention will be readily understood without 
requiring a more extended explanation, al 
though it is desired to have it understood 
that any suitable material may be employed 
in the production of the device, and that 
the size of the various parts and their .minor 

6 is passed through an 
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details may be changed when desired withn 
_out departing from the spirit of the inven~ 
tion. 
lVhnt is claimed is :- ' 
A device of the class described comprising 

in combination a tubular element having di~ 
ametrically opposed slots opening at its 

' lower end, and at a point adjacent the upper 
cud thereof, a fixed lug arranged Within said 
element, an operating rod slidably fitted 
within said element and through said Washer, 
a collar mounted upon said rod, a spring en 
circling said rod and bearing against the 
said lug and collar to hold said rod nor 
mally elevated, a frame composed of pivot 
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ally connected parallel side and end brush 
carrying members, said end members con~ 
sisting,r of sections, the adjacent ends of 
which extend through said slots and are piv 
otally connected with said rod, whereby the 
component parts of said frame may be ex-~ 
telàded or collapsed upon adjustment of said 
ro . 

In testimony whereof l aflìx my signature 
in presence of two Witnesses. 

FRANK HORODYSKI. 

Witnesses: 
BENJAMIN FARBER, 
J osnrH T. MEAD. 
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