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To all whom it may concern: - 
Be it known that I, ELIZABETH CATI-I‘AR'INE 

J ONES, a citizen of the United States, resid 
ing at Altus, in the county of Jackson and 
State of Oklahoma, have invented certain 
new and useful Improvements in Moisten 
ers; and I 'do hereby declare the following 
to be-a full, clear, and exact description of 
the invention, such as will enable others 
skilled in the art to which it appertains to 
make and use the same. - -. ' 

This invention ‘relates to moisteners,-and 
has for its object to provide a device of this 
character of simple and light construction 
primarily adapted for desk use and for 
carrying in the pocket of a garment. 
Another object of the invention is the 

V provision of means for positively closing 

20 
the mouth of the liquid container for pre 
venting the liquid contents from leaking into > 
the pocket of a' carrier or upon any-other 
object on which the moistener is placed. 
With these and other objects inv View, the 

, invention consists in the novel construction, 
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formation and arrangement of parts as Will _ 
be hereinafter speci?cally described, claimed 
and illustrated in the accompanying draw 
ings, in which, 1 ‘ 
Figure 1 represents a top plan view of a 

moistener constructed in accordance with my 
invention, Fig. 2 represents a side elevation 
thereof, Fig. 3 represents a front elevation 
of the moistener, and, Fig. 4 represents a 
central sectional view through a slightly 
modi?ed form of the moistener inclosed by 
an ornamental housingor casing. ' 
Referring to the drawing in detail, where 

in similar reference numerals designate cor 
responding parts throughout the several 
views, the numeral 10, indicates the body of 
a suitable liquid container which is prefer 
ably formed of a ?exible or semi-flexible ma 
terial such as rubber or celluloid, and which 
may be formed in any shape desired, being 
here shown as having substantially circular 
end walls 11 and a substantially annular side - 
wall 10. The thickness of the material oom- ’ 
posing the container is preferably increased 
at the end walls 11 for reinforcing and 
strengthening the parts thereof. A neck 12 
is formed on the body of the container and 
is composed of the same ?exible material as 
the latter. The neck 12 is formed with an 
elongated opening 13 communicating with _ 

the interior ofthe body and in which a suit 
able‘ llquid absorbent 14 is removably dis+ 
posed. > . . 

A presser bar 15 is disposed on each side 
of the neck 12, and these presser bars'are 
pressed inwardly toward the I neck 12 by 
suitable springs 16 secured on'the opposite 
sides of-the neck by pins 19 and having the 
opposite ends looped around pins formed on 
the ends of the bars 15. The‘ tension of the 
springs 16 is su?icient to contract the neck 
12 and retain the inner surfaces of the walls 
thereof in contact and ‘thus prevent the es~r 
cape‘ of liquid from the container ‘except 
when the presser bars are manually or other 
wise separated. A. curved handle 18 isse 

' cured centrally on each’of the presser bars 
15 and is‘formedto snugly ?t against’ the 
walls of the container 1 . 
In use, the moistener may be conveniently . 

and safely. carried about in‘the pocket, or 
any .othersuitable (receptacle, and when it 

desired to-use the moistener to apply a 
postage stamp or seal an envelop the free 
ends of the handle 18 are pressed inwardly 
by‘the'?ngers of one hand thus depressing 
the opposite side portion of the annular thin 
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wall of the liquid container 10 compressing ; 
the contents of the latter and forcibly eject 
ing a part thereof through the neck 12 to the 7 
liquid absorbent 14. When the handles 18 
are released the tension of the springs 16 
again draw the presser bars 15 together, 
clamping'the neck 12 of the container and 
positivelyv preventing further leakage of the 
liquid contents. ' ' 

Referring to Fig. 4:, wherein is shown a 
90~ 

slightly modified‘ form of the invention, the ' 
numeral 21 indicates a‘ casing or housino' for . 
the moistener which is particularly adapt 
able for desk vuse. The casing 21 may be 
formed to represent any desired object or 
person so as to present a neat ‘and attrac 
tive appearance and is formed in thetop 
with an opening 23 through which the'?nger 
of the operator is adapted to be extended 
to depress the upstanding arm 24 and handle 
23 which latter is disposed against the?ex 
iblewall of‘the liquid container 25 having 
a neck 26 also formed of flexible material. 
A suitable stand 27 is secured to the bottom 
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22 of thecasing 21 for ‘supporting the con_ i ' 

tainer.,: The stand 27 is formed with ‘an 
tainer in operative position within said con- -. 
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outwardly directed arm 28 carrying a cross 
bar 29 engaging and supporting the neck 26 
of the container. The handle 23 is provided 
with a presser bar 30 engaging against the 
top of the neck 26 and normally retaining 
the latter closed by the tension of spring. 31 
connecting the outer extremities of the 
presser bar 30 with the stationary bar 29. 
An opening is formed through the vertical 
wall of the casing 21 and the end of the neck 
26 extended therethrough, and a suitable 
section of liquid vabsorbent 32 is disposed 
within the extreme outer end of said neck. 
In use, when it is desired to moisten an 

object with the absorbent strip 32, the mem 
ber 24: is depressed together with the adja 
cent portion of the body of the container 25. 
Simultaneously, the presser bar 80 is raised 
from contact with the neck 26 and the com 
pressed liquid within the container 25 per 
mitted to ?ow through the neck 26 and onto 
the absorbent strip 32. ' 
What I claim is :— ' 
1. A moistener comprising a ?exible body, 

a ?exible neck extending the width of said 
Y body, means to normally hold said. neck 

rm 
l 

closed, and means to eject the contents of 
said body and to open said neck. 

2. A moistener comprising a ?exible body, 
' a ?exible neck extending the width of said, 
body, bars extending transversely across 
said neck, spring means connecting said 
bars and normally tending to draw the bars 
together to close the neck, and means to 
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eject the contents of said body and ‘to open 
said neck. 

3. A moistener comprising a ?exible body, 
a ?exible neck extending the width of said 
body, a bar disposed on eachrside of and ex 
tending transversely across 
spring means connecting said bars normally 
tending to draw the bars together to close 
said neck, an arcuate handle secured to the 
central portion of each of said bars and em 
bracing said ?exible body, whereby when 
said handles are compressed the contents of 
said body‘ will be ejected and the neck 
opened. ' ‘ 

ll. A moistener comprising a body formed 
of ?exible material, a ?exible neck for said ' 
body, a liquid absorbent in the outer end of 
said neck, means for normally closing said 
?exible neck, a- pair of oppositely disposed 
handles connected to said closing means, a 
support for the body connected to the lower~ 
most of said handles, an upright plunger 
secured at the top of said body to the other 
of said handles , and in direct-Valinement 
with said support whereby said handles are 
compressed and the closing means released 
and the contents forced from said body 
when said plunger is pressed downward. 

‘ I11 testimony whereof I a?ix my signature 
in presence of two witnesses. . 

' , ELIZABETH OATYHARINE JONES. 

' Witnesses: ‘ ' 

BRODIE HAMILTON, 
D. A. Moonn. 

Copies of this patent may be obtained forl?ve cents each, ty addressing the “Commissioner of Patents. 
' Washington, D. G.” > 
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