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To all whom it may concern: ’ 
Be it known that 1, WILLIAM E.’ COOK, 

a citizen of the United States, residing at 
Northfork, in the county of McDowell and 
State of West Virginia, have invented cer 
tain new and useful Improvements in Re 
ceptacles for Holding. Gauze or the like, of 
which the following is a speci?cation. 
My invention relates to improvements in 

receptacles for receiving and pivotally ‘hold 
ing a roll of surgical cotton, gauze or the 
like, to permit a proper amount of the‘ same 
being withdrawn, in a highlyexpeditious 
‘and convenient manner. 7 

' An important object of the invention is 
to provide a receptacle of the above men 
tioned character, which is simple in ‘con 
struction, and inexpensive to manufacture. 
‘A further object of the invention is to 

provide a receptacle or box of the above 
mentioned character, having means for hold 
ing theyspin-dle of the roll or reel, which 
will permit the spindle being placed therein 
in an expeditious and convenient manner. 
A further object of the invention is to 

provide a receptacle of the above mentioned 
character, which is adapted to be formed of 
a single blank. ' 

Other objects and advantages of the in-_ 
Tention will be apparent during the course 
of the following descrlption. ' 
In the accompanying drawings forming , 

a part of this speci?cation and in WlllCll‘ 
like numerals are employed to designate 
like parts throughout the same, Figure l is 
a perspective view of a receptacle or box 
embodying the invention, in the assembled 
condition with the cover open, Fig. 2 is a 
plan view of a blank from which the box 
is formed, Fig. 3 is a central vertical lon- ' 
gitudinal sectional view through the body 
portion of the box, showing the roll partly 
inserted therein, Fig. 4 is a similar view 
with the spindle of the roll disposed in the 
openings of the ‘pivot holding flaps," and, 
Fig. 5 is a perspective view of the box, with 
the elements at one end thereof separated 
for the purpose of illustration. A ‘ 

Attention being called ?rst more par 
ticularly to Fig. 2, it will be seen that the 
numeral 10 designates a. sheet or blank, as 
a whole. This blank is preferably formed 
of card-board 01' the like. 
transversely scored or marked, as shown at 
11, 12, 13 and 14. The scores 13 and 14 
form a bottom 15. Formed integral ‘with 

The blank 10 is‘ 

.this bottom are sides 16 and 17, foldable 
upon the lines or scores 13 and 14. Formed 
vintegral ‘with the side 17 is a. top. or cover 
18, foldable upon the line or score 12. The 
top or cover 18 carries a flap 19, integral 
therewith, and foldable upon the line or 
score 11. p 

The bottom 15 is provided with end ?aps 
20, integral therewith and, foldable upon 
transverse lines 21. The side 17 carries end 
?aps 22, foldable upon scores or lines 23.. 
The end ?aps 22 are provided with openings 
or slits 24, for a purpose to be described. 
The ?aps 20 and 22 have no direct connec 
tion as the material or sheet is slit at 25. 
Formed integral with one side 'of each 

end‘?ap 22 is a foldable pivot-holding ?ap 
26,- comprising sections 27 and 28, which 

4 are foldable upon a transverse score 29, the 
entire ?ap being foldable upon a transverse 

. score 23’. At its end, the section 27 is again 
folded upon a transverse score or line 30, 
providing a. spring extension 31. 
tion of folding the pivot holding flap 26 
upon itself and providing the extension 31 
is to provide means whereby the ?ap is ?exi 
ble or resilient, and will automatically move 
inwardly, as will be apparent. It is obvious 
that other means, such as a spring or the 
like, may be employed to move the flap in 
wardly. The ?ap 26 is provided with an 
opening or, slot 32, the portions of which 
are in registration When the. sections 27 and 
28 are folded.- The ?ap 26 has no direct 
connection with/the cover 18 and ?ap 19, 
the same being separated-by a cut or slit .33. 
The side 16 is provided with ?aps 34, 

foldable upon transverse lines or scores 35. 
The ?aps 34 are provided with tongues 36, 
adapted to enter the slits‘ or openings 24, 
when, the different elements ‘of the box are 
assembled. ‘ p M 

The numeral 87 designates a roll or reel 
of surgical material, such as'cotton, gauze 
or the like. This roll is carried by a‘spin 
dle 38,_the ends of which are adapted to 
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enter the openings 82, as will be more fully 7 
described. > 

In assembling the blank 10 into the box, 
the bottom 15 is held horizontal and the end 
?aps 20 are bent upwardly to a vertical po 
sition. The side 17 is next swung to the 
‘vertical position. Each pivot holding ?ap 
26 is folded upon the line 29 and the spring 
?ap 31 is folded upon the score 30, and this 
score is brought into substantial registration 
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'With the score 23’. The end 22 is then 
swung laterally and inwardly to lie ?at 
against the end ?ap 20, the folded ?ap 26 
resting upon the upper end of the end ?ap 
2Q,- as'clearly shown in Fig; 5. This having 
been done, the side 16 is moved to the verti 
cal position with the flaps 3% arranged ex 
teriorly of the‘ end ?aps 22. 
tongues 36 are now inserted in the openings 
or slits 24. The cover 18 may be in the 
open position and of course carries the ?ap 
19._ “Then the box is thus assembled it will 
be found that the pivot-holding ?aps 26 are 
resilient and swing inwardly to be normally 
arranged at an inclination, as illustrated in 
Fig. 3. ‘ 
“Then the roll 37 and its spindle 38 are in 

troduced into the body portion of the box, 
the spindle slidably contacts with the ?aps 
26, and tends to move them to a substan 
tially vertical position. WVhen the ends of 
this spindle enter the openings 32, the ?aps 
26 move inwardly su?iciently, whereby the 
spindle is securely held in. these openings. 
In this manner the roll is' pivotally held 
within the box, and a suitable portion of the 
material of the roll may be~unwound, and 
cut therefrom. lVhen the material is not 
in use, the cover is moved to the closed posi 
tion and the ?ap 19' inserted inwardly of 
the side 16, between it and the roll. 

It is to be understood-that the form of my 
invention herewith shown and described is 
to be taken as a preferred example of the a 
same, and that various changes in the shape, 
size, and arrangement of partsmay be re 
sorted to without departing from the spirit 
of the invention or the scope of the sub 
joined claims. > 
Having thus described the invention, I 

claim: . 

1. A receptacle for holding a roll carried 
by a spindle, comprising a body portion in-, 
cluding end portions, and ?aps formed in 
tegral with the upper ends of the end por 
tions and bent downwardly upon said upper 
ends to extend downwardly into the body 
portion‘and provided at points spaced a sub 
stantial distance from said upper ends with 
openings to receive the spindle. 

2. A receptacle for holding a roll carried 
by a spindle, comprising a body portion in 
cluding end portions, and ?aps formed in- 
tegral with the upper ends of the end por 
tions and bent ‘downwardly upon said upper , 
ends to extend downwardly within the body 
portion, each ?ap havingits material at its 
lower end'tbent transversely upon itself for 
forming the ?ap in two thicknesses with 
the free end of said material of the flap bent 

The locking _ 

"end ?aps foldable upon 
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transversely adjacent the said upper end of 
the end portion, each ?ap being provided 
near its lower end with an opening to receive 
a portion of the spindle. 

3. A blank for forming a box; comprising ‘ 
a bottom provided with end extensions fold 
able upon transverse scores on the bottom; 
a side foldable upon a longitudinal scorev 
upon the bottom and carrying end ?aps fold 
‘able upon transverse scores upon the side; a 
second side foldable upon a longitudinal 
score upon' the bottom and carrying end 
?aps foldable upon transverse scores upon 
such side; pivot~holding ?aps carried bythe 
end ?aps of the second named side and 
adapted to be arranged inwardly of all of 
the end ?aps; and means for connecting the 
end ?aps of one side with the end flaps of 
the other side. , _ 

4. A blank for forming a box; comprising 
a bottom provided with end extensions fold 
able uponptransverse scores on the bottom; a 
sidev foldable upon a longitudinal score'on 
the bottom and carrying end flaps foldablo 
upon transverse scores upon the side; a sec- ‘ 
end side foldable upon a longitudinal score 
upon the bottom and carrying end ?aps fold 
able upon transverse scores upon such side; 
pivot-holding ?aps carried by the end ?aps 
of the second named side and bodily fold 
able upon a transverse score upon such end 
?aps, the pivot-holding ?aps being foldable 
upon themselves upon‘ a transverse score and 
provided at‘ their ends with spring ?aps 
foldable upon transverse scores; and means 
for connecting the end ?aps of one side with 
the end ?aps of the other side. 

5. A blank for forming a box; comprising 
a‘ bottom provided with end extensions fold 
able upon transverse~ scores upon the bot 
tom; a side ?ap foldable upon a longitudi 
nal score upon the bottom and carrying end 
?aps foldable upon transverse scores upon 
the side; a second side foldable upon a longi 
tudinal score upon the bottom and carrying 

transverse scores 

upon such side; pivot holding ?aps provided 
with openings and carried by the end ?aps 
of the second named side; means for con 
necting the end ?aps of-one side with the 
end ?aps of the other side; a cover carried 
by the second named side and foldable upon 
a longitudinal score thereof; and a ?ap car 
ried by the cover. _ 
In testimony whereof I at?x my signature 

in presence of two witnesses. ' ' 
WILLIAM EDWAlltD ooox. 

\Vitnesses: 
L. H. Coon, 
vLAwsoN ‘VORRELL. 


