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To all whom it may concern: - - 

Be it known that 1, JAMES W. Dr CAMP, a 
citizen of the United States, residing at 
Blackwell, in the county of Kay and [State 
of Oklahoma, have invented certain new and 
useful Improvements in Caskets, of which 
the following is a specification. , 
This invention relates to burial ‘caskets 

and more particularly to a novel lining for 
the top of such casket, the casket in which 
the lining is arranged being formed of 
glass and the lining arrangement being such 
that the remains may be viewed or not as de- . 
sired. . 

More particularly this invention is a divi 
sion of my co~pending application, Serial 
Number 40,999, ?led July 20, 1915. 
In the accompanying drawings: Figure 1 

is a bottom plan View of a portion of a cas 
ket top having arranged therein the lining 
embodying the present invention. Fig. 2 is - 
a vertical transverse sectional View through 
the lining structure and the top in which it 
is arranged. Fig. 8 is a group perspective 
View of the members'comprising the lining 
structure. ' 

As before stated, the'casket has its body 
and top or lid formed from glass molded to 
the desired shape and as the present inven 
tion has only to deal with that portion of 
the lining which is arranged withinthe lid, 
the‘’ entire casket has not been illustrated. 
In the drawings the lid is indicated by the 

numeral 1 and, as stated, may be of any de 
sired shape and its walls may be of any de 
sired thickness, the side walls of the lid be 
ing indicated speci?cally by the numeral 2. 
Arranged within the lid 1 is a wooden frame 
3 which is supported or held in place by fric 
tional engagement with the sides‘ 2 of the lid 
and this frame is preferably provided with 
a covering 4 of the same material as em 
ployed in the general preparation of the lin 
ing. ‘In the drawings the numeral 5 indi 
cates an‘ annular frame preferably of wood, 
although any other suitable material may be 
employed, and this frame is arranged within 
the lid by slightly compressing the said 
frame and disposing it within theframe 3 at 
the head end of the casket. The inherent re 
siliency of the frame and its tendency to re, 
sume its normal shape after being relieved 

the opening de?ned by this frame. 

Serial No. 68,408. 

of lateral compression, will result in ‘the 
sides of the frame binding frictionally’ 
against the‘isides of the frame 3 and the said 
frame 5 will be in this manner‘ supported al 
though, it ~ desired, additional securing 

. means may be employed} The covering or 
lining 4 which conceals the frame‘ 3 serves 
also to conceal the frameb and'the lid of the 
casket being transparent it,’ will be linden. 
stood that the remains "1 may be, viewed 
through the said lid and through the ‘open; 
ingsvde?ned by the said frame 5. 
In order that the remains may be con 

cealed when so desirech-a lining member is 
provided which is removably ?tted within 
the frame 5 and whenin place serves to crllpse 

he 
member above referred to comprises an an 
nular frame 6 which is preterablyiiof' wood 
and this frame has stretched over it’ and suit» 
ably secured, a lining sheet 7 of the same ma 
terial as the material of the lining for the lid 
‘of the casket. ' 

Referring now to Figs. 1 and 2 of the 
drawings, it will be observed that when it is 
desired to conceal the remains the lining 
‘member above described is ?tted within the 
frame 5 and held frictionally therein and it 
may be removed and replaced as often as de 
sired and when in place will be securely held 
without the employment of extraneous ‘fas 
tening means. ' . 

Vfhile it is preferable that the frames 3, 
5 and '6 be made of Wood, it will. ‘be under 

listoodthat metal may be employed or, in 
fact, any material having the desired re 
siliency. - it will also be noted that inasmuch 
as the lid is transparent it' is desirable that 
the lining employed be double "faced or, in 
other words, ?nished upon both sides so that 
it will present a neat appearance when 
viewed through the said lid and will pre: 
sent an equally neat appearancewhen the 
lid is‘ open. Also, if desired, one face of the 
lining may be white and the other face 
black. ' ' i ‘ 

.Having thus described the invention, what 
is claimed as new is: ‘ 

1. A casket lid of transparent material 
provided interiorly with a lining including 
a permanently ?xed section and a removable 
lining sectiQZli ' - v, ' 
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2." A casket lid of transparent material, a 
lining arranged Within the lid, a frame sur 
rounded by the lining ‘and providing a sight 
opening, and a lining section remov‘ably 

5 ?tted in the said frame. ' ~ 
8. A casket lid of transparent material, a 

lining arranged Within the lid, a frame sur 

rounded by the lining, a, second. frame re 
movably ?tted into the ?rst mentioned frami 
and held therein by friction, and a lining 
section removably arranged Within the sec 
ond mentioned frame. ' ' 

\ In testimony whereof, I affix my signature 
JAMES‘ W. DE CAMP. ' [Ls] 


