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To all whom it may concern: 
Be it known that I, HAnoLn F. Corrns, a 

citizen of the United States, and a resident 
of Nappanee, in the county of Elkhart and 
State of Indiana, have invented a new and 
Improved Flour-Bin, of which the following 
is a full, clear, and exact description. 

This invention relates to ?our bins, and 
has for an object the provision of an im 
proved structure which may be raised and 
lowered or moved from one position to the 
other with a minimum effort. 
Another object of the invention is to pro~ 

vide a bin which may be moved pivotally to 
a lower position, and when in such a position 
will expose a ?lling opening at a convenient 
height. 
In the accompanying drawings—Figure 

1 is a longitudinal vertical section through a 
bin embodying the invention; Fig. 2 is a de 
tailed fragmentary perspective view on a 
reduced scale of the bin arranged in its low 
ered position; Fig. 3 is a detailed perspective 
view of a retaining bracket. 
Referring to the accompanying drawings 

by numerals, 1 indicates a cabinet of any de 
sired kind having a compartment 2 which if 
desired may be closed by doors 3 and él. 
Connected with the side walls of compart 
ment 2 are a pair of brackets 5 for receiving 
the ends of the rod 6, which rod is rigidly 
secured to the lower part of the can or bin 7 . 
Each of the brackets 5 is provided with an 
o?'set portion 8 formed with a notch 9 hav 
ing a transversely arranged notch 10 extend 
ing above and below the notch 9. These 
brackets hold the bin 7 slightly away from 
the sides of the compartment 2 and thereby 
allow the bin to move freely into and out 
of the compartment 2. It will-be observed - 
from Fig. 2 that the rod 6 is arranged near 
the front of the bin when the same is in its 
normal operative position, whereby the 
weight of the bin and also the weight of the 
contents will tend to hold the bin in its nor 
mal position within the compartment 2. 
The lower part of the bin 7 is provided 

with any suitable form of discharge member 
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having a cap 11 and a sifting device 12 while 
the upper end is closed when in an operative 
position in the housing or compartment 2, as 
shown in Fig. 1. A window 13 is arranged 
in the front of the bin at a convenient point 
so that the contents may be readily observed. 
Arranged on the back of the bin is an aper 
ture or ?lling opening 14, preferably pro 
vided with a turned-up portion 15, said 
turned-up portion being part of the back of 
the bin. Fitting over this turned-up portion 
is a cap 16 having a suitable turned-down 
portion. The cap 16 is provided with a cross 
bar 17 having depending catches 18 and 19 
designed to interlock with the housing 20 
and 21 secured to the back of the bin. It 
will be noted that the opening 14 is adjacent 
the upper end of the bin when the bin has 
been moved to a lowered position as shown 
in dotted lines in Fig. 1. This provides a 
free entrance to the interior of the bin at a 
convenient point and one at such a height as 
to readily allow anyone to re?ll the bin. 
After the bin has been re?lled the same may 
be easily moved to the position shown in full 
lines in Fig. 1, and in such a movement the 
weight of the bin will be taken up princi 
pally by the shaft or rod 6, except possibly 
for a few inches of the movement. In this 
way an appreciable amount of the weight is 
never borne by the person operating the bin 
while the weight of the bin and its contents 
continually tend to hold the bin closed or in 
the operative position shown in Fig. 1. ' A 
cross bar 22’is provided in chamber2 against 
which the upper end of the bin rests so as to 
prevent any undue pressure on the cap 16. 
What I claim is——— 
In a flour bin, a housing having a cham 

ber, a can arranged in said chamber, the up 
per end of the can when in operative posi~ 
tion in the housing’ being closed, and the 
lower end being provided with a discharge 
member, the said can being formed with a 
?lling opening in its back near the said 
lower end, a rod connected with the lower 
part of the can near the front thereof, and 
means for pivotally supporting the ends of 
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the rod to permit the can to be swung freely name to this speci?cation in the presence of 
g?wnward and out of the housing, the said two subscribing Witnesses. 

' in opening When the can is swung out- _ { \ 
War?y, being at the front and adjacent the HAROLD FRANK COPPDb' 

5 highest part of the can to permit of readily Witnesses: 
?lling the can.’ ' ‘ ' O. J. DE Bow7 " 
In testimony whereof I have signed my H. B. Zoon. 

Copies of this patent niay be obtained vfor ‘?ve cents each, by addressing the “Commissioner of Patents. 
' Washington, D. G.” 


