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To all whom it may concern: 
Be it known that ‘I, AUGUST C. ERTNER, a 

citizen of the United States, residing at Van 
couver, in the Province of British Columbia, 
Canada, have invented certain new and use 
ful Improvements in Typ'e-lVrit-er Copy 
Holders, of which the following is a speci? 
cation. ~ ~ 

This invention relates to a copy holder 
which has been particularly designed for re 
movable attach-ment to the carriage of a 
typewriting machine holding the stenog 
rapher’s note-book or sheets which are be 
ing copied, in a convenient position for easy 
reading by the operator of the machine. 
The device has also been designed to fold 
forward when not in use over the body of 
the machine so that ifv for any reason the 
operator leaves the machine the work which 
is being copied need not be displayed. 
The device is particularly described in 

the following speci?cation, reference being 
made to the drawings by which it is accom 
panied, in which: 
Figure 1 shows the device in perspective‘. 

Fig. 2 is a side elevation of the copy retain 
ing latch. Fig. 3 shows a modi?cation of 
the supporting foot or check. 
In these drawings 2 represents the side 

uprights of a light rectangular metal frame, 
the upper ends of which uprights are con 
nected by a cross rail 3. To one end of this 
cross rail 3 is secured at 4 a light retaining 
strip 5 having a resilient tendency to open. 
The free end of this strip is retained on the 
copy inserted behind it, by a spring latch 6 
which is riveted or otherwise secured at 7 
to the back of the adjacent side member 2 
and is bent as at 8 to engage the end of the 
cross rail 3 and the free end of the strip 5. 
The latch has also an angled portion 9 in 
front which serves the purpose as a ?nger 
engagement with which to release it and it 
also facilitates latching of the end of the 
strip by pressure on the free end of it against 
the end of the cross rail 3. 
The lower end of each upright member 2 

is bent or notched, as at l0,'to partially en 
circle the tie rod 15 at the back of the car 
riage of the typewriting machine or other 
convenient part of it, and to retain these 
notches on the rod 10 a spring 11 is secured 
at 12 to each upright 2 and extends over the 
notch, so that the copy holding frame will 
be .pivotally supported on the rod 10. 

‘Below the encircling portion 10 the end 
of each. side support 2 is backwardly bent, 
as at 13, to engage some portion of the car 
riage, such as the selecting bar 16, behind 
the rod on which it is pivoted and thus sup- i‘ 
port the copy holding frame at a stable back 
ward angle convenientto the operator. In 
steadof being backwardly bent to‘ form this 
support the end 13 of one of the‘ uprights 2 
may be produced below the encircling POI‘—' 
tion'lO ‘and laterally turned to‘ pass under 
the spring 17 of the platen ratchet roller or 
other convenient ?xed‘ part of the carriage 
(see Fig. So constructed,‘ the copy 
holder may be quickly attached to the rod 15 v 
or other like part of a typewriter carriage 
being‘ simply pressed down upon the rod 
until the springs 11 yield outward and per 
mit the rod to enter the notches 10 and the 
frame 2, 3 will be supported against back 
ward movement at a convenient angle for 
use by the feet 13, but when it is required to 
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conceal the copy, the frame may be folded ' 
forwardinthe direction of the arrow 6 over 
the upper part of the machine, the frame 
turning on the rod 15 with which its notches 
10 are in engagement, the supporting mem 
ber 13 lifting off that portion of the frame 
on which it rests, as in Fig. 1, or moving 
down from the lateral support, as shown in 
Fig. 3. 
The copy, whether stenographer’s note 

book or sheets of printed matter, may be 
readily passed behind the thin resilient strip 
5, and the free end of that strip being 
pressed against the top bar 3 will be latched 
on engagement with the incline 9 of the 
latch which will press the spring 6 back and 
permit the bent portion 8 of the upper end 
of it to secure the free end of the strip 5 
to the same end of the top bar 3. 
The light resilience of the strip 5 permits 

the copy to be readily drawn upward as 
the work progresses to facilitate ?nding 
of the place from which the operator is 
transcribing. ~ 

When it is desired to remove the copy 
holding frame, the same may be readily 
pulled away, the springs 11 yielding out 
ward to relieve the notches 10 from engage~ 
ment with the rod 15 of the carriagepon 
which it is pivotally mounted. 
The device is simple to construct and is 

not liable to derangement. 

80 

85 

90 

160 

Having now particularly described my 110 
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invention, I hereby declare that what I claim 
as new and desire to be protected in by 
Letters Patent, is: j‘ 

1. In combination with a typewriting ma 
chine having a carriage provided with a 
stay rod, of a copy holder comprising 
a light frame composed of uprights and 
an upper cross rail, resilient ,means for 
pivotally connecting the lower ends of the 
uprights of this frame to said stay rod of the 
typewriter carriage, means for supporting 
the frame against pivotal movement back 
ward on said rod, and means on the cross 
rail of the frame for retaining the sheet or 
sheets to be copied. 

2. A copy holder for a typewriting ma~ 
chine, said copy holder comprising a light 
frame composed of uprights and an upper 
cross rail the lower end of each uprightbeing 
notched to ?t on a stay rod of the type 
writer carriage and below the notch bent 
to engage an adjacent stationary part of 
the typewriter carriage and prevent pivotal 
movement of the frame backward beyond a 
certain limit, a spring secured to each up 
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right adjacent the lower end and projecting 
over and beyond its notch, a light metal 
strip secured at one end to the end of the 
cross rail and extending'along it to the other 
end, and means for latching the free end 
of this strip to the end of the cross rail. 

3. In combination with a typewriting ma 
chine having a carriage provided with a 
stay rod comprising a light open frame com~ 
posed of uprights and an upper cross rail, 
the lower end of each upright provided with 
resilient means for pivotally mounting the 
frame on said stay rod and with means 
below the notch for preventing pivotal move 
ment‘of the frame on said rod backward be 
yond a certain limit, a- copy retaining strip 
secured to one end of the cross rail and ex— 
tending along its front, said strip having 
a resilient tendency from the cross rail, and 
a spring latch for retaining the free end - ' 
of the strip in engagement with the adjacent 
end of the cross rail. 
In testimony whereof I affix my signature. 

AUGUST 0. ERTNER. 
each, by addressing the “Commissioner of Patents, 

Washington, I). G.” 
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