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To all whom it may concern: 
Be it known that I, Jenn It. BALLENTINE, 

a citizen of the United States, residing at 
Toledo, in the county of Lucas and State of 
Ohio, have invented certain new and useful 
Tmprovements in Ticket-Holders, of which 
the following is a speci?cation. 
This invention relates to ticket holders 

of that type which is adapted to be carried 
in the pocket and from which a ticket can 
be ejected by thumb pressure. 
The device comprises a holder in which 

two different kinds of tickets can be carried, 
and either kind of which can be dispensed 
from the end of the holder, one at a time 
as desired. Or one side may be used for 
tickets and the other for postage stamps. 
A further object of the invention is to sim 

plify and cheapen the cost of manufacture, 
by using only two or three parts, construct— 
ed and assembled in a novel manner, two 
of the parts being substantially identical. 
In the accompanying drawings, Figure l 

is a perspective view of the holder. Fig. 2 
is a plan view of one of the blanks from 
which the holder is made. Fig. 3 is a per 
spective view of a spring used in the holder. 
Fig.4 is a longitudinal section of the holder. 

Referring specifically to Figs. 1 to 4t of 
the drawings, the casing of the holder is 
formed of two pieces of sheet metal, one of 
which is shown in Fig. 2 and is indicated at 
6. This blank is stamped in the form shown, 
and has a thumb opening 7, a filling open 
ing 8, two side flanges 9 and an end flange 
10. These flanges are bent or struck up on 
the lines 11, at right angles, and the casing 
is formed by assembling two of the blanks in 
reverse relation with a flange 10 at each end, 
and the flanges 9 lapping'each other, these 
two ?anges being “spotted,” soldered or riv 
eted together as indicated at 12, to hold the 
two parts together. 
The Z-shaped spring 13 is placed in the 

holder before the case is assembled and it is 
properly made to permit the insertion of 
two packs of tickets through the openings 
8 on the opposite sides, and the spring holds 
the packs against the top and bottom re 
spectively. They can then be slipped out 
one at a time from either side through the 
opening 14, which is produced by making 
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the ?ange 10 slightly narrower than the side 
?anges 9, whereby a slot is left at each end 
of the holder. 
The invention is‘not limited to the exact 

construction shown as for example the open 
ings 7 and 8 could be omitted from one side 
of easing, making it a single ticket holder, 
or other modi?cations may be made within 
the scope of the following claims. 

I claim :— 
1. A ticket holder comprising a casing 

formed of two similar parts secured to 
gether, each part having side ?anges which 
are lapped when the parts are assembled, 
and an end flange of slightly less width than 
the thickness of the casing, forming a slot 
at the end of the casing, each part also hav 
ing an opening to permit ?nger pressure on 
a ticket in the casing, and a spring within 
the casing, adapted to hold such ticket 
against the wall of the casing and in line 
with the slot. . 

2. A double ticket holder comprising a 
casing made of two similar parts, each part 
having a thumb opening and also having 
two side ?anges and one end ?ange, the side 
?anges of the two parts being fastened to 
gether, and the end flange being of slightly 
less width than the thickness of the casing, 
whereby a slot is formed at each end of the 
casing, and a spring within the casing 
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adapted to hold two packs of tickets against . 
said parts, with a ticket of each pack in 
line with. one of the slots. 

8. A ticket holder comprising a box 
formed of two similar parts, each part hav 
ing a finger opening and also having two. 
side ?anges 9 and an end ?ange 10, said 
side flanges being lapped and fastened to 
gether, and each end ?ange being of less 
width than the thickness of the box, whereby 
a slot is formed in each end of the box, and a 
spring within the box adapted to hold a 
pack of tickets against each of said parts, 
with the outer ticket in line with one of the 
slots. ' 

In testimony whereof, I a?ix my signature 
in presence of two witnesses. 

JOHN R. BALLENTINE. 
Witnesses: 

GEORGE P. KING, 
EDWARD W. BALLENTINE. 

topics of this patent may be obtained for ?ve cents each, by addressing the “Commissioner of fatents, 
Washington, D. 0.” 


