
w. M,cCORKINDALE_. 
DISPENSING APPARATUS. 

_ APPLICATION FILED SEPT. 7, l9l5. 

‘1,218,196’. - - Patented Man-6,1917. 

IN VEN TOR. , 

“M55 I . mm/ywm 

'QZW' . ;~ BYW/W ATTORNEYS. 



10 

20 

3 0 

40 

UNITD STATES PATENT OFFICE. , 
WILLIAM MCCORKINDALE, OF HOLYOKE, MASSACHUSETTS, ASSIGNOR OF ONEJ-IALF TO 

KRAIG J'. YOERG, OF HOLTYOKE, MASSACHUSETTS, AND ONE-HALF TO HOLYDKE 
PAPER, PRODUCTS COMPANY, OF HOLYOKE, MASSACHUSETTS, A CORPORATION OF 
MASSACHUSETTS. 

1,218,196. Speci?cation of Letters Patent. 

DISPENSING APPARATUS. i 

Patented Mar. 6, 1917. 
' Application ?led September 7, 1915. Serial No. 49,407. 

i To all whom it may concern :. 
, Be it known. that I, WiLLIAM McConKIN 

name, a citizen of the United States‘ of 
America, residing in the city of Holyoke, 
county of Hampden, and State .of Massa 
chusetts, have invented certain new and use 
ful Improvements in Dispensing Apparatus, 

. of which the following is a speci?cation. 
This invention relates to improved dis 

pensing apparatus wherefrom various kinds 
of sheet material, such as paper towels and 
napkins, for example, may be dispensed in a 
sanitary manner. ., 
An object of the invention is'to provide 

an imln'ovcd dispensing apparatus, char 
acterized by extreme simplicity "in structure 
and'low cost of manufacture, wherein the 
parts are readily and conveniently acces 
sible. '_ ' 
Another object of the inventionuis to pro 

vide in a dispensing apparatus for sheet 
material an improved arrangement for feed 
ing the material toward the outlet of the dis 
penser, which arrangement permits sub 
stantially the entire capacity of the dis-, 
penser to be utilized for the sheet material 
to be dispensed. 

\Vith these and other objects in. view, as 
will later appear, a single embodiment of 
the invention shown, for the purposes of 
illustration, in the zurcompanying drawings, 
in which~~ 

Figure l is a longitudinal sectional ‘view 
of the dispensing apparatus, wherein the 
towel package is shown as removed in order 
to reveal structure therebehind, and 

Fig. 2 is a cross sectional view thereof 
taken on the line 2-——2 of Fig.1 and locking 
in the direction of the arrows. 
Referring to these drawings in detail :—-— 

1 represents a container, which, structurally, 
is simply a‘box open at the top. The upper 
edges’ of the box, however, are bent out 
wardly at right angles to the sides to form 
end ?anges 2 and side ?anges 3’as clearly 
shown in’, the ?gures. Slidably mounted on 
the ?anges 2 are a pair of cover plates at,’ 
which each have two edgesinwardly turned 
to engage the ?anges 2 and a third inwardly 
turned to engage a ?ange 3.‘ The covers 4; 
are movable toward. one another and this 

movement is limited by the ?anges 3 in such 
a manner that an outlet 5 is formed be 
tween the covers for the otherwise closed 
container 1. The adjacent edges of the 
covers 4 are suitably rounded as shown so 
that no sharp, edges are presented to the 
towel as it is pulled from the-outlet in a 

- manner to be described. 
\Vithin the container is av vertically mov 

able supporting plate 6 for the towel pack 
age and this plate is supported upon a suit 

"able elastic member 7 which in turn ‘is-sus 
pended from the sides of the container near 
the top thereof by pins 8. The pins lie With 
out the container 1 and the member 7 ex 
tends, through suitable openings 9 in the 
sides of the container entirely across the 
latter toconnect the pins, as shown. Al 
though the member 7 may extend entirely 
across the plate (1 for convenience, as shown,‘ 
it is not essential that it be so arranged, as, 
obviously, the same action ‘could be ob 
tained with the use of ‘two elasticl'members 
connected one on either sideto the edges of. 
plate 6 or its equivalent. The ?anges 3 
serve to prevent upward movement. or re 
moval of the pins 8. and the latter are other 
wise held in position against the sides of 
the container by the action of the elastic 
member itself.‘ The member‘ 7 may be of 
any suitable elastic material, for eiiample, 
an endless rubber band may be used as it 
is satisfactory and readily obtainable.» The» 
essential feature incident to the use of the 
elastic element is that, since the latter is 
suspended from the top of the container, 
and'is arranged to pullthe plate 6 up 
wardly, spbstantially the entire capacity of 
the container is available to receive-the‘ 
towels, as distinguished from the known op- ' 
eration- of the plate by pushing upwardly 
thereon by springs which necessarily pre~ 
eludes the utilization of the entire container 
for towels, since the springs, "when com 
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pressed, occupy an appreciable amount of _ 
space. _ 

The towels, napkins or other sheet ma 
terial used with this container, are prefer 
ably formed into an “interfolded” package. 
Each unit a to be dispensed may comprise 
several superimposed sheets or a,’ single 

I00 



large sheet folded‘ to a proper size to fit 
within the container. It is desirable, how 
ever, that each unit of the package be folded 
once upon itself since the several units are 
to be successively connected one to the other 
by interfolding. By the latter term is 

.. rheant the positioning within the folds of 
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one unit of the package, the adjacent leaves 
of ‘the units on either side thereof, so that 
the several parts of the package are inter 
connected. When the package, thus assem 
bled, is laced in the container, a portion of 
one fol of the uppermost unit a thereof is 
brought through the outlet 5 and, when this 
portion is substantially pulled, it not only 
removes the top unit a but guides a portion 
of the succeeding unit through the outlet, so 
that a portion of one unit of the package 
always lies outside the container. 
When access to the container is desired 

for ?lling or other purposes, the covers 4 
may be moved along their guiding ?anges 
2 until a su?icient opening is obtained or 
they maybe entirely removed. A new pack‘ 
age may then be placed upon plate 6 or 
readily combined ‘with what is left of a 
previously inserted package and the plate 
with the package pushed downwardly into 
the container to permit the covers 4 to be 
moved back in the positions shown. When 
a new elastic member 7 is required, the plate 
6 is ?rst lifted out and then the pins 8 may 
be easily removed by distending the band 7 
su?iciently to permit thepins to pass the 
?anges 3. The pins may then be passed be 
tween the band and the whole quickly and 
conveniently replaced in the container. 

It will, therefore, be seen that simplicity 
is the keynote of the entire structure. The 
parts are few in number, each of the 
simplest‘ character and in the entire appa 
ratus there is little to get out of order. he 
‘one element in the form shown which will 
wear out the quickest, is the elastic‘member 

» 7 and this part is inexpensive and may readily 
be replaced by anyone. Aside from its sim 
plicity and resultant low cost of manufacture, 
the apparatus provides an ellicient means for 
serving sheet material such as towels, nap 
kins and the like. It requires nothing for 

' its operation but a pull on the protruding 
.end of the sheet, which is an instinctive 
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0 ration on the part of the operator. 
oreover, by the improved suspension of 

the package. by elastic members from the 
. top of the container the entire space therein 
is available to receive the articles to be dis 

- pensed. 

60 
_ It is recognized that various modifications 
may be made in the specific structure here 
tofore described for illustrative purposes 
without departing from the scope of the in,“ 
vention which is pointed out in the ap 
pended claims. 
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What I claim is: 
1. A dispensing apparatus, comprising, a 

box provided with a horizontal ?ange 
around the open end thereof, a two part 
‘cover for the box having slots to engage said 
?ange and adapted to slide into open or 
closed position, said cover being constructed 
to leave an open slot between adjacent edges 
when in closed position, a plate arranged to 
enter the box and adapted to snpport‘the 
package to be dispensed, an elastic member 
arranged to underlie and any mrt said plate 
and means to support said member from op 
posite sides of the box near the top thereof, 
all constructed and arranged so that the 
elastic member forces the package upwardly 
against said cover. 

2. A dispensing apparatus, comprising, a 
box open at the top and provided with hori 
zonta ?anges around the sides and ends 
thereof adjacent the open top, a plate with 
in the box adapted to support a package of 
‘towels, elastic means suspended from the top 
of said box on either side thereof and en 
gageable with, said plate, whereby the latter 
may be constantly pulled upwardly, two 
-cover members each having slots to. engage 
said end ?anges to slide into open or closed 
position, and another slot formed on each 
cover member adapted to engage with one of 
said side ?anges to limit the inward move 
ment of the covers, that a delivery slot 
for the towels is left between the covers 
when in closed position. 

3. A serving apparatus for sheet material, 
comprising, a container open at the top and 
arranged to receive and be substantially 
?lled by said material in package form, cov 
ering means removably secured to said con 
tainer to close the top thereof except for a 
central longitudinal outlet opening, through 
which a portion of the uppermost sheet pro 
ti‘udes, said sheets being- inter-folded one 
with another wherebya when one thereof is 
withdrawn through said outlet, a portion of 
the succeeding sheet is led therethrough, and 
resilient means to, force said package against 
the under side of said covering means, said 
resilient means comprising an elastic band 
supported from and extending between the 
sides of said container transversely with re 
spect to said opening, said band having a 
tendency to lie closely adjacent the under 
side of said covering means in parallel rela 
tion therewith and arranged to be stretched 
by the insertion of a package between the 
Band and said covering means to lie con 
tiguous with the bottom of the container, all 
constructed and arranged so that the‘ entire 
space in the container may be utilized for 
the package. 

4. A dispensing apparatus comprising 
a box provided with a horizontal ?ange 
around the open end thereof and with rela 
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tively small open ended vertical slots ex 
tending through the ?ange onev from the 
upper edges of two opposite side faces of the 
‘box, a plate arranged to enter thevbox, two 
pins arranged to lie horizontally under said 
?ange, an elastic supporting member ar 
ranged to underlie said plate and to hold 

8 

said pins so that each spans one of said slots, 
and a two part cover for the box having 
slots to engage said ?ange to slide into open 
and closed position, said cover being con 
structed to leave an open slot between ad 
jacent edges when in closed position. ‘ 
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