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To. all whom it may concern: 
Be it known that I, MARY H. HANsnN, 

a citizen of‘ the United States, residing at 
Salt Lake City, in the county of Salt Lake 
and State of Utah, have invented new and 
useful Improvements in Restraining De 
vices, of which the following is a speci?ca 
tion. _ 

The present invention relates more par 
ticularly to restraining means for patients, 
andv while particularly intended for holding 
a patient’s arms while on an operating table, 
it is by no. means limited to this use, and 
is capable of beingv employed for many pur 
poses of an analogous character, as will be 
evident. ' 
The primary object is to provide a navel 

device which is exceedingly simple in con 
struction, and will confine a person’s arms, 
so that they cannot be freed by him. At 
the same time, when con?ned, they will be 
maintained in a normal comfortable posi 
tion, and will be permitted sufficient play 
and movement to be restful. 
An embodiment of the invention that has 

proven entirely serviceable is illustrated in 
the accompanying drawings, wherein :— 

Figure 1 as a perspective view illustrating 
the same in use. 

Fig. 2 is a plan view of said device. 
Fig. 3 is a plan view of the blank, indicat 

ing the manner in which it is folded, and 
Figs. 4 and 5 are respectively cross sec— 

tional views on the lines 4—4 and 5—5 of 
Fig. 2. 

Similar reference numerals designate cor 
responding parts in? all the ?gures of the. 
drawings. 
In the embodiment illustrated, a tapered 

40 sheet or section 6 of strong, preferably woven 
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material, such as canvas, 1s employed, and 
the side margins 7 thereof are doubled back 
over its upper face and the inner edges are 
sewed to the same, as indicated at 8. This 
produces a pair of arm-receiving and hold’ 
ing pockets upon the upper face of the sheet 
longitudinally of the same, said pockets hav 
ing open upper ends and tapering toward 
their lower ends, said lower ends being 
closed. The upper portions of the inturned 
margins are preferably turned back, as 
shown at, 9, and sewed to produce reinforce 
ments and also bring the open upper ends 
of the pockets slightly below the upper edge 
of the sheet. 

Divergently disposed shoulder straps 10 
are secured to the central upper portion of 
the sheet, preferably upon the rear side of 
the same, and have suitable eyes 11 in which 
are engaged the tongues of buckles 12 car 
ried by the reinforcements 9 on the upper 
ends of the pockets. A transversely disposed 
strapv 13 is secured to the central portion of 
the upper edge of the sheet over the secured 
ends of the straps 10. This strap 13 has a 
buckle 1d at one end and eyes 15 at the, 
other to. receive the tongue thereof. 

‘ In using the device, the same is laid upon 
the operating table or other support and the 
patient placed upon the sheet between the 
pockets with his arms in said pockets. The 
straps 10 are fastened securely over his 
shoulders and buckled at 12 while the strap 
13 is passed beneath the table and is made 
fast thereto. It will be evident therefore 
that the patient’s arms are con?ned at his 
sides and he cannot disengage them from 
the pockets, nor raise them so as to inter 
fere with the operation or the operator. At 
the same time not only are they comfortably 
held, but they can be moved to some extent 
within the pockets and thus their positions 
changed. 
From the foregoing, it is thought that the 

construction, operation and many advan 
tages of the herein described invention will 
be apparent to those skilled in the art, with 
out further description, and it will be under 
stood that various changes in the size, shape, 
proportion and minor details of construc 
tion may be resorted to without departing 
from the spirit or sacri?cing any of the ad 
vantages of the invention. 

. Having thus fully described my inven 
tion, what I claim as new and desire to se 
cure by Letters Patent, is :— 

1. An arm restraining device for patients 
being operated upon, comprising a sheet on 
which the body of the patient rests and is 
unobstructedly exposed, spaced pockets of 
sufficient length to contain substantially the 
complete arms and hands of the patient, ex 
tending longitudinally along and ?xed to 
the sheet to prevent the arms and hands be 
ing raised, said pockets having open upper 
ends, and detachable means connecting the 
upper side walls of the pockets and the sheet 
and arranged to extend over the patient’s 
shoulders for securing the upper portion of 
the patient to the sheet and retaining the 
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arms in the pockets While maintaining the 
body unobstructedly exposed for operating 
purposes. 

2. An arm restraining device for patients 
being operated upon, comprising a sheet on 
which the body of the patient rests and is 
unobstructedly exposed, spaced pockets of 
sufficient length to contain substantially the 
complete arms and hands of the patient, ex 
tending longitudinally along and fixed to 
the sheet to Prevent the arms and hands be 
ing raised, the upper ends of the pockets 
being open and located over the upper sur 
face of the sheet on which the patient rests, 
and shoulder straps connecting the upper 
portion of the sheet and pockets to retain 
the patient’s arms and hands in the said 
pockets, While maintaining the body fully 
exposed for operating purposes. 

3. An article of the character set forth, 
comprising a sheet on which the patient is 
placed, said sheet having side margins 
doubled back and secured to the main body 
thereof, thereby forming arm receiving and 
holding pockets, having open upper ends, 
and shoulder straps connecting the upper 
end of the sheet and the pockets. 

4. An article of the character set forth, 
comprising a sheet on Which the patient is 
placed,.said sheet having its side margins 
doubled back and secured thereto, forming 
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spaced longitudinally disposed arm receiv 
ing and holding pockets, shoulder straps 
and buckles therefor secured respectively to 
the upper portions of the sheet and- pockets, " 
and a table embracing strap secured to the 
upper margin of the sheet transversely 
thereof. 

5. An article of the character set forth, 
comprising a sheet having a central 
portion on Which the body of the patient 
lies, spaced arm ‘receiving pockets located 
longitudinally along the opposite sides of 
said central body receiving portion and se 
cured thereto, said pockets having upper 
Walls that terminate short of the upper 
end of the sheet, forming open ends for said 
pockets located above the surface of the 
sheet, below its lower edge, detachable shoulé 
der encircling means for connecting the 
upper pocket Walls and upper end of the 
sheet for retaining the arms and hands of 
the patient in the pockets While leaving the 
body exposed, and means for securing the 
sheet to an operating table. ' - 

~ In testimony whereof I have hereunto set 
my hand in presence of tWo subscribing .Wit 
nesses. - I 

MARY H. HANSEN. 
Witnesses: ' 

BISMARCK SNYDER, 
CRAY'roN C. SNYDER. 

Copies of this patent may be obtained for ?ve cents each, by addressing the “Commissioner of Patents, 
Washington, D. 0.” 
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