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T 0 all whom it may concern: 
Be it known that I, ABRAHAM SCHWARTZ 

MAN, a citizen of the United States, residing 
at the city of St. Louis, State of Missouri, 
have invented a certain new and useful Im 
provement in Emblem Brooches, Pins, or 
the like, of which the following is a speci? 
cation, reference being had to the accom 
panying drawing, forming a part thereof. 
This invention relates generally to jew 

elry and, more especially, to ‘a certain new 
and useful improvement in emblem 
brooches, pins, or the like, the principal ob 
»ject of my present invention being to pro 
vide, as an article of jewelry, an ornament, 
in the form preferably of a brooch or pin, 
for attractively and selectively displaying 
upon one’s person interchangeably the em-‘ 
blems of different secret societies or associa 
tions, clubs, and the like. 
With the above and other objects in view, 

my invention resides in certain novel fea 
tures of form, construction, arrangement, 
and combination of parts, all as will herein 
after be described and afterward pointed 
out in the claim. i 
In the accompanying drawing, which 

illustrates my invention in- preferred form, 
Figure 1 is an assembled plan view of an 

emblem-displaying brooch or pin embody 
ing my invention; \ 

Fig. 2 is a disassembled plan view of\\the 
same; 

Fig. 3 is an enlarged sectional view on 
approximately the line 3—3, Fig. 1; 

Fig. Al is an enlarged sectional view on 
approximately the line 4-4:, Fig. 1; 

Fig. 5 is an enlarged elevational view of 
one of the emblem-retaining members or 
1118' 

p Figs. 6, 8, and 10 are elevational views of 
‘several different lodge or secret society em-' 
blems; and > - 

Figs. 7 , 9, and 11 are side elevational 
views of the same, respectively; 
Referring to the said drawing, wherein 

like reference characters refer to like parts 
throughout the several views, A indicates 
the body of the brooch, which is preferably 
of gold; Silver, or other suitable metal, and 
which is of. any proper or suitable size. This 
body or plate A, here shown ornamented or 
adorned by a mounted precious stone 1 and 
which preferably has such shape or design 
as to present an attractive, pleasing appear 

ance, may. have any suitable skeleton or 
other" shape or design, the same including 
preferably a pair of spaced apart parallel 
relatively short casings 2——2 and an inter 
mediate somewhat longer casing 3, said cas 
lngs having the same transverse area and 
each of sald casings being approximately 
rectangular in cross section and open at 
one end to lengthwise slidably receive an 
emblem retaining-member or pin such as 
shown particularly in~ Fig. 5. At their 
upper wall, each of said casings is similarly 
cut away to provide therein one or more 
preferably rectangular apertures 4. Upon 
its rear ace, body or plate A is provided 
with a hinged pin or the like 5 for suitable 
attachment upon the clothes of the wearer. 
B—B indicate various secret society em 

blems or the like, and C—C indicate rosette 
or other ornamental pieces, each of such 
proper size relatively to body or plate A to 
?t neatly thereupon and each of which is 
provlded upon its rear face with a suitable 
pro]ect1ng or depending'eye, loop or yoke 6 
of such size as to‘interchangeably ?t snugly 
through an aperture 4 and into one or the 
other of said casings 2—2 and 3. ‘ 
The emblem-retaining-member shown in 

Fig. 5 particularly is preferably formed of 
a single elongated section 7 of suitable metal 
approximately rectangular in cross section 
to snugly ?t within said casings, section 7 
being doubled upon itself, as at 8, to pro 
vide a free spring-end-portion 9 adapted to 
yieldingly engage with the wall of a casing 
when operatively ?tted therein. At its op 
posite end section 7 is preferably provided 
with a suitable head, knob, or the like 10 to 
form a ?nger-grip, which, when the pin is 
operatively within its casing, projects out 
wardly below, and serves also as an addi 
tional ornament to, the body A. The em-' 
blem retaining-member shown in Fig. 5 is of 
such length as to interchangeably ?t in‘either 
of the outer casings 2; the emblem retaining 
member for intermediate or longer casing 3 
is identically similar in structure, but is of 
greater length corresponding to the greater 
length of said central casing 3. _ 
In operation or use, the loop or eye 6 of 

an emblem B or ornamental piece ‘C is ?rst 
inserted through an aperture 4: into one or 
the other of said casings, and a retaining 
member then lengthwise inserted endwise 
into said casing and through said loop, the 
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said retaining-member, when operatively ?t 
ted within said casing, yieldingly enga ing 
at its spring end-portion 9 with the wa l of 

- . f 

,the casing and the emblem or ornamental 
piece being thereby detachably locked indis 
_play position upon body or'plate A. The 
loops or yokes 6 being adapted to ?tinter 
changeably in‘ the apertures 4, several em 
blems B may be interchangeably mounted 
upon plate Ar‘as may be desired, and the pos 
sessor of a plate or body A may hence selec 
tively display upon plate or body A as many 
emblems B as the plate A and its apertures 4: 
may accommodate; but should itbe desired 
to display a lesser number of emblems B, 
say, for instance, but two such emblems, as 
shown in Fig. 1, the remaining'apertures 4 
may be closed by rosette or other orna 
mental-pieces C. Thus by my new brooch 
or pin, I am enabled to readily and inter 
changeably. attractively and selectively dis 
play one or more emblems B. To detach an 
emblem B for substitution or other purpose, 
an outward, positive pull on one of the re 
taining-members is only required to remove 
the‘ same from its casing, when the said em 
blem may be at once disengaged from the 
plate or body A. As shown in Figs. 1 and 
2, but one retaining-member is required for 
locking ripen plate A the several emblems or 
thelike having their loops or yokes 6 ?t 
ting in the. apertures 4 of intermediate or 
central casing 3. 

I am aware that, minor changes in the 

.c naaaeea 

form, construction, arrangement, and combi- 35 
nation of the several parts of my-new brooch, 
pin,‘ or the like may be made and ‘substituted 
for those herein shown and described with 
out departing from the nature and principle 
of my invention. 
Having thus described myinvention, what 

I claim and desire to secure by Letters Pat~ 
ent is: _' 

_ A jewelry article of the kind described 
comprising, in combination2 a body, an ap 
proximately rectangular pm-inclosing cas 
ing upon the body having top, side, and rear ‘ 
walls, said casing being open at an end and 
being provided with an aperture in its top 
wall, an emblem-member ‘having a depend 
ing-eye, said eye ?tting through said aper 
ture and within the casing, and a retaining 
pin having a resiliently yieldable spring 
end portion, said pin snugly ?tting remov 
ably through the open end of and within the 
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casing and through said eye and detachably ' 
locking the emblem-member upon the body, 
said ‘retaining-pin frictionally engaging at 
its spring-end portion with the walls of the 
casing and thereby yieldingly locking itself 
against removal and having a?nger-grip 
portion projecting exteriorly of the casing 
?ng. to one side of, and embellishing,‘ said 
0 y-. 
In testimony whereof, I have signed my 

name to this speci?cation._ 

ABRAHAM SOHWARTZMAN. 
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