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To all whom it may concern: , 
Be it known that I, JAMES EDWARD MACK, 

a citizen of the United States, residing at 
Ra Brook, in the county of Essexand State 
of ew York, have invented certain new and 
useful Improvements in Holders for Toilet 
Articles, of which the following isa speciv, 
?cation, reference being had therein to the 
accompanying drawing. 
This invention relates to a holder for toilet 

articles, and particularly to a holder or sup 
port designed for use as a bath room or 
analogous ?xture for holding receptacles 
containing tooth paste and other dentifrices, 
sterilizing receptacles for tooth brushes, 
tumblers and other articles. 
The primary objectof the invention is 

to provide a device of this character adapt; 
ed for conveniently holding various articles 
or appliances of the character set forth,‘ and 
which may be attached to a wall or other 
suitable support. ' ' 

A further object ofthe invention is to 
provide a holder for toilet articles and the 
like which is simple and inexpensive of con 
struction, convenient in use, and may be 
made as ornamental and attractive in ap 
pearance as desired. 
The invention consists in the features of 

construction and the combination and ar 
rangement of parts hereinafter described, 
set forth in the appended claims and illus 
trated in the accompanying drawings. 
In the drawings ‘ 
‘Figure l is a perspective view of the de- . 

- vice showing a number of articles supported 
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thereby; , 

Fig. 2 is a vertical front to rear section 
through the device taken on a line intersect 
ing the brush receptacle and showing the 
latter supported in position; 

Fig. 3 is a similar view taken on a line to 
show the supported collapsible tube and‘ 
tumbler; and 
Fig-4: is a plan‘ view of the ‘sheet metal‘ 

blank from which the holder is made. 
'_ in carrying my invention into practice, I; 
provide a holder 1 ‘of the character and for 
the purpose described, which is struck'up 
from a rectangular or oblong rectangular 
blank 1a of sheet material, shown particu~ 
larly in Fig. 4. Thesheet material of'which 
the holder is made may be aluminum, nickel 
plated copperor brass, or any other metal, 
plain or surfaced ?nish in any other desired 
manner. Bronzed, oxidized ' or enameled 

' sheet metal may 

vportions ‘>2, 3, 4, 5, 

be employed if desired, and 
the device may be ?nished so as to be orna 
mental and attractive to any degree accord 
ing to the taste or fancy of the manufac 
turer and'user. As shown, the blankl“1 is 
divided by the transverse dotted lines into 

6 and 7, separated from 
each other by similar dotted. lines 8. In 
making the completed article from the blank 
so formed, and which is provided with the 
features of construction hereinafter de 
scribed, the material is bent along the dotted 
lines-so that the portions 2 and 6 will form a 
back plate, adapted to rest against a wall or 
other support, while the portions 3, 4 and 5 
are bent along the dotted lines to provide a 
transversely and horizontally extending rib 
or offset 9, while the portion 7 is bent for 
wardly to provide a bottom shelf 10. 
The back plate is provided, preferably at 

suitable points adjacent to its upper edge 
and along the bottom of portion 6, with 
openings 11 for the passage of fastenings 
whereby the device may be secured to or 
hung from a wall or other support. The 
upper portion 2 of the said back plate is also 
provided with means for receiving and hold 
ing collapsible tubes or other like containers 
in ,‘which tooth paste or other similar sub 
stances may be stored. Such means for 
holding and supporting a tube of paste or 
the like consists of a portion 13 of metal 
bent forwardly ~at an angle to provide a 
horizontal ledge 13 on which the lower end 
of the article rests, and a series of retaining 
strips or ?ngers 14 which project forwardly 
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in oppositely disposed sets or series and have“ “ 
their free ends bent laterally toward each 
other to provide a cage to hold the article. 
As shown‘ in the present instance, two cages 
with bottom ledges of the construction de 
scribed are provided, one on each side of the 
vertical center of the portion 2, but of course 
any suitable number of these cages may be 
employed. Each cage is formed by slitting 

> the sheet metal on parallel lines, as shown in 
Fig. 4, in such manner as to separate the 
part 13, except at its lower edge, from the 
blank and to separate the ?ngers 14 from 
each other and alternately at opposite ends 
from the ‘blank, the ?ngers thus being ar 
ranged in staggered relation or disposed on 
lines between each other, so that a strong 
and durable form of cage may be produced 
from a port-ion of the sheet metal holder 
in a convenient manner and of such a con 
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struction as to ?rmly and securely support 
the article to be held therein. The bendmg 
forward of the ledge and ?ngers produces 
openings in the portlon 2 of the plate, which 
will be closed by the wall or surface against 
which the plate rests, thus prev-entmg rear 
ward displacement of the tubes or other con 
tainers 12 arranged therein. 

In the production of the holding rib or 
offset 9 a projecting supporting member 1s 
formed‘ which includes the upper and lower 
horizontal walls-3 and 5‘ connected by the 
vertical wall 4, and it is evident that the 
wall 3 may be'employed like the part 10 
as a shelf for supporting various articles 
to be held in place and which are custom 
arily used with dentifrices or other toilet 
appliances. The walls 3 and 5 ofthe hold 
ing rib are shown as provided adjacent each 
end with receiving openings 15, from the 
walls of which V-shaped retaining tongues 
16 are bent. These openings and tongues, 
as-will be seen by reference to Fig. 4, are 
produced by radially slitting the metal from 
the center toward the periphery of a mar 
ginal circle and then bending the portions 
between the slits downwardly to simultane 
ously form the openings and tongues. Into 
each pair of superposed openings may be 
?tted a container 17 in which may be in 
closed a tooth brush 18, which may be sub 
merged in a liquid germicide contained 
therein to always keep the brush clean and 
sterile, and this container may be opened 
at one end for the insertion and removal of 
the brush and provided with a cap or other 
closure 19 for sealing when not in use. These 
containers will be held from displacement by 
frictional engagement with the spurs and 
when in position will rest at their lower ends 
upon the bottom shelf 10, thus enabling them 
to be conveniently reached, removed and re 
placed, and when ?tted in position to be held 
against rattling from vibration or other 
causes. Of course, the holder may be con 
structed to receive any convenient number 
of these brush containers, and each con 
tainer maybe adapted to hold more than 
one brush and may be of the construction 
described or any other suitable construc 
tion. In practice, glass containers with 
metal screw tops are designed to be em-‘ 
ployed, but the containers may be made en 
tirely of metal or other suitable material. 
The shelf 10, in addition to serving as a 

support for one or more containers 17, is 
also designed to serve as a support .for one 
or more tumblers or like articles 20, and for 
the purpose of holding each tumbler in po 
sition against any possibility of displace 
ment I provide the portion 6 ofthe back 
plate with a retaining tongue 21 formed by 
splitting the metal and bending a portion 
thereof outwardly at a downward and for— 
ward angle. When the tumbler is placed in 
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position it is inserted at an angle so as to' 
project beneath and in rear of the tongue 
and is then moved toward the back plate 
on to the shelf, in which position it will be 
held until its use is desired, when it may be 
removed in an obvious manner. It will of 
course be understood that instead of the 
tu es of paste 12, bottles or containers hold 
ing liquid or powdered dentifrices or other 
suitable substances may be supported in the 
cages and upon the shelves, the device being 
readily applicable for general use in these 
particulars. 

It will be observed that the construction 
of the support as a whole is such as' to en 
able it to be readily, conveniently and in 
expensively stamped from sheet metal or 
other sheet material, and it therefore may 
be manufactured and sold in its simplest 
form at a very low cost. However, as pre 
viously described, inexpensive metals and 
?nishes may be employed or the article may 
be made as ornamental and costly inap 
pearance and ?nish as desired. 

It will be evident that the device may be 
secured to a wall or other support by means 
of ordinary nails or other fastenings, thus 
obviating the necessity of employing special 
fastenings to hold the same in place. 
Having thus described my invention, 1 

claim: 
1. A device of the character described 

comprising a back plate having upper and 
lower portions, a shelf projecting forwardly 
from the lower portion of the back plate, 
and a channeled offset portion connecting 
the upper and lower portions of the back 
plate and arranged above the shelf, said off 
set presenting top, bottom and front walls, 
said top and bottom walls having openings 
for the passage of articles to rest upon the 
shelf. - 

2. A device‘ of the character described 
comprising a back plate, a shelf projecting 
forwardly from the lower portion of the 
back plate, and an offset projecting for 
wardly from the back plate above the shelf 
and presenting superposed walls, said walls 
having sets of registering openings therein, 
said parts being formed from a single blank 
of sheet metal, and spring tongues formed 
upon the walls of the openings for frictional 
gripping engagement with articles extend 
ing therethrough. ' . - 

3. A holder of the character described 
comprising a body of sheet metal consisting 
of a back plate, a ?ange free shelf project 
ing forwardly from the lower portion of 
the back plate, a supporting member pro 
jecting forwardlyv from the back plate above 
the shelf and perforated to receive and sup 
port articles designed to rest upon the shelf, 
the said ‘supporting member having means 
for frlctionally engaging the article, and 
struck out article supporting means upon 
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ghe back plate above said supporting mem 
er. 

‘ 4:. A device of the character described 
comprising a body of sheet metal formed to 
provide a back plate, a shelf projecting for 
wardly from the bottom portion of the back 
plate, article holding means upon the upper 
portion of the back plate, a perforated sup 
porting member projecting forwardly from 
the intermediate portion of the back plate, 
and depending tongues surrounding the per 
forations for frictional engagement with an 
article. ‘ 

5. A device of the character described 
comprising a body of sheet metal formed to 
provide a back plate, a shelf projecting for_ 
wardly from the lower portion of the back 
plate, and a supporting portion projecting 
from the back plate above the shelf, said 
supporting portion being of channeled form 
and embodying upper and lower walls and 
a front wall, said upper and lower walls be 
ing provided with receiving perforations, 
and tongues depending» from the offset por 
tion surrounding the perforations for fric~ 
tionalengagement with a container. 

6. An article of the character described 
comprising a body of sheet metal formed to 
provide a back plate, a forwardly projecting 
shelf at the lower portion thereof, a for 
wardly projecting supporting member above 
said shelf and embodying upper and lower 
walls and a front wall, sald upper and lower 
walls having receiving perforations, and 
vertically alined frictional retaining tongues 

- upon the walls of said perforations. 
7 . A device of the character described 

comprisingr a back plate having upper and 
lower portions, a shelf projecting forwardly 
from the lower portion of the back plate, a 
channeled o?‘set uniting the upper and lower 
portions of the back plate and presenting 

3 

top, bottom and front walls, the said top and 
bottom walls of the offset being provided 
with registering openings therein for pas 
sage of articles to rest upon the shelf, arti 
cle holding means associated with said open 
ings, and article supporting means formed 
upon the upper portion of the back plate. 

8. A device of the character described 
comprising a back plate composed of upper 
and lower portions, a shelf projecting for 
wardly from the lower portion of the back 
plate, a supporting member of channeled 
form offset from the back plate above the 
shelf and connecting the top and bottom 
portions of said back plate, said offset pre 
senting top, bottom and front walls, and 
having openings in its top and bottom walls 
for the passage of articles to rest upon the 
shelf, the walls of said openings being pro 
vided with article gripping means, and 
means upon the upper portion of the back 
plate for supporting other articles. 

S). A device of the character described in- _ 
chuling a sheet metal back plate having a 
slot of oblong rectangular shape formed 
therein, a shelf projecting from the base of 
said slot and formed by a portion of the 
metal displaced to form the same, and sets 
of retaining tongues arranged in spaced and 
superposed relation along the side ‘walls of 
the slot and bent therefrom, said sets of 
tongues having forwardly projecting por 
tions and inwardly projecting portions pro 
viding a cage-like receptacle, the opposite 
.sets of tongues being arranged in staggered 
relation to each other. 
In testimony whereof I hereunto a?ix my 

signature in the presence of two witnesses. 
JAMES EDWARD MACK. 

Witnesses: 
A. H. Gnovnn, 
JOHN J. FARRINGTQN. 
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