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To all whom it may concern: 
Be it known that T, ARTHUR J. FARRELL, 

a citizen of the United States of America, 
residing at Pittsburgh, county of Allegheny 
and State of Pennsylvania, have invented 
certain new and useful Improvements in 
Paper-Holders, of which the following is a 
specification. ' - 

This invention relates to paper holders ‘es 
pecially designed for holding rolls of toilet 
paper, and has for its object to provide a 
holder of such class, in a manner as herein 
after set forth, with means that can be 
readily and “quickly sprung into and out of 
engagement with theends of a roll of paper 
for suspending .or for removing the roll 
from the support to which the holder is at 
tached, and further at the same time not 
interfering with the revolving of the roll of 
paper mounted in the holder‘ when with 
drawing the paper o? the roll. ~ 

1 Further objects of the invention are to‘ 
provide a toilet paper holder whlch 1s sunple 
in its construction and arrangement, strong, 
durable, e?cient and convenlent in its use, 
readily attached to a support, and inexpen- - 
sive to manufacture. 
With the foregoing and other objects in 

view the invention consists of the novel con 
struction, combination and- arran ement of 
parts, as hereinafter more speci cally de 
scribed and illustrated in the accompanying 
drawing, wherein is shown anembodiment 
of the invention, but it is to be understood 
that changes, variations and modi?cations 
can be resorted to which come within the 
scope of the claim hereunto appended. . 
In the drawings ‘wherein like reference 

characters denote corresponding parts 
throughout the several views 2 

Figure 1 is a top plan view of a roll paper 
holder in accordance with this invention and’ 
further showing in dotted lines a roll of 
paper supported by the holder. ‘ 

Fig. 2 is a like view of a modi?ed form. 
Fig. 3 is a section on line 111--111, Fig. 2. 
Referring to Fi . 1 of the drawings the 

holder consists o a yoke-shaped element 
formed from a length of cylindrical metallic 
stock and said element includes an inter 
mediate portion 4, a pair of arms 5, 6, and a 
resilient coupling portion 7 interposed be 

tween the'arms 5, 6, and the intermediate 
portion 4 and further formed integral with 
said intermediate portion 4. ‘and said arms- 
5, 6- .. . 

The resilient coupling portion 7 is formed 
by bending the stock in the form of a coil 
spring which is disposed horizontally and at 
right, angles with respect to the intermediate 
portion 4. ' - ' 

Each of the arms 5, 6, has its outer or free 
end bent inwardly at right angles with re— 
spect to the arm as indicated at 8. The inner 
portion of the angular end 8 curves up 
wardly and terminates in‘ a vertically dis 
posed circular loop 9, the latter surrounds 
the inner terminus of said angular end 8. 
The circular loop 9 provides a bearing for 
one end of a hollow shaft or cylinder 10 of 
the paper roll 11. The angular ends 8 of 
the arms 5, 6, project toward each other. 
The reference character 12 denotes a 

bracket for connecting the element to a sup 
port and the'bracket is formed with a pair 
of ?anges 13 having openings for the pas 
sage of the intermediate portion 4. To 
arrest the shifting of said intermediate por 
tion 4, in either direction, with respect to 
the bracket 12 a lug or enlargement ‘14 is 
provided centrally of the intermediate por~ 
tion 4. ' 

The resilient coupling portion 7 enables 
the arms 5, 6, to be sprung away from each 
other, or to permit of one arm. being sprung 
away from the other, to provide for the 
mounting of a roll of paper in the holder or 

- for the removal of the cylinder or shaft 10. 
The construction shown in Figs. 2 and 3 

is the same as that illustrated in Fig. 1, with 
this exception, that the resilient coupling 
portions'which are indicated at 15 are dis 
posed vertically and not horizontally as 
shown in Fig. 1. Otherwise than that as 
stated the construction is the same and refer 
ence characters similar to that employed in 
Fig. 1 are used in connection with Figs. 2 
and 3. 
' What I claim is: y 

A roll paper holder comprising a yoke 
shaped element including an intermediate 
portion and a pair of arms each having its 
free end bent inwardly at an angle, said 
angular end having its free terminus merg 
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ing into a, vertically disposeci eireuler loop fanning a continuation of the intermediate 
surrounding said inner terminus, sald loop port10n of the arm. '10 
providing?bearings for a. roll of paper, sad In testimony whereof I a?ix my signature 
element rther' having inherent means to in the presence of‘tw'o witnesses. 
permit of an arm'being sprung_ avyay and - ARTHUR J. FARRELL. 
toward the other of the arms, S8_.1d inherent Witnesses: - > 
means being in the form of a 0011 extendin ‘ LnnmA H. SIMON, 
in a, direction of the length of the em e115 MAX H1 Snonovnz. ‘ 


