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To ail whom it may concern: V_ 

_ Be'it known (that I, CLEANDER J. MAN, a citiZen'éf the United States, residing 

at Lansing, in the county of Ingham and 
State of Michigan, have invented certain 
new and useful, Improvements in Sheet 
Metal Receptacles, of which the following. 
is a speci?cation. _ _ 

This invention relates to improvements in 
receptacles formed of sheet metal and like 
material, and has for one of its objects to I, 

_ improve the construction and increase the 

15 

20 

80 

utility and e?iciency of 'a device of this 
~ character. 

‘Another object of the invention is to pro 
‘vide a device ‘of this character constructed 
from one or more plates of sheet metal, and . 
an endless wire band, and without employ 
ing other fastening devices. ' 
With these and other objects in view, the 

iiivention consists in certain novel features 
of construction, as hereinafter shown and 
described and then speci?cally pointed out 
in the claims; and in the. drawings illus 
trative of the 
invention— 
Figure 1 

preferred embodiment of the 

.is a perspective. view of one 
form of the improved device. > 

Fi . 2 is a plan view of the blank from 
whic 
Fig. _1 is constructed. , _ 

'Fi . 3 is a perspective view of a modi 
?ed orm of the improved device. 
" Fig. 4c is a plan view of the blank fromv 
which the modi?ed structure shown in ‘Fig; 

. 3 is formed. 
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Fig. 5 is a perspective view of another 
modi?ed form of the improved device. 

. 6.is a plan view of the blank from 
whic the body portion of the modi?ed de 
vice, shown in Fig. 5 is constructed. 

Corresponding and like parts are referred , 
to in the following description and indi 
cated in all the views of the drawings by 
the same reference characters. _ 

The improved device is constructed 
wholly of metal, .the body portion being of 
sheet metal and the binder member of wire 

Y of suitable strength, with the terininals 
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preferably connected by electric welding. so 
that the band is endless. The body portion 
‘of the device may be of any suitable shape 
but for the purpose of illustration is_shown 
in Figs. '1 and 3 in square form and in Fig. 
5 in circular form. 

It is not desired therefore tolimit the de-' 

I Speci?cation of Letters Patent. 

the body of the structure shown in' 

/ 

-vice.to any‘particular shape of the body 
portion, If constructed as shown in Fig. 1, 

Patented July 31 ,. 191 '1. 
_ ‘ Application men November 21, 1916. Serial no. 132,687. ’ 

the body portion is ?rst formed as shown in 
Fig. 2, resembling a Greek cross whereby a 
central portion 10 and four webs or arms 11 
are produced.‘ An elongated U-sha'ped cleft 
12 is formed in each arm> near the outer 
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edge, whereby tongues 13 are produced. ' 
Each arm is then bent at the juncture of 
thearms and the portion 10 along the dotted 
.lines 14, the portion 10 thus formin ‘the. 
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bottom and the arms‘ 11 the sides 0 the “ 
receptacle with the confronting edges of 

_ the members 11 preferably‘ spaced slightly 
apart, as‘ shown in Fig. 1. 
indicated at 15, and rendered endless by rig-, 
idly connecting its terminals, preferably by 
electric welding, is then disposed around the 
side'members 11 of the receptacle near their 
upper edges and the tongues 13 rolled 
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A band of wire, ' 
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around the adjacent portions of the band.~ 
The outer edges ‘of the members 11 are then 
rolled over the band and likewise over the _ 
rolledv tongues. .By this means the spaces 
occupied by the tongues serve as hand holds, 
while the rolled over tongues-coacting with 
the rolled over portions of the sides mate 
rially increase the strength of the device 
‘where the double rolling is produced and 
form effectual reinforced handles to the re 
ceptacle. - _ ‘ ' - ' ' 

At the corners, as before stated, the con 
fronting portions of the sides 11 are spaced 
slightly apart, and the short bends of the 
band at its corners serves’ to maintain 
the adJacent port1ons of the sides in their 
spaced relation. By this means a ventilat 
ing slot is produced at each corner of the 
receptacle. The bottom portion 10 of the 
receptacle is preferably provided with a plu 
rality of ventilating apertures 16 while the 
sides 11 are‘ likewise provided with a plu 
rality of ventilating slots or openings 17. 
When the receptacle is employed for the 

' transportation of fruit, vegetables, and like 
perishable goods the ventilatin 
will be an improvement and ofg 
vantage. - 

If the body of the improved device is con 

openings 
great ad 

'structed _of a plurality of sections, the form 
illustrated in Figs. 3 and 4 will be employed ‘ 

' with two or more of the sides 11 formed 
separately and attached to the bottom por 
tion 10 by riveting or otherwise.’ \ 
The improved device'is simple in con 

struction, can be constructed of any required 
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- size and of any suitable gage of material, 
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and will be found very useful for the trans 
portation of fruits, vegetables and'the like. 
In Figs. 5 and (3 another modi?ed form of 

the device is shown in which the body por 
tion is ?rst formed, as shown in Fig. 6, cir 
cular in outline with the openings 17 ra 
dially arranged. In the last modi?ed struc- ‘ 
ture the sides of the device are continuous, 
and the receptacle produced by pressing the 
portion of’ theblank externally of the bot 
tom 10 to form the shape shown in Fig. 5. 
In the modi?ed structure shown in Figs. 5 
and 6, the clefts 12 and the tongues 13 are 
employed in the same manner, as shown in 
Figs. 1 to 4, the endless band being circular 
in this last modi?ed structure. 
Having thus described the invention, what 

is claimed as new is: A v 

‘ 1. A receptacle formed from a. sheet of 
metal turned. up to form the sides of the 
receptacle with a plurality of elongated 
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U-shaped clefts spaced from the edges ‘and 
forming tongues, and a binder member en- " 
compassing the folded up sides, the tongues 
formed by the clefts being folded over the 
adjacent portions of the band and the outer 
portions of the sideslfolded over the band 
and over the tongues. 

2. A receptacle formed from a sheet of 
metal turned up to form the sides of the 
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receptacle with the confronting edges of the V 1 
sides spaced at the corners and with‘ elon 
gated U-shaped clefts forming tongues, and 
a band bent to conform to the outline of the 
receptacle with the bends of the band at the 
spaced corners to reinforce the body of the 
receptacle and prevent displacement of the 
sides and the tongues folded over'the adja 
cent portions of the band and the outer por 

over the tongues. 
In testimony whereof I a?ix my signature. 

GLEANDER J. CHAPMAN. gt. s] 
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' tions of the sides folded over the band and > 


