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‘To all whom it may concern: 
Be it known that l, FORREST (l. FaRKs, a 

citizen of the United States, res1d1ng at 
Pittsburgh, in the county of Allegheny and . 
Eitate of Pennsylvania, have invented cer 
tain new and useful Improvements in Ster 
ilizing Apparatus, of which the following 
is a speci?cation. 

This invention relates broadly to im-’ 
provements in sterilizing apparatus, and re 
fers particularly to an apparatus for ster~ 
ilizing glasses, dishes or any other analo~ 
gous objects. 
@no object of this invention is touprovide 

a sterilizing apparatus of the type set forth. 
that will subject every part of the dish or 
object to the action of the sterilizing agent, 
and which in addition to sterilizing- the ob 
ject will thoroughly dryit. ' 
Another object of this invention is to pro 

vide a sterilizer of the‘ character described 
which will have'a large capacity and thus 
be able to sterilize a great many objects and 
which will requirevery little attention, mak 
ing its operating cost very small. 
_Further objects of this invention are the 

provision of a sterilizing apparatus ‘which 

cess may be had to one of the drawers in 
_ dependent of the remaining drawers and the 
sterilizing chamber remaining in‘ a closed 
position while placing dishes or objects in 
said drawers or while removing same ‘there 
from. ‘ . 

Still further objects of this invention are 
to provide a device of the character set 
forth, which ‘is simple in its construction 
and arrangement, strong, durable and e?i- 
went in its use and inexpensive to, manu 
facture. _ i ' , 

To the accomplishment of these and such 
other objects as may hereinafter appear, the -' 
~mvent1on consists of the novel construction, 
combination and arrangement of parts here 
in speci?cally described, and illustrated in 
the accompanying drawings, wherein is 
shown an embodiment of the invention. ' 

In; the drawings, forming a portion‘of 
l 

‘ vthis speci?cation and wherein like numerals 
of reference,‘ designate corresponding parts 
throughout the several views: - 
Figure 1 represents a perspective view of 

the sterilizing apparatus in accordance with 
this‘ invention. ' 

Fig. 2 is a perspective View of the drawers 
embodied in this invention. 

Fig. 3 is a vertical cross sectional view. 
of the drawer and the side walls of the 
body of the sterilizer, said side walls being 
broken away. - 

Fig. 4: is a fragmentary perspective view. 
of the sterilizer showing the latching device 
for holding the drawers in closed position. 

Fig. 5 is a plan view of the bottom of the 
sterilizing chamber, having an electric heat 
ing unit mounted thereon. 

' Referring more in detail to the drawings, 
1 represents the body of the sterilizer, pref 
erably rectangular in shape and construct 
ed of sheet metal. The body 1- consists of 
‘the outer casing 2 and the inner lining 3, 
having interposed therebetween the ?ller 4; 
of asbestos or any other suitable non-con~ 
'ductor of heat. 

The body 1- is provided with the door 5 
opening into the sterilizing chamber 6 to 
afford access into the said chamber and to 
vfacilitate the cleaning thereof, ‘or for mak 
ing' any repairs therein or to associated 
parts. - 

The body 1 is further provided with the 
‘openings 7 in the side walls 8 and 9 respec 
tively. The openings 7, on the side wall 8 
and those in the side wall 9, are positioned 

1 parallel to each other, for the reception of 
the drawers .10, which extend transversely 
through the said openings 7 and through 

. the sterilizing chamber 6. - 
‘As illustrated in Fig. 2, the drawers ‘10 

are constructed to form the two sections 11 
andf12,’ which are divided by 
13;]5Each of the drawer sections 11 and 12 
is provided with an end portion 14, and is 
of~v sufficient length to vextend :entirely 
through the body 1 in openings 7 in the side 
wall_s_8 and 9. It will thus be obvious that 
when ‘one of the sections of the drawer is in 
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the closed position the other section of the 
said drawer will necessarily be in the open 
or extended position. 
By referring more particularly to Fig. 3 

of the drawings it will be seen that while 
section 11 of the drawer 10, is in the closed 
position and extending through the steriliz 
ing chamber 6, the end portion 14 of the 
said section and the partition 13 will com 
pletely close the openings 7 in the side walls 
8 and 9, thereby retaining the heat or ster 
ilizing agent within the said chamber. 
While the objects in the drawer section 11 
are being subjected to the sterilizing agent, 
the sterilized objects in the drawer section 
12, which is in the open or extended posi 
tion, may be removed therefrom, and other 
objects to be sterilized placed therein. 
The end portions 14 and the partition 13 

of the drawers 10 are made preferably of 
the same material as the body 1, and are 
provided with a ?ller 15 of the same mate-, 
rial as is interposed between the outer cas 
ing 2 and the inner lining 3 of the‘ body 1, 
to aid in the retention of the sterilizing 
agent (heat) within the sterilizing cham-p: _ n j _ _ a _ 

.tlon together with the device WhlCl'l is now her .6. I 

The sides 16, the endsl'? and the bottoms 
18 of the drawer sections 11 and 12 are at 
tached to the end portions 14 and to the I 
partition 13 by means of the bolts or screws 
19 in such a manner that the said drawer 
may be taken apart'when it is desired to re 
move the same from the openings 7 in the 
body 1, for making repairs, etc. , 
In a sterilizer of the type embodied in 

this invention, the only time. that the ster 
ilizing agent (heat) can escape from the 
sterilizing chamber 6, is during the oper 
ation of opening and closing one of the 
drawers 10. and as the said operation should 
be as easy and rapid as possible, the. said 
drawers may be provided with roller bear 
ings (not shown) or their equivalent, if the 
sterilizer is of a large size and heavily con 
structed. 
To allow the sterilizing agent to more -. 

thoroughly permeate the sterilizing cham 
her 6 and the objects contained therein, the 
sides 16 and the bottoms 18 of the drawer; 
sections 11 and 12 are provided with per— 
forations 20, of a suitable number and size. 
If desired the bottoms 18, may be construct? 
ed from wire netting. 1 , . 

The drawers 10 are provided with‘ suit 
able pulls 22, and with the latching devices 
23 for holding the said drawers securely in 
the closed position. ’ 
A thermometer 24, adapted to indicate the 

temperature of the sterilizing chamber 6, is 
positioned in the door 5, which is also pro 
vided with the latch device 25. 
The stepped contour 26 of the peripheries 
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of the openings 7 in the walls 8 and 9 of the 
body 1, and in the door opening 27, are pro 
vided to engage the corresponding stepped 
contour 28 of the peripheries of the door 5, 
of the end portions 14 and of the partitions 
13, of the drawers 10, for the purpose of 
more closely con?ning the heat in the ster 
ilizing chamber 6. ' i 

As the, sterilizing agent, used 1n connec 
tion with this sterilizer, is heat, the same 
may be generated by any means desirable, 
and while illustrating in Fig. 5, of the 
drawings, a heating device 29, consisting of 
an ordinary electric heating unit mounted 
upon the ?oor 30 of the sterilizing chamber 
6, for the purpose of generating the heat, 
gas, steam, oil, etc., with appropriate ?x 
tures and attachments, can readily be sub‘ 
stituted. 
From the foregoing description, taken in 

connection with the “accompanying draw 
ings, the advantages of the construction and 
the method of operation will be readily ap 
parent: to those skilled in the art to which 
"1"‘ invention appertains, and while describ 
ing the principle of operation of the inven 

considered to be the best embodiment there 
of, it is to be understood that the device is 
merely illustrative as shown and that vari— 
ous changes in the form, proportion and the 
minor details of construction may be re 
sorted towithout departing from the prin 
ciple ‘or sacri?cing anv of the advantages of 
the invention as de?ned in the appended 
claims. ' . - 

'VVhat Iclaim'as new and desire to secure 
by Letters Patent is: I ‘ . w 

1. In a sterilizing apparatus comprising 
a body portion forming a sterilizing cham 
her, and a pluralitv-of drawers each consist 
ing of two sections extending transversely 
through the said bodv portion and so ar 
ranged that when a section of 1he said draw 
ers is in the closed position the other section 
thereof is in the open or extended position. 

2. A sterilizing apparatus comprising a 
body portion, consisting of an outer casing, 
an inner lining and a '?ller of non-heat-con 
ducting material interposed between the 
.said outer casing and the said inner lining 
a drawer, having two compartments and 
slidablv mounted, extending transversely 
through oppositely disposed openings in the 
walls of the said bodv portion, the com 
bined length of the said two compartments 
beingvtwice that of the body portion, so that 
one of.’ the said compartments is arranged 
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3.» A sterilizing apparatus comprising a 
body portlon, consisting of an outer casing, 

, an inner lining and a ?ller of nonv-heat-con 
ducting material interposed between the 
said outer caslng and the said inner lining, 
a drawer, having two compartments, ex‘ 
tending transversely through, and slidably 
mounted in oppositely disposed openings in 
the walls of the ‘said body portion, a steriliz-' 
ing chamber, a door having a suitable latch 
mg device opening into the sa1d sterilizing 
chamber, means for removing the said 

8 

drawer from said oppositely disposed open 
ings, and certain walls of the body portion 
having an inter?tting connection with cer- 15 
tain walls of the said drawer, substantially 
as described and for the purpose set forth. 
In testimony whereof I a?ix my signature 

in the presence of two witnesses. 

FORREST C. PARKS. 
' Witnesses: 

JAs. R. SNYDER, 
JENNm JONEs. 


