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To all whom ¿t may concern: '  
Be it known thatáI, vCHARLEY Tnnvo, a 

citizen of the United States, residing at 
Mack, in the Vcounty ofïltasco and State of 
Minnesota, have invented certain new and 
useful Improvements in Wire Staples; and' 

declare thefollowing to be a I do hereby 
description of the in full, clear, and exact 

' vention, such as will enable others skilled in 
the art te which it appertains to make and 
use the same. ' 

This invention relates to new and' useful 
improvements in. a wire staple and one of 
its objects is the provision'of a device of this 
character, 
and eilicient, and which may be manufac 
tured and sold at a comparatively low cost. 
Another object of this invention is to pro 

vide a single length of wire being bent first 
into U-shape to provide a pair of legs and 
then having the connecting portions of said 

_ legstwisted to provide a head which is in 
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the formation of an eye. 
A further object of this invention is to 

provide V'the head located in a plane at right 
angles to the plane of the legs and project 
ing beyond the plane of the legs to provide 
shoulders by 'means of which the staple may 
be removed» by a claw, by allowing the claw 
of the hammer to engage the shoulders, 

' l/Vith these and other objects in view as 
will become morev apparent as the descrip 
tion proceeds, the invention consists in cer 
tain novel features of construction, combi 
nation and arrangement of parts as will 
be hereinafter more fully described and 
claimed. ‘ 1 ‘ ' ` ~ 

For acomplete understanding' of my in 
vention,4 reference is to be had to the. follow 
ing description and accompanying drawing, 
in .which-z-  
Figure 1 isa 

' staple, constructed' in accordance with my 
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sarge, vand _ 
, lig. 3 ,1s a view 1n 

invention, and illustrating _the application 
of it to a fence post, ', _ ' = f 

Fig. 2 isaxview in edge elevation of the' 

side elevation of the 
same. _ 

Referring in detail to the dra-wing, the 
numeral i indicates as_an entirety a staple 
constructed from a single length of wire be 
ing first bent into U-shape formation to pro 

whieh shall be simple, durablel 

i a head located 

perspective view of a wire, 

vide a pair of legs 2 and then having the con-i 
necting portions of the legs twisted as illus 
trated at 3 toform a head 4 having an' eye 
let 5. The head is located in a plane at right 
angles to the plane of the legs and projects 
beyond the plane of the legs 
shoulders 6 by means of which the staple 
may be removed by a claw hammer. 
In operation, by 'gripping the head be 

tween the index finger and thumb, the legs 
will be vproperly positioned to straddle a 
strand of wire upon a "fence post as illus 
trated in Fig. l, whereby the staple may be 
readily driven into the post. To withdraw 
the staple from the post, the claws of a ha’m 
mer are so positioned that they will engage 
the shoulders whereby the staple may be 
withdrawn' without the use of tools especially 
adapted for pulling staples and without the 
danger of cutting the wire or post and bend 
ing the staple. i ` 
`lÑhile I have shown and described the 

preferred embodiment of my invention, it 
will be understood that minor changes _in 
~construction, combination and arrangement 
of parts may be made without departing 
from the spirit and scope of the invention as 
claimed. . _ __ _ 

Having thus described f my invention, 
what I_claim is :- ' _ ' 

1. A staple comprising a pair of legs, and 
in a plane at i'ight angles to 

the plane of the legs, said head projecting 
beyond the plane of _the legs to provide 
shoulders by means of which the staple may 
be removed by a claw4 hammer, _and said 
staple being formed from a single length of 
wire' bent first into U-shape to provide said 
legs, and then 'having the connecting por 

to provide  
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tions of said ylegs twisted to provide said v 
head. ' -. a 

2. A- staple formed from -a single wire 
` strand bent to providea central eye therein, 

Shanks, and a twisted stem spaced vparallel 
to said eye, portion connecting the Shanks 

said` eye' being disposed'at right angles tol 
the plane of the Shanks. 
In testimony whereof I affix my signature 

in presence of two witnesses. 
. CHARLEY TERVO. 

Witnesses: ` 

_ OWE'Ñ E. Manziana, 
AGNES E. SWEUM. 


