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To all whom it may concern: ' 
Be it known that l[, LOUIS ALBERT LE 

I FRANCOIS, a citizen of the United States, and 
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tainer, and to accommodate 

a resident of San Francisco, in the county 
of San Francisco and State of. California, 
have invented a certain‘ new anduseful Im 
provement in Powder and Puff Boxes, of 
which the following is a speci?cation. 
The present invention relates to toilet arti 

cles, and more particularly to a container 
for powder and a pu?‘. ‘ .. ‘ 

An object of the present invention is to 
provide a container having separate co1n~ 
partments, one for the’ powder, and another‘ 
‘compartment for the puff to prevent the 
puff from being completely enveloped in the 
powder during the handling of ‘the con 

a relatively 
large amount of powder. ' . 1 

Another object of the present invention is 
to provide a container body with an ad-' 
justable cover part having a mirror thereon, 
and adapted "to-swing up to briner the ‘11111’ 
ror into use,‘ and ‘to provide a‘ body con-_ 
structed to support the cover part when 
raised without tilting the container. “ 
The invention further aims at the provi 

sion of a container having superposed come 
partments, and a novel hinge and clasp 
structure for uniting the parts ‘of-the ‘con, 
tainer for individually opening and closing 
the compartments. 
A still further object of. the present in; 

vention is to provide a container of rela 
tively simple 
which‘is adapted particularly for travelers’ 
use, which comprises relatively few parts, 
and dwhich may be economically manufac~ 
tuire . 

The above and various other objects. and‘ 
advantages of this invention will be in part 

- described, and in part understood, from the 
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following‘detailed description of the pres 
ent preferred embodiment, the same being 
illustrated in the accompanying drawing 
wherein: 
Figure 1 is a transverse section‘ through, 

a powder and 'pu?' box constructed accord~j 
ing to the present invention. ._ 

‘ - Fig. 2 is a longitudinal sectlon 
through the same. ‘ ‘ ' 

tamer. . 

Fig. 4 is a front elevation of the same. 
Fig. 5 is an “end elevation of the con 

‘ adapted to carry powder or 
p The body 10 is adapted to be closed at its’ 

and compact structure, and.‘ 

I taken ‘ 

Fig, 3 is an end elevat1on',-of the con-e 

tainer, disclosing‘ one of the compartments 
open. ‘ 

Fig. 6 is ,a horizontal section taken‘ 
through the upper compartment, showing a 
powder pu? arranged therein. 7 

Referring to this drawing, wherein-like 
parts are designated by similar characters 
of reference throughout the several views, 10 
designates the body or base portion of the 
container which may be formed of metal, 
glass, porcelain or any other suitable ma 
terial. _ _ ‘ - . 

The bottom 11 of the container is rela 
tively thick and heavy to, revent the tilting 
of the ‘body portion and the sidewalls, and 
end walls, preferably taper upwardly to, the 
upper edge‘ of the body 10.‘ The space with 
in the body 10 is relatively large and‘is 

the like. 

upper open end by an" upper compartment 
or section 12 which is in the form of a rela 
tively shallow casing made preferably from 
sheet metal and provided at its lower edge e - 

‘ with an outstanding head 13 terminating in 
an inwardly odset and downwardly directed 
?ange ‘14 adapted to ?t in the open upper 
end of the body 10 to center the head 13 
upon the upper edge thereof. 

T-<‘-"-,'l[‘he compartment or casing body 12 is 
,‘closed at its lower end by a partition disk 

.I on'iplate 15 engaged at its marginal edge in 
(the head 13, and adapted to support against 
its under side a mirror 16 which is held 
.‘against the partition‘ 15 by the ?ange 14, 
the‘ latterblbeino seated against the beveled 
marginal edge of the mirror 16. 

> The upper compartment or casing 12 is 
closed by a removable cover 17 in the form 
of a disk seated upon the upper edge of the 
casing 15 and-“being provided with a de 
pending inwardly offset ?ange 18 adapted to 
bind in the upper end of the casing 12. _ 
The backnwall of the body 10 is PI‘OVlClBd, 

adjacent to‘its upper edge, with a pair of 
spaced~apart outstanding lugs 19 between 
which is ?tted the lower rolled over end of 
a hinge strap 20 forming an eye to receive a 
pivot pin ‘2]., carried byv the lugs 19. The 
strap 20 extends upwardly about the bead 

'1 13,, and is soldered,'or otherwise suitably 
secured against the back wall of the upper 
compartment 12. The upper‘ end of the 
strap 20 is hingedly connected to the cover 
17 by means of a strip 22 Which is soldered“ 
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or otherwise secured to the cap 17 andicon 
, nected to the strap 20 by a pivot pin 28. The 

10 

15 

upper part or section of the container may 
thus be swung upwardly upon the body 10 
to open the latter while the cap or cover 17 
is retained‘in closed position. The cover 17 
may also be raised to open the upper com 
partment without uncovering the: contents 
in- the body 10. 
The upper part of the container is held 

closed against the-lower part by means of a 
spring tongue 24: secured to the casing 12 
and’ extending downwardly about the bead 
l3 and provided with an apertured lower 
end. The body 10 has on its front wall an 
outwardly extending projection or lug 25 
adapted to ?t in the aperture of the spring 

-tongue 24' to secure the hinged parts to 
. I vgether. 
20 

The cover 17 is in a like manner 
held in locked position upon the casing 12 
by a second spring tongue 26 which is se 

‘ [cured to the cover 17 and provided with an 
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opening near_its _it'ree end‘adapted to receive 
a lug or projection 27 which is pressed or 
‘stamped outwardly from the upper end of - 
‘the spring tongue 24, The tongue 26 is ar 
ranged in overlapping relation with respect - 
to the upper end of the, spring tongue 24 so 
that the latter not only provides means for 
engaging the ‘body 10, but also means for en 
gaging the spring tongue 26 o'f-the cover 17.‘ 

In use, a quantity of po-Wder~<_A is placed 
in the lower compartment in the body 10, 
and a powder pu? or the like B is placed 
in the upper relatively shallow compart 
ment or casing 12. - - , 

is; only necessary to engage the thumb or 
:?ngeribeneath the lower end of the spring 
tongue 24 and disengage the tongue from_ 
,thegprojection 25 when the top part of the 

_ container may be swung upwardly upon the 

When it is desired tofuse the‘mirror-16,it" 

pin 21 and held at the desired angle by the 
stop lug 28. As the bottom 11 is relatively 
heavy, and as the side and end walls of the 
body part 10 are relatively thick at their 
lower ends, the body is given suiiicient sta 
bility to support the upper part when in 
raised position without tilting the container. 
The upper compartment may be opened 

by lifting the spring tongue 26 out of en- 
gagement with the projection 27 to remove 
the powder pu?' B, and the upper compart 
ment may then be swung to one side to open 
the lower compartment so that access may be 
gained to the powder A contained therein. 

It is readily seen that in traveling, and in 
handling the container, that the powder is 
held in a separate compartment and cannot 
envelop‘ the powder pu?' B. 

It‘ is of course understood that various 
changes and modifications may be made in 
the details of construction of the above 
speci?cally-described powder and puff box 
without departing from the spirit of this in 
vention, and being restricted only by the 
scope of the following,r claim. 

I claim :— _ v. 1 

In a container, the combination of a body 
~part, having an ‘outstanding projection, a 
hinged part mounted on the body part, a 
cover hingedly mounted on the hinged part, 
a spring tongue carried upon the hinged 
part and having an opening at its lower end 
for engagement with the ‘projection of the 
body part to hold the hinged part in closed 
position thereon and providednear its 
upper end\ with an outstanding projection, 
and a second spring tongue carried by said 
cover and having an opening therein 
adapted to engage the projection of said 
?rst spring tongue. 

LOUIS ALBERT LE‘FRANCOIS. 
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