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To all whom it may concern: 
Be it known that I, HARRISON M. MAGEL, 

a citizen of the United States, and a resident 
of Tulsa, in the county of Tulsa and State 
of Oklahoma, have invented a new and Im 
proved Emergency Wound-Closer, of which 
the following is a full, clear, and exact de 

, scription. 
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This invention relates to an emergency 
surgical appliance to prevent‘ excessive 
bleeding in a small wound when a blood ves 
sel has been punctured, and is adapted to 
be used until proper medical treatment can 
be obtained. 
The invention has for its general objects 

to provide a device of comparatively simple 
and inexpensive construction, so designed as 
to take up very little space, so that it can be 
conveniently carried as a part of a ?rst-aid 
kit and at the same time the device can be 
easily self-applied, whereby it is of inest-i 
mable value to soldiers in the case of bullet 
wounds, to prevent excessive bleeding until 
the wound can be properly treated. 
A more speci?c object of the invention is 

the provision] of a novel form of cup device 
which creates a suction on the skin in an 
annular or elliptical line surrounding and 
spaced from the wound, whereby the device 
is ?rmly held in place while the inner cham 
ber or cup of the device over the wound 
seals the latter and holds the blood which 
coagulates, the device being provided with 
a chamber which is exhausted of air before 
the device is applied to the skin, and then 
a vacuum is produced in the chamber to pro 
duce the suction that holds the device in 
place, as described. 
With such objects ‘in view, and others 

which will appear as the description pro 
ceeds, the invention comprises various novel 
features of construction and arrangement of 
parts which will be set forth with particu 
larity in the following description and 
claims appended hereto. 
In the accompanying drawing, which 

illustrates one embodiment of the invention 
and wherein similar characters of, reference 
indicate corresponding parts in both the 
views, ' . 

Figure 1 is a central vertical section of 
the device applied to’ a wound; and - 

Fig. 2 is a bottom plan View. 
‘Referring to the drawing, the emergency 

wound closing device A is shown applied to 
a. wounded ‘part B, which is punctured at b. 

The device A comprises a bottom section 1 
and an upper section 2, both of which are 
preferably made of hard rubber and remov 
ably connected together by a screw thread 3. 
The bottom section embodies a plate 4,- while 
the upper section is a dome-like body 5 hav 
ing a knob extension 6 in which is a central 
passage 7. The two sections cooperate to 
form a chamber 8 in which is an approxi 
mately hemispherical bulb 9 of soft rubber 
which has its bottom edge con?ned in a 
channel 10 in the top surface of the lower 
section 1. A plunger 11 is slidable in the 
passage v7 and engages the bulb to depress 
the same, as shown by broken lines, whereby 
air is expelled from the suction chamber 12 
through a plurality of openings 13 in the 
section 1. The bottom of the section 1 is 
provided with concentric ?anges 14 and 15, 
whereby the space within the ?ange 14 con 
stitutes a wound-closing chamber or cup 16, 

i and the annular space 17 between the flanges 
constitutes a suction channel with which the 
apertures 13 connect. ' 
In the use of the device the pushbutton 

18 of the plunger is pressed inwardly so as 
to deflate the bulb 9, this being done before 
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the device is applied to the wound. lVhile ' 
the bulb is held ‘de?ated the device is ap 
plied to the wound as shown in Fig. 1, with 
the wound b surrounded by the ?ange 14. 
The pressure on the pushbutton 18 is now 
relieved, so that a suction is producedby 
the expanding of the bulb 9, whereby the 
skin is sucked upwardly into thev channel 
17 , so that the device is ?rmly anchored on 
the wounded part. The blood that ?ows 
out of the wound soon ?lls the chamber 16 
and coagulates therein, so that excessive’ 
bleeding is thereby avoided. Obviously the 
channel 17 may be of any desired shape ac 
cording to the nature of the wound to be 
surrounded. ‘ 

From the foregoing description taken in 
connection with the accompanying drawing, 
the advantages of the construction and 
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method of operation will be readily under- ‘i 
stood by those skilled in the art to which 
the invention appertains, and while I have 105 
described the principle of operation, to» 
gether with the device which I now consider 
to be the best embodiment, thereof, I desire 
to have it understood that the device shown 
is merely illustrative and‘ that such changes 
may be made when desired as fall within 
the scope of the appended claims. 
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Having thus described my invention, ll 
claim as new and desire to secure by Letters 
Patent: 

1. A Wound closing device comprising a 
body having its bottom formed with a cham 
ber adapted to be applied over the Wound, 
and a channel surrounding and non-com 
municating with the said chamber, said 
channel having ports, a bulb arranged in 
the body and having its interior communi~ 
cating through the ports with the said chan 
nel, and a movable plunger guided in the 
body and engaged with the bulb for deflat 
ing the same. 

2. A. Wound closing device comprising a 
body formed with a chamber, a bulb in the 
said chamber, the body being formed with 
a knob, a plunger slidable through the knob 
and having a button on its outer end where 

memee 

by the thumb can press the button while the 
knob is held between the fingers of the same 
hand, the bottom of the body being formed 
with a chamber adapted to be applied over 
the wound, a channel surrounding the last 
mentioned chamber, and ports connecting 
the channel with the said bulb. . 

3. A Wound closing device comprising a 
body formed of an upper and lower part, 
the upper part being provided with a knob, 
a bulb disposed between the said parts, a 
plunger guided in the knob and adapted to 
deflate the bulb, the lower part being pro 
vided with a chamber adapted to be placed 
over the Wound and also provided with a 
channel surrounding the chamber, and ports 
in the lower part connecting the channel 
with the interior of the bulb. 
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