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T 0 all whom it may concern: 
Be it known that I, ALFRED W. NEW 

COMBE, a citizen of the United States, re 
siding at Revere, county of Suffolk, Com 
monwealth of Massachusetts, have invented 
certain new and useful Improvements in 
Game Apparatus, of which the following 
is a speci?cation. 

This invention relates to game apparatus, 
and has for its object tov provide a simple, 
inexpensive and entertaining game, and 
game apparatus which while involvingsome 
little skill and dexterity to play well 1s yet 
sufficiently easy to play as to constltute an 
attractive and interesting form of amuse 
ment especially for children. 

This object is secured in the game of the 
present invention, the nature and manner 
of playing of which, together with a form 
of game apparatus which has been found 
satisfactory in use and well adapted to_ the 
requirements of manufacture, is described 
in the annexed speci?cation, illustrated in 
the accompanying drawings, and particu 
larly de?ned in the appended claims. 
Throughout the speci?cation and drawings 
like reference characters are correspond 
ingly employed, and in the drawings: 
Figure 1 is an elevation of game appa 

ratus in accordance with my invention. 
Fig. 2 is a perspective view thereof and 

illustrating the manner of playing, and 
Figs. 3 and 4 are detail views of parts of 

the supporting standard. 
My game, broadly, involves the bouncing 

of a resilient ball 1 of suitable size through 
a slightly larger opening in a target 2 
which may be a ring or other suitably 
shaped member, conveniently supported at 
any appropriate distance from the ground, 
as by a supporting standard. For conven 
ience of packing and shipment, the standard 
may be sectional, and as here shown con 
sists of a plurality of rods 3, a supporting 
base 4:, and the proper number of couplings 
5. The rods 3 may be solid or tubular, as 
desired, and the base 4 may be in the form 
of a pair of crossed members suitably dove 

tailed, as indicated at 41, Fig. 3, to ?t snugly 
one upon the other and provided with 
alined holes 42 to receive the lowermost sec 
tion 3 of the sectional standard. The ring 
2 may be provided with a dependin nipple 
6 adapted to ?t the uppermost ro 3. By 
this construction, the standard is adapted 
for convenient assembly and disassembly, 
while enabling the effective positioning of 
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the ring 2 to be varied, both as to distance 7 
from the ground and as to angularity with 
relation to the players. 
The object of the game is to bounce the 

ball 1 through the ring 2, the player or 
players standing at any arbitrarily ?xed 
gisltiance from the ring before delivering the 
a . . 

Various modi?cation in the form and 
construction of my device may obviously be 
resorted to if within the limits of the ap 
pended claims. 
What I therefore claim and desire to se 

cure by Letters Patent is: 
1. Game apparatus comprising a resilient 

ball, a ring through which the ball is adapt 
ed to be projected, and a support for said 
ring adapted to position the ring an appro 
priate distance from the ground and at va 
riable angles with relation to the vertical. 

2. Game apparatus, comprising a resilient 
ball, a target in the form of a ring having 
an opening therethrough of greater diame 
ter than that of the ball and through which 
the ball is adapted to be bounced, and a sec 
tional support for the target adapted to po 
sition the target at an appropriate distance 
from the ground and at variable angles with 
relation to the vertical. 

3. Game apparatus, comprising a resilient 
ball, a ring through which the ball is adapt- 
ed to be bounced, and a sectional standard 
to supportthe ring at variable distances 
from the ground and at variable angles with 
respect to the vertical and consisting of a 
base, a plurality of superposed rods and 
coupling members for detachably uniting 
said rods. 

4. Game apparatus, comprising a resilient 

60 

70 

80 

85 

90 

95 



2 > ' 1,258,931 

ball7 a ring through which the ball is adapt- ed to '?t the uppermost rod of said series of 
ed to be bounced, and a sectional standard to rods. 10 
support the ring at variable distances from In testimony whereof I a?ix my signature 
the ground and at'variable angles with re- in presence of tWo Witnesses. 

5 spect to the vertical and consisting of a base, ALFRED W. NEWCOMBE. 
a plurality of superposed rods and coupling ‘Witnesses: 
members for detachably uniting said rods, MARY P. WOTHERSPOON, 
said ring having a depending nipple adapt- AGNES V. O’CONNELL. 

@op?ea of? this patent; may ‘ho @bta?aeél Ker ?ve sense smelt, by addressing the “commissioner of Patents. 
Washington, D, G.” 


