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Be it known that I, EDWARD Jaomicnraf 
citizen 0fFranc‘e,res1d1ng at‘ Oropendo as 
Commissary, Tela, Honduras, ha-veinvented 
new and useful Improvements in Folding 
Canopies, of which the following is a speci 
?cation. " i 

This . invention ‘ comprehends" the provi 
sion of a canopy primarily “intended for use 
in connection "with beds, but susceptible for 
use in other capacities, the invention em! 
bodying among other features a ‘frame 
like foldable structure, whichcan be‘quickly 
and conveniently set up in position for use, 
or folded into'compact form when ‘its use is 
not desired. . > ‘ 

'The nature and advantages of the inven 
tion will be better understood when the fol 
lowing detail description is read in connec 
tion with the accompanying drawing, the 
invention residing in the construction, com 
bination and arrangement of parts as 
claimed‘. . ' 

In the drawir g forming part of this speci 
?cation like numerals of "reference indi 
cate similar parts in‘ the several views and 
whereinz~ ' 

Figure 1 ‘is a perspective view of a bed 
7 . stead showing the canopy framesupport 
.30 ' ‘ ‘ positioned thereon for use. 7 

' Fig. '21s an elevation of the frame folded. 
Fig. 3 is a detail view of‘ one of thebrac 

ing elements. ‘ '7 i ' ‘ i 

Fig. 4: is a detailed view of thebed engag 
ing clamp such as used vin Fig. ‘1. ' 

Fig. 5 is a view of a modi?ed form of 
means for supporting the frame upon a 

. wooden‘ bed structure. 
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Fig. 6 is a view of the means for support 
ing the frame when the latter is utilized in r 
the capacity of a‘ tent. ‘ _ ~ - 

A canopy constructed in accordance with 
my invention embodies a supporting frame 
like structure, which latter preferably consists 
of a plurality of crossed steel bands 10, which 
are pivotally connected together at their 
point of intersection, in any suitable manner. 
As shown in this instance one of the bands is 
provided With an opening 11 for the recep 
tion of a headed stud 12 carried by the other 
band, whereby the desired pivotal movement 
between the bands is provided for. IThe ex 
tremity of each band is provided withv a 
socket 13 to accommodate itself to any one 
of a number of supporting elements, by 
means of which the frame is maintained in v 
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the shape or- configuration illustrated in 
Fig.1. ' It is of course understood that‘ the 
bands 10 are normally straight and parallel, 
which permits the frame to be‘ folded in the 
manner shown‘ in the drawing.“ However 
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the bands 10 are ?exible, and by reason of 
which fact the bands can be bowed and 
spread to give the ‘frame the shape shown in 
Fig. 1 when its'use is desired. ‘ 
¢ When the frame is used .in connection 
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with an iron bedstead,a plurality of clamps : ‘ 
of the type illustrated in Fig.’ 4 are also 
employed, each of these clamps embodying 
an arcuate-shaped portion‘ 1a to partly eml 
brace the end rails of the bedstead, one ter 
minal of the arcuate-shaped portion being 
provided with an int‘eriorly threaded open 
ing which adjustably receives a threaded 
bolt 15, the inner extremity of which car» 
ries a longitudinally curved plate 16 which 
cooperates with the arcuate shaped portion 
1a in holding the clamp '?Xed relatively ‘to 
the bedstead. The ‘opposite end of the‘arc~ 
uate-shaped portion terminates to provide 
a straight extension 17 which is adapted‘ to 
be received within the sockets 13 of the 
bands. Manifestly four of such clamps‘are . 
employed and disposed adjacent‘ the four 
corners of the bedstead, and subsequent to ‘the 
bowing of the‘bands 10, the corresponding 
extremities of the respective bands vare 
spread apart to position the sockets 13 for 
the reception of the extensions 17. The 
frame is thus supported upon the bedsteadv 
in an effective manner, while the rigidity‘ of 
the frame is increased by use of bracing ele-' 
ments or strips ‘18. These strips are rela 
tively long. and narrow, and are adapted‘ 
to be, positioned between the bands in‘ the 
manner illustrated in Fig. 1 when the frame 
is in use; The reinforcing elements or strips 
have their opposite extremities curved as at 
19 to permit said elements to be readily and 
"easilyslipped over the edges of the bands 10. 
When use of the canopy is desired in 

connection with a wooden bedstead, cot or 
thelike, a plurality of headed screw ele 
ments 20, clearly shown in Fig. 5 are em 
ployed, and these elements are screwed into 
the bedstead adjacent each of the four cor 
ners. Rising from the head of each element 
20 and disposed in a line with the threaded 
shank thereof, is an extension 21, and these 
extensions on the respective elements 20 are 
adapted to be received within the sockets 13 
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of the bands to maintain the latter immov 
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Q. 

ably positioned upon‘ the bed or cot in the 
same manner as shown in Fig. 1. 
The nature of the invention is such that 

it may be also utilized as individual tents 
for soldiers, tourists or the like, and in 
Whichinstance a plurality of stakes 22 such . 
as shown in Fig. 6, are adapted to be driven 
in the ground, and are tapered for this pur 
pose.‘ Rising from the large end of each 
stake is a reduced extension 23, and said ex 
tensions of the respective stakes are adapted 
to be received within the sockets 13 carried 
by the extremities of the bands 10 so as to 
maintain the frame in the shape or con?gu~ 
ration as shown in Fig. 1. ‘While any. suit— 
able fabric maybe employed in connection‘ 
with the frame-like structure to complete 
the canopy,,when the invention is used out 
doors in the capacity ofa tent, some light 
waterproof material is preferably used. 
Manifestly I have devised a device of the 
ela'ssin question, which can be quickly and 
‘easily mounted upon a bed or other suitable 
support, and folded‘ incompaet form when 
its use-is not desired. 

‘While it is believed that from the fore 
going description the nature and advantages 
of the invention will be readily apparent, I 
desire to have it understood that I do not 
limit myself to this precise construction, and 

7 that such changes may be resorted to when 
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desired as fall within‘the scope of what is 
claimed. Y 

What is claimed is :— 
1. In a canopy, the combination with a 

support, of a plurality of members fixed on 
the support, each of said members includ~ 
ing-an extension, a frame-like structure in 
cluding a plurality of pivotally connected 
bowed sections, and sockets disposed longi 
tudinally and arranged at one side of said 
sections for the reception of said extensions 
whereby said frame is supported. 7 

2. In a canopy, the combination with a 
support, of a plurality of members detach 
ably associated therewith and each includ 
ing an extension, a frame-like structure em 
bodying a pair of crossed pivotally con 
nected ?exible strips,_normally parallel and 
adapted to be bowed, and sockets disposed 
longitudinally and at one side of said strips 
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to receive said extensions, whereby the frame 
is maintained in a bowed condition. 

3. In a canopy, the combination with a 
support, of a plurality of members detacha 
bly associated with the support, and each 
including an extension, a frame-like struc 
ture including a pair of crossed pivotally 
connected ?exible strips, said strips being 
normally parallel and adapted to be bowed, 
sockets carried by the extremities of said 
strips for the reception of said extensions, 
whereby the frame is maintained in a bowed 
condition, and bracing elements interposed 
between the respective strips and detachabl y 
connected thereto. 

Ll. A canopy attachment for bedsteads em 
bodying a plurality of clamps designed for 
detachable association with the bedstead, and 
each including a vertically disposed exten 
sion, a frame-like structure including a pair 
of crossed pivotally connected flexible strips, 
said strips being normally parallel and 
adapted to be bowed, and sockets carried by 
said strips and opening at the ends thereof 
for the reception of said extensions, whereby 
the frame is maintained in a bowed condi 
tion. , 

5. A canopy attachment for bedsteads em 
bodying a plurality of clamps designed to 
be detachably engaged with the bedstead, 
each clamp including a curved body portion, 
a screw adjustably associated with one end 
of the body portion, a curved plate carried 
by one end of the screw, an extension rising 
from the other end of the body of each 
clamp, a frame-like structure includinfr a 
pair of crossed pivotally connected ?exible 
strips adapted to be bowed, and sockets car 
ried by each strip, said sockets opening at 
the ends of the strips for the reception of 
said extensions, whereby the frame is 1nain~ 
tained in a bowed condition. 

6. In a canopy, the combination with a 
support, of a pair of crossed pivotally con 
nected ?exible strips adapted to be bowed 
and detachably secured to the support, and 
bracing elements interposed between the re 
spective strips and detachably connected 
thereto. 

In testimony whereof I aiiix my signature, 
EDWARD JAUREGUY. 

?ve cents each, by addressing the “Commissioner of Patents, 
Washington, D. G.” 
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