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To all whom it may concern: ' 

Be it known that I, LAFAYETTE W. HoDGEs, 
of Wilmington, New Hanover county, State of 
North Carolina, havev invented an Improved 
HoseBridge, which is fully described and set 
forth in the following _specification and accom 
panying drawing, in the different figures of 
which like letters represent like parts- ‘ 
` Figure l being a top view with the lid of the 
hose-chamber open; Fig. 2, an end view rep 
resenting the hose in the chamber and the lid 
closed; Fig. 3, an end view of the bridge fold 

. ed up. 

N attore. 

My invention relates to a hose-bridge, de 
signed for lire companies, to protect the hose 
from injury, when in-us'e, in being passed over 
by horses, wagons, or other vehicles; and con-` 
sists of tapered cross-beams covered with plank 
and provided with a hose-chamber or cavity 
having a hinged lid; and the bridge, also, is 

1 hinged and provided with suitable fastenings, 
so as to be'folded and held in a folded position 

,. to be conveniently handled, transported, or set > 
aside when not in use.V 
B represents the cross-beams, theinner ends 

of which are above tive and three-fourths (5%) 
inches wide, made with cavities‘forming the 
hose-chamber G, andtapered from near thè edge 
of the cavities to thin edges at the other ends, 
as shown in Fig. 2. C represents the bridge 
iioor or covering, of plank of suitable thickness 

v and length, ordinarily about one and a quarter 
(13;) inch thick and about eight (8) feet long, 
fastened by nails or screws to the cross-beams. 
L represents the lid of the hose-chamber, hinged 
to one side of the bridge covering. The beams 
of the two sides of the bridge are made sepa 
rate, and the inner ends of one side attached to 
the inner ends of the other side by the hinges 
h, as shown in Figs. 2 and 3, so as to allow the 
bridge to be folded up, as seen in Fig. 3, in 
which position it is held by the fastening d, to 
be conveniently set aside when not in use, and 
conveyed, when required, to the place where 
it is to be used. It is then opened out, as _shown 
in Fig. 1, with the _lid open to receive the hose 
H,~which is then readily placed in the hose 
chainber and is securely covered and protected 
by the hinged lid, as seen in Fig; 2. 
Each bridge may be provided with several 

hose-chambers, either in the center, under one 
lid, or on each side, and> provided with sepa 
rate lids. 

o Claim. 

I claim a hinged hose-.bridge having ahose 
chamber, C, and a hinged lid, L, substantially 
as described. t ' 
In attestation of the foregoing specification 

of my improved hose-bridge I hereto subscribe 
my name in the presence of two witnesses. 

LAFAYETTE W. HODGES. 
Witnesses:  _ . 

J os. W. RowELL, 
WM. H. DAY. 


