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To all whom ¿t may concern: 
Be it known that I, CHARLES D. ADAMS, 

citizen of the United States of America, re 
siding at Jacksonville, in the county of 
Duval and State of Florida, have invented 
certain new and useful Improvements in 
Stock-Cars, of which >the following is a 
speciñcation, reference being had therein to 
the accompanying drawing. 

This invention relates to the art of animal 
husbandry and more particularly to detach 
able and removable partitions for stock cars. 
The invention has for its object, to divide 

a stock car into compartments, thereby pro 
viding means for preventing the cattle or 
animals that are being transported from 

~ jostling or injuring each other or themselves 
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when the car is in transit. 
A further object is to construct the parti 

tions so that the i‘i'oor space of the car can be 
easily divided into compartments of vari 
ous size, either transversely or longitudi 
nally, thereby providing means for dividing 
the i‘ioor space into large or small compart 
ments as desired. 
A further object is to provide adjusting 

means, whereby the various gates may be 
adjusted and firmly secured, in the car, ac 
cording to the various widths or variations 
of the cars. 
A further obj ect is to so construct the gate 

supporting standards so that they may be 
adjusted according to the various distances 
between the roof beams and flooring of the 
cars. 
A further object is to construct the parti 

tion so that the various gates can be moved 
independently of each other. 
With the above and other objects in view 

which will appear as the description pro 
ceeds, the invention resides in the details of 
construction and combination of arrange~ 
ment of parts hereinafter described and 
claimed, it being understood that changes in 
the precise embodiment of the invention 
herein described can be made within the 
scope of what is claimed without depart~ 
ing from the spirit of the invention. 
In the drawings z» 
Figure l is a horizontal 

through a stock car. 
Fig. 2 is a longitudinal vertical sectional 

view through a stock car. 
Fig. 3 is a sectional deta view of the ad 

sectional view 

' justing means carried by the upper end of 
the gate post. 

Fig. 4 is a perspective detail view of one 
of the gate engaging angles. 
Referring to the drawings l designates a 

stock car of the conventional form, 2 the 
flooring thereof and la the sides of the car. 
Aseries of partitions is provided and each 

partition is so constructed that it may be 
secured transversely or longitudinally of the 
car as desired. A series of posts 10€L is pro 
vided and the posts are secured against rota 
tion by means of the pins 2l, carried by the 
floor flanges 22, which are in turn secured to 
the íioor by means of screws or the like 23. 
Gates 14a and l5a are hingedly mounted 
upon the posts 10*1 by means of the hinges 24. 
Each hinge comprises a post engaging sec 
tion 25 having a turn buckle extension 26, 
whereby upon the adjustment of said turn 
buckle the gates may be adjusted laterally. 
Secured to the sides and ends of the car are j 
a series of channels 27, which are adapted to 
be engaged by the free edges 28 of the gates. 
Rigidly motmted on the posts 10a. are a se 
ries of gate retaining channels 29, adapted 
to receive the free edges 28 of the gates when 
they are adjusted longitudinally of the car. 
It will be seen that in this form of the inven 
tion, the gates can be rigidly secured in 
transverse or longitudinal positions, thereby 
allowing the formation of small or large 
compartments. It will also be seen, that the 
partitions can be easily placed in stock cars 
and the variations in width of said cars pro 
vided for by means of the turn buckle 26. 
The upper ends 30 of the gate posts 10a 

are provided with internally threaded sec 
tions 31 having integral extensions 32 adapt 
ed to engage apertures 33, in the roof beams 
12 of the car. By this construction, it will 
be seen, that variations as to distance from 
said roof beams to the iiooring will be pro 
vided fOr. The gates may be made of any 
material, such as wood or metal. 
The invention having been set forth what 

is claimed as new anduseful is :- 
l. In a stock car having a series of trans 

versely disposed partitions detachably se 
cured within said car and comprising a se 
ries of centrally disposed detachable and ad~ 
justable posts, gates hingedly mounted on 
said posts, laterally adjusting means where 
by the gates may be extended laterally and 
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ineans mounted on the sides and ends of the 
ear for engagingïthe free endsot'ëtlie gates"V 
and means on the posts for engaging the free 
ends of the gates when extended longitudi 
nally. ' 

2. In a stock car having a series ot' trans 
verse-ly disposed partitions secured Within 
said ear and eoinprisinß' a series of posts).l 

liingedl‘y mounted' on said posts.Y lat 
erally adjusting ineens earriediliy »ther gates 
wherebyv the gates may be extended laterally 
and nie-ans inountedon tlie sides of the-_Car 
and the posts J?or engaging the free ends of 
the gates when said gates are exnendedtrans` 
i'erselj.’ or longitudinally` of 'the Car. 

3. Én a stock Car having a series o1“ trans 
vez-sel;Y disposed partitions detaeliabliT se 
cured within said ear and eoniprisingase 

Copies of this patent may ’ne obtained for five cents each, by addressing the “Gommissìòneï of `î>á€ents§ ~ 
Washington, D. C.” 
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ries of posts, gates hingedly mounted on said 
postslaterallj; adjnstingînieans carried by 
the gates whereby the gates may be extended 
laterallyv and means mounted on the sides 
and endsoíì ’die ear-andfposts for engaging 
the free ends of 'the gates when said gates 
are-extended transversely or longitudinally. 

l. ln a stoel; ear having a series of trans 
versely disposed partitions secured Within 
said car and comprising a series of posts, 
gates liingedljf mounted on said posts and. 
ineans mounted on vthe sides and endsfot the 
caf and the posts for engaging tlie free vends 
olf the. gates when said tes'are'extended 
'tiansverseljY or ̀ longitudinally ot' ‘the ear. 
ln testimony whereof Yl' `hereunto 'afliX'niy 

signature. l l ~ t 

CHARLES D. ADAMS. 


